
SE
LF 

SE
RV

ICE
 

FA
ST

-FO
OD

RE
FR

IGE
RA

TED
HE

AT
ED

OT
HE

R
SH

EL
VE

S
CU

PB
OA

RD
S 

HO
OD

S
SH

ELV
ING

S 
TR

OL
LE

YS
SIN

KS
TA

BL
ES

NE
UT

RA
L

BEST FOR PROFESSIONAL KITCHENSHEENSNS



Russian manufacturing company SIMECO specializes on developing 
and producing high-quality neutral, warming and refrigerating 
equipment from stainless steel for trading and catering companies, 
as well as for medical centres.The company was founded in 2006 
and since then it is actively developing. Today due to the modern 
technologies and the professional staff the company has managed 
to reach the leading positions. The machining facility of the company 
provides an opportunity to produce kitchen equipment of any sizes 
and to guarantee high quality of both individual and serial  production. 
The mission of the company is the production of high-technology 
equipment that ensures safety and comfort while being exploited. 
This explains why the motto of the company is:

«If you cut your hands we’ll return your money!”» 
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SIMECO TODAY IS:
DESIGN DEPARTMENT. Engineers of the department use the  latest soft to develop innovative 
and high-quality products. Frequently facing the challenges of creating non-standard equipment, 
they always find a proper technical solution that results in a product that fully corresponds to 
the client’s requests.

PRODUCTION. The manufacturing area of SIMECO occupies about 6000 m2. The shop floor is 
equipped with modern machinery with CNC, that help to perform the necessary operation with 
maximum accuracy, to increase the efficiency and minimize waste. The equipment stock consists 
of the metal-working and plate-bending machines of the world leading manufacturers, such as: 
AMADA (Japan), COLGAR (Italy), IMAC (Italy), etc. The expertise of our staff is the primary 
condition of successful modern machinery maintenance and high quality of our products. Apart 
from that in the final stage every product gets through 100 % control, the results demonstrate 
if the product is ready for release.

NEUTRAL  
equipment

 

HEATING  
equipment

 

REFRIGERATING  
equipment

 

PRODUCTS. SIMECO develops the following branches:
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REFERENCES
HOTELS

RETAIL& HYPERMARKET CHAIN

GAS STATION

INTERNATIONAL RESTAURANT CHAIN & RESTAURANT & CAFE



NEUTRAL EQUIPMENT 
Neutral equipment that is produced by the company SIMECO includes more than 1000 items 
and has already proved itself in the market. Our main advantages are

high-technology equipment, food-grade stainless high-quality steel, innovative 
inventions and ergonomic construction.

By today three series of production have been launched: LUXE, BUSINESS and UNIVERSAL. 

LUX series
Products from this series have an exquisite design, but also all their details and components are 
made from stainless steel AISI 304, which increases their service life.

BUSINESS series
This series is more economical because of the basic design and components made of stainless 
steel AISI 430 with parts made of steel AISI 304

UNIVERSAL series
UNIVERSAL series is a more optimal variant of the BUSINESS series because the worktop of 
tables, cupboards and sink units are enforced by wooden board and reinforcing ribs.

4

• 3D-backsplash is 80 mm hight

• The backsplash is 40 mm hight

• Rear view of backsplash
with safe edge 

• The worktop  
is 50 mm 
thickness

• The itemis are covered with 
panels around the perimeter

• The worktop
 is 40 mm

• There is the metal sheet at the 
bottom inside the worktop

• The worktop is enforced 
by wooden board

Legs of all items are supplied with adjustable 
feet or wheels.
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01. WORK TABLES LUX series

• Steel AISI 304
• Welded / demountable construction
• Frame — square tube 40х40 mm
• It is possible to manufacture products with 
   non-standard sizes

Size of product in the package: Размер изделия ЛЮКС в упаковке:
Type of construction Calculation formula, length x depth x height

Length + 10 mm X Depth + 10 mm X 935 mm - for tables with backsplash 
Length + 10 mm X Depth + 10 mm X 855 mm - for tables without backsplash 

Length + 10 mm X Depth + 10 mm X 280 mm - for tables with backsplash 
Length + 10 mm X Depth + 10 mm X 200 mm - for tables without backsplash

*

i
informationmaximum

load

*LEGEND 

welded  
construction

demountable 
construction

compact  
packaging

85
0 

m
m

80
 m

m

50
 m

m

• 3D-backsplash

• Shelf or frame on 3 sides  
for welded construction 

• Can be completed solid or perforated shelf

• The table is covered 
with panels around the 
perimeter

• Adjustable feet

• The worktop is enforced 
by wooden board

• There is the metal sheet  
at the bottom inside the worktop



Length, 
mm

Depth, 
mm

Welded construction Demountable construction Depth, 
mm

Welded construction Demountable construction
Note.

Code W, kg Code W, kg Code W, kg Code W, kg

600 600 001.6LS.13935 17,2 001.6LR.13703 20,2 700 001.7LS.00023     19,0 001.7LR.13818 22,1

700 600 001.6LS.13936 19,0 001.6LR.13704    22,3 700 001.7LS.14089 21,1 001.7LR.13819 24,5

800 600 001.6LS.13937 20,9 001.6LR.00091    24,4 700 001.7LS.14090 23,2 001.7LR.13820 26,9

900 600 001.6LS.00004 22,7 001.6LR.04442 26,6 700 001.7LS.14091 25,3 001.7LR.13821 29,2

1000 600 001.6LS.00093 24,5 001.6LR.00005 28,7 700 001.7LS.07326 27,4 001.7LR.13822 31,6

1100 600 001.6LS.13938 26,4 001.6LR.13705 30,8 700 001.7LS.14092 29,4 001.7LR.13823 34,0

1200 600 001.6LS.04776 28,2 001.6LR.00007 32,9 700 001.7LS.00117 31,5 001.7LR.13824 36,4

1300 600 001.6LS.13939 30,1 001.6LR.13706 35,0 700 001.7LS.14093 33,6 001.7LR.13825 38,7

1400 600 001.6LS.00009 31,9 001.6LR.13707 37,2 700 001.7LS.00031 35,7 001.7LR.13826 41,1

1500 600 001.6LS.13940 33,7 001.6LR.00010 39,3 700 001.7LS.14094 37,8 001.7LR.00120 43,5

1600 600 001.6LS.13941 35,6 001.6LR.13708 41,4 700 001.7LS.07325 39,9 001.7LR.13827 45,8

1700 600 001.6LS.13942 37,4 001.6LR.13709 43,5 700 001.7LS.14095 42,0 001.7LR.13828 48,2

1800 600 001.6LS.13943 39,2 001.6LR.13710 45,6 700 001.7LS.14096 44,0 001.7LR.13829 50,6

7

Length, 
mm

Depth, 
mm

Welded construction Demountable construction Depth, 
mm

Welded construction Demountable construction
Note.

Code W, kg Code W, kg Code W, kg Code W, kg

600 600 001.6LS.05420 19,7 001.6LR.01798 24,3 700 001.7LS.14097 21,9 001.7LR.13830 26,8

700 600 001.6LS.13944    22,1 001.6LR.13711 27,1 700 001.7LS.00112 24,6 001.7LR.05451 29,9

800 600 001.6LS.01799 24,4 001.6LR.06464 29,8 700 001.7LS.05580 27,2 001.7LR.00113 32,9

900 600 001.6LS.01800 26,8 001.6LR.00092 32,6 700 001.7LS.14098 30,0 001.7LR.13831    36,0

1000 600 001.6LS.01794 29,2 001.6LR.06463 35,3 700 001.7LS.05579 32,6 001.7LR.00115 39,1

1100 600 001.6LS.00094 31,5 001.6LR.13712 38,0 700 001.7LS.06209 35,3 001.7LR.06671 42,1

1200 600 001.6LS.04285 33,9 001.6LR.00095 40,8 700 001.7LS.05578 38,0 001.7LR.05454 45,2

1300 600 001.6LS.06796 36,3 001.6LR.13713 43,5 700 001.7LS.01429 40,7 001.7LR.13832 48,3

1400 600 001.6LS.06211 38,6 001.6LR.00097 46,3 700 001.7LS.06217 43,4 001.7LR.00119 51,4

1500 600 001.6LS.01010 41,0 001.6LR.00098 49,0 700 001.7LS.05577 46,1 001.7LR.05586 54,4

1600 600 001.6LS.00099 43,4 001.6LR.13714 51,8 700 001.7LS.14099 48,8 001.7LR.13833  57,5

1700 600 001.6LS.13945 45,7 001.6LR.13715 54,5 700 001.7LS.14100 51,5 001.7LR.13834 60,6

1800 600 001.6LS.13946 48,1 001.6LR.00101 57,3 700 001.7LS.06210 54,2 001.7LR.00123 63,7

100 kg

100 kg

80 kg

80 kg

It is possible to manufacture 
WORK TABLES LUX series: 
• more than 1800 mm long.  
   In this case, to reinforce the 
   welded construction, the tables 
   are with 6 legs;
• it is also possible to produce 
   a table include two under shelves

The panels are 100mm high
The panels are 140mm high

WORK TABLE LUX WITH BACKSPLASH

i

WORK TABLE LUX WITH BACKSPLASH WITH SHELF

TA
BL

ES
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WORK TABLE LUX WITHOUT BACKSPLASH

Length, 
mm

Depth, 
mm

Welded construction Demountable construction Depth, 
mm

Welded construction Demountable construction
Note

Code W, kg Code W, kg Code W, kg Code W, kg

600 600 001.6LS.13899 16,5 001.6LR.13666 19,6 700 001.7LS.14053 18,4 001.7LR.00286 21,5

700 600 001.6LS.13900 18,3 001.6LR.13667 21,6 700 001.7LS.14054 20,4 001.7LR.13780 23,7

800 600 001.6LS.13901 20,0 001.6LR.13668 23,6 700 001.7LS.14055 22,3 001.7LR.13781 26,0

900 600 001.6LS.13902 21,7 001.6LR.13669 25,6 700 001.7LS.14056 24,3 001.7LR.13782 28,2

1000 600 001.6LS.13903 23,4 001.6LR.07302 27,6 700 001.7LS.14057 26,2 001.7LR.13783 30,5

1100 600 001.6LS.13904 25,1 001.6LR.13670 29,6 700 001.7LS.14058 28,2 001.7LR.13784 32,8

1200 600 001.6LS.13905 26,8 001.6LR.00270 31,6 700 001.7LS.14059 30,2 001.7LR.13785 35,0

1300 600 001.6LS.13906 28,6 001.6LR.13671 33,6 700 001.7LS.14060 32,1 001.7LR.13786 37,3

1400 600 001.6LS.13907 30,3 001.6LR.13672 35,6 700 001.7LS.14061 34,1 001.7LR.13787 39,5

1500 600 001.6LS.13908 32,0 001.6LR.13673 37,6 700 001.7LS.14062 36,1 001.7LR.13788 41,8

1600 600 001.6LS.13909 33,7 001.6LR.13674 39,6 700 001.7LS.14063 38,1 001.7LR.13789 44,0

1700 600 001.6LS.13910 35,4 001.6LR.13675 41,6 700 001.7LS.14064 40,0 001.7LR.13790 46,3

1800 600 001.6LS.13911 37,1 001.6LR.13676 43,6 700 001.7LS.14065 41,9 001.7LR.13791 48,5

Length, 
mm

Depth, 
mm

Welded construction Demountable construction Depth, 
mm

Welded construction Demountable construction
Note

Code W, kg Code W, kg Code W, kg Code W, kg

600 600 001.6LS.13947     19,7 001.6LR.13716     24,3 700 001.7LS.14101     21,8 001.7LR.13835     26,7

700 600 001.6LS.13948     22,0 001.6LR.13717     27,0 700 001.7LS.14102     24,5 001.7LR.13836     29,8

800 600 001.6LS.13949     24,4 001.6LR.13718     29,8 700 001.7LS.14103     27,2 001.7LR.13837     32,9

900 600 001.6LS.13950 26,7 001.6LR.13719 32,5 700 001.7LS.14104 29,9 001.7LR.13838 35,9

1000 600 001.6LS.13951     29,1 001.6LR.13720     35,2 700 001.7LS.14105     32,6 001.7LR.13839     39,0

1100 600 001.6LS.13952     31,5 001.6LR.13721     38,0 700 001.7LS.14106     35,2 001.7LR.13840     42,0

1200 600 001.6LS.13953     33,8 001.6LR.13722     40,7 700 001.7LS.14107     37,9 001.7LR.13841     45,1

1300 600 001.6LS.13954     36,2 001.6LR.13723     43,4 700 001.7LS.14108     40,6 001.7LR.13842     48,2

1400 600 001.6LS.13955     38,5 001.6LR.13724     46,2 700 001.7LS.14109     43,3 001.7LR.13843     51,2

1500 600 001.6LS.13956     40,9 001.6LR.13725     48,9 700 001.7LS.14110     46,0 001.7LR.13844     54,3

1600 600 001.6LS.13957     43,3 001.6LR.13726     51,7 700 001.7LS.14111     48,7 001.7LR.13845     57,4

1700 600 001.6LS.13958     45,6 001.6LR.13727     54,4 700 001.7LS.14112     51,4 001.7LR.13846     60,4

1800 600 001.6LS.13959 48,0 001.6LR.13728 57,1 700 001.7LS.14113 54,0 001.7LR.13847 63,5

100 kg

80 kg

100 kg

80 kg

 WORK TABLE LUX WITH BACKSPLASH WITH  
PERFORATED SHELF



WORK TABLE LUX WITHOUT BACKSPLASH WITH SHELF
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Length, 
mm

Depth, 
mm

Welded construction Demountable construction Depth, 
mm

Welded construction Demountable construction
Note

Code W, kg Code W, kg Code W, kg Code W, kg

600 600 001.6LS.13912     19,2 001.6LR.13677 23,9 700 001.7LS.14066 21,3 001.7LR.13792 26,3

700 600 001.6LS.13913     21,4 001.6LR.13678 26,5 700 001.7LS.14067 23,9 001.7LR.13793 29,3

800 600 001.6LS.06799     23,7 001.6LR.13679 29,2 700 001.7LS.06758 26,5 001.7LR.13794 32,3

900 600 001.6LS.13914 26,0 001.6LR.13680 31,8 700 001.7LS.14068 29,1 001.7LR.13795 35,3

1000 600 001.6LS.06218     28,2 001.6LR.13681 34,5 700 001.7LS.00378 31,7 001.7LR.13796 38,3

1100 600 001.6LS.13915     30,5 001.6LR.13682 37,1 700 001.7LS.00379 34,3 001.7LR.13797 41,2

1200 600 001.6LS.13916     32,8 001.6LR.13683 39,8 700 001.7LS.14069 36,9 001.7LR.13798 44,2

1300 600 001.6LS.13917     35,1 001.6LR.13684 42,4 700 001.7LS.14070 39,5 001.7LR. 3799 47,2

1400 600 001.6LS.00360     37,3 001.6LR.13685 45,1 700 001.7LS.14071 42,1 001.7LR.13800 50,2

1500 600 001.6LS.13918     39,6 001.6LR.13686 47,8 700 001.7LS.14072 44,7 001.7LR.13801 53,2

1600 600 001.6LS.13919     41,9 001.6LR.13687 50,4 700 001.7LS.14073 47,3 001.7LR.13802 56,2

1700 600 001.6LS.13920     44,1 001.6LR.13688 53,1 700 001.7LS.14074 49,9 001.7LR.13803 59,1

1800 600 001.6LS.13921 46,4 001.6LR.13689 55,7 700 001.7LS.14075 52,5 001.7LR.13804 62,1

Length, 
mm

Depth, 
mm

Welded construction Demountable construction Depth, 
mm

Welded construction Demountable construction
Note

Code W, kg Code W, kg Code W, kg Code W, kg

600 600 001.6LS.13922 19,1 001.6LR.13690 23,8 700 001.7LS.14076 21,3 001.7LR.13805 26,3

700 600 001.6LS.13923 21,4 001.6LR.13691 26,5 700 001.7LS.14077 23,8 001.7LR.13806 29,3

800 600 001.6LS.13924 23,6 001.6LR.13692 29,1 700 001.7LS.14078 26,4 001.7LR.13807 32,2

900 600 001.6LS.13925 25,9 001.6LR.13693 31,8 700 001.7LS.14079 29,0 001.7LR.13808 35,2

1000 600 001.6LS.13926 28,2 001.6LR.13694 34,4 700 001.7LS.14080 31,6 001.7LR.13809 38,2

1100 600 001.6LS.13927 30,4 001.6LR.13695 37,1 700 001.7LS.14081 34,2 001.7LR.13810 41,1

1200 600 001.6LS.13928 32,7 001.6LR.13696 39,7 700 001.7LS.14082 36,8 001.7LR. 13811 44,1

1300 600 001.6LS.13929 35,0 001.6LR.13697 42,3 700 001.7LS.14083 39,4 001.7LR.13812 47,1

1400 600 001.6LS.13930 37,2 001.6LR.13698 45,0 700 001.7LS.14084 42,0 001.7LR.13813 50,1

1500 600 001.6LS.13931 39,5 001.6LR.13699 47,6 700 001.7LS.14085 44,6 001.7LR.13814 53,0

1600 600 001.6LS.13932 41,8 001.6LR.13700 50,3 700 001.7LS.14086 47,2 001.7LR.13815 56,0

1700 600 001.6LS.13933 44,0 001.6LR.13701 52,9 700 001.7LS.14087 49,8 001.7LR.13816 59,0

1800 600 001.6LS.13934 46,3 001.6LR.13702 55,6 700 001.7LS.14088 52,3 001.7LR.13817 61,9

100 kg

100 kg

80 kg

80 kg

WORK TABLE LUX WITHOUT BACKSPLASH WITH  
PERFORATED SHELF
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01. WORK TABLES UNIVERSAL series

• Steel  AISI 430
• Welded construction 
• Frame — square tube 40х40 mm
• It is possible to manufacture products with 
   non-standard sizes

Size of product in the package: 

Type of construction Calculation formula, length x depth x height

Length + 10 mm X Depth + 10 mm X 895 mm - for tables with backsplash 
Length + 10 mm X Depth + 10 mm X 855 mm - for tables without backsplash 

85
0 

m
m

• Shelf or frame on 3 sides • Can be completed solid or perforated shelf

• Adjustable feet

• The worktop is enforced 
by wooden board and 
stiffeners

• Rear view of backsplash
with safe edge 

40
 m

m

40
 m

m
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WORK TABLE UNIVERSAL WITH BACKSPLASH

WORK TABLE UNIVERSAL WITH BACKSPLASH WITH SHELF

Length, 
mm

Depth, 
mm

 Welded construction Depth, 
mm

 Welded construction. 
Note

Code W, kg Code W, kg

600 600 001.6US.14029 13,5 700 001.7US.14189 14,8

700 600 001.6US.14030 14,8 700 001.7US.14190 16,4

800 600 001.6US.06927 16,2 700 001.7US.07443 17,9

900 600 001.6US.14031 17,5 700 001.7US.14191 19,5

1000 600 001.6US.06643 18,8 700 001.7US.07452 21,0

1100 600 001.6US.06569 20,2 700 001.7US.14192 22,6

1200 600 001.6US.14032 21,6 700 001.7US.07453 24,1

1300 600 001.6US.14033 22,9 700 001.7US.14193 25,7

1400 600 001.6US.06570 24,3 700 001.7US.14194    27,2

1500 600 001.6US.14034 25,6 700 001.7US.04962 28,8

1600 600 001.6US.14035 27,0 700 001.7US.14195 30,3

1700 600 001.6US.14036 28,3 700 001.7US.14196 31,9

1800 600 001.6US.14037 29,7 700 001.7US.14197 33,4

Length, 
mm

Depth, 
mm

 Welded construction Depth, 
mm

 Welded construction. 
Note

Code W, kg Code W, kg

600 600 001.6US.04702 16,0 700 001.7US.05568 26,3

700 600 001.6US.06929 17,9 700 001.7US.04603 28,4

800 600 001.6US.04593 19,7 700 001.7US.06146 30,6

900 600 001.6US.06279 21,6 700 001.7US.06575 32,7

1000 600 001.6US.04601 23,5 700 001.7US.04812 34,9

1100 600 001.6US.06442 25,4 700 001.7US.05327 37,0

1200 600 001.6US.04587 27,3 700 001.7US.04588 39,2

1300 600 001.6US.01306 29,1 700 001.7US.06571 41,3

1400 600 001.6US.05046 31,0 700 001.7US.06644 43,5

1500 600 001.6US.04589 32,9 700 001.7US.04591 17,7

1600 600 001.6US.06458 34,8 700 001.7US.14198 19,8

1700 600 001.6US.14038 36,7 700 001.7US.14199 22,0

1800 600 001.6US.14039 38,5 700 001.7US.07060 24,1

100 kg

100 kg

80 kg

80 kg

It is possible to manufacture 
WORK TABLES UNIVERSAL series: 
• more than 1800 mm long. 
   The tables are with 6 legs;
• it is also possible to produce 
   a table include two under shelves

i
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WORK TABLE UNIVERSAL WITHOUT BACKSPLASH

WORK TABLE UNIVERSAL WITH BACKSPLASH  
WITH PERFORATED SHELF

Length, 
mm

Depth, 
mm

 Welded construction Depth, 
mm

 Welded construction 
Note

Code W, kg Code W, kg

600 600 001.6US.14040 15,9 700 001.7US.14200 17,6

700 600 001.6US.14041 17,8 700 001.7US.14201 19,8

800 600 001.6US.14042 19,7 700 001.7US.04594 21,9

900 600 001.6US.14043 21,6 700 001.7US.14202 24,0

1000 600 001.6US.14044 23,4 700 001.7US.14203 26,2

1100 600 001.6US.14045 25,3 700 001.7US.14204 28,3

1200 600 001.6US.14046 27,2 700 001.7US.14205 30,5

1300 600 001.6US.14047 29,1 700 001.7US.14206 32,6

1400 600 001.6US.14048 31,0 700 001.7US.14207 34,7

1500 600 001.6US.14049 32,8 700 001.7US.14208 36,9

1600 600 001.6US.14050 34,7 700 001.7US.14209 39,0

1700 600 001.6US.14051 36,6 700 001.7US.14210 41,1

1800 600 001.6US.14052 38,5 700 001.7US.14211 43,3

Length, 
mm

Depth, 
mm

 Welded construction Depth, 
mm

 Welded construction
Note

Code W, kg Code W, kg

600 600 001.6US.13994 13,2 700 001.7US.14158 14,5

700 600 001.6US.13995 14,5 700 001.7US.14159 16,1

800 600 001.6US.06441 15,9 700 001.7US.06277 17,6

900 600 001.6US.13996 17,2 700 001.7US.14160 19,1

1000 600 001.6US.13997 18,6 700 001.7US.14161 20,6

1100 600 001.6US.13998 19,9 700 001.7US.14162 22,1

1200 600 001.6US.13999 21,2 700 001.7US.14163 23,6

1300 600 001.6US.07259  22,6 700 001.7US.04847 25,1

1400 600 001.6US.14001 23,9 700 001.7US.04598 26,6

1500 600 001.6US.14002 25,3 700 001.7US.14164 28,1

1600 600 001.6US.14003 26,6 700 001.7US.14165 29,6

1700 600 001.6US.14004 27,9 700 001.7US.14166 31,2

1800 600 001.6US.14005 29,3 700 001.7US.07059 32,7

100 kg

100 kg

80 kg

80 kg
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Length, 
mm

Depth, 
mm

 Welded construction Depth, 
mm

 Welded construction 
Note

Code W, kg Code W, kg

600 600 001.6US.14006 15,9 700 001.7US.05215 17,5

700 600 001.6US.14007 17,7 700 001.7US.06662 19,7

800 600 001.6US.05862 19,6 700 001.7US.14167 21,8

900 600 001.6US.06461 21,5 700 001.7US.04873 24,0

1000 600 001.6US.14009 23,4 700 001.7US.14169 26,1

1100 600 001.6US.14010 25,3 700 001.7US.14170 28,3

1200 600 001.6US.04711 27,2 700 001.7US.14171 30,4

1300 600 001.6US.14011 29,1 700 001.7US.06576 32,6

1400 600 001.6US.14012 31,0 700 001.7US.07260 34,7

1500 600 001.6US.06462 32,9 700 001.7US.14173 36,9

1600 600 001.6US.14013 34,8 700 001.7US.14174 39,0

1700 600 001.6US.14014 36,6 700 001.7US.14175 41,2

1800 600 001.6US.14015 38,5 700 001.7US.07454 43,3

Length, 
mm

Depth, 
mm

 Welded construction Depth, 
mm

 Welded construction
Note

Code W, kg Code W, kg

600 600 001.6US.14016 15,8 700 001.7US.14176 17,5

700 600 001.6US.14017 17,7 700 001.7US.14177 19,6

800 600 001.6US.14018 19,6 700 001.7US.14178 21,7

900 600 001.6US.14019 21,4 700 001.7US.14179 23,9

1000 600 001.6US.14020 23,3 700 001.7US.14180 26,0

1100 600 001.6US.14021 25,2 700 001.7US.14181 28,2

1200 600 001.6US.14022 27,1 700 001.7US.14182 30,3

1300 600 001.6US.14023 29,0 700 001.7US.14183 32,4

1400 600 001.6US.14024 30,8 700 001.7US.14184 34,6

1500 600 001.6US.14025 32,7 700 001.7US.14185 36,7

1600 600 001.6US.14026 34,6 700 001.7US.14186 38,9

1700 600 001.6US.14027 36,5 700 001.7US.14187 41,0

1800 600 001.6US.14028 38,4 700 001.7US.14188 43,1

100 kg

80 kg

WORK TABLE UNIVERSAL WITHOUT BACKSPLASH  
WITH SHELF 

WORK TABLE UNIVERSAL WITHOUT BACKSPLASH  
WITH PERFORATED SHELF

100 kg

80 kg

TA
BL

ES
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Size of product in the package:

Type of construction Calculation formula, length x depth x height

Length + 10 mm X Depth + 10 mm X 895 mm - for tables with backsplash 
Length + 10 mm X Depth + 10 mm X 855 mm - for tables without backsplash 

Length + 10 mm X Depth + 10 mm X195 mm - for tables with backsplash 
Length + 10 mm X Depth + 10 mm X150 mm  - for tables without backsplash 

01. WORK TABLES business series

• Steel  AISI 430
• Welded / demountable construction 
• Frame — square tube 40х40 mm
• It is possible to manufacture products with 
   non-standard sizes

85
0 

m
m

• Shelf or frame on 3 sides  
for welded construction  • Can be completed solid or perforated shelf

• Adjustable feet

• Rear view of backsplash
with safe edge 

40
 m

m

40
 m

m
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WORK TABLE BUSINESS WITH BACKSPLASH

WORK TABLE BUSINESS WITH BACKSPLASH WITH SHELF

Length, 
mm

Depth, 
mm

Welded construction Demountable construction Depth, 
mm

Welded construction Demountable construction
Note

Code W, kg Code W, kg Code W, kg Code W, kg

600 600 001.6ES.06873 10,0 001.6ER.00045 13,3 700 001.7ES.07268 10,8 001.7ER.13877 14,2

700 600 001.6ES.01913 10,8 001.6ER.13757 14,3 700 001.7ES.14138 11,7 001.7ER.13878 15,2

800 600 001.6ES.05703 11,6 001.6ER.00047 15,2 700 001.7ES.04239 12,5 001.7ER.13879 16,2

900 600 001.6ES.04443 12,3 001.6ER.00048 16,1 700 001.7ES.14139 13,3 001.7ER.06053 17,2

1000 600 001.6ES.06855 13,1 001.6ER.13758 17,1 700 001.7ES.05376 14,2 001.7ER.04255 18,3

1100 600 001.6ES.06266 13,9 001.6ER.13759 18,0 700 001.7ES.07344 15,0 001.7ER.13880 19,3

1200 600 001.6ES.04444 14,7 001.6ER.00051 19,0 700 001.7ES.01630 15,9 001.7ER.02095 20,3

1300 600 001.6ES.04717 15,4 001.6ER.13760 19,9 700 001.7ES.14140 16,7 001.7ER.13881 21,4

1400 600 001.6ES.06108 16,2 001.6ER.02040 20,9 700 001.7ES.14141 17,5 001.7ER.13882 22,4

1500 600 001.6ES.06902 17,0 001.6ER.00054 21,8 700 001.7ES.14142 18,4 001.7ER.13883 23,4

1600 600 001.6ES.00055 17,7 001.6ER.13761 22,8 700 001.7ES.14143 19,2 001.7ER.02094 24,4

1700 600 001.6ES.13982 18,5 001.6ER.13762 23,7 700 001.7ES.01635 20,1 001.7ER.13884 25,5

1800 600 001.6ES.00057 19,3 001.6ER.13763 24,7 700 001.7ES.06101 20,9 001.7ER.00079 26,5

Length, 
mm

Depth, 
mm

Welded construction Demountable construction Depth, 
mm

Welded construction Demountable construction
Note

Code W, kg Code W, kg Code W, kg Code W, kg

600 600 001.6ES.04829 12,5 001.6ER.04840 17,4 700 001.7ES.01705 13,6 001.7ER.05840 18,8

700 600 001.6ES.04456 13,8 001.6ER.04454 19,0 700 001.7ES.04728 15,1 001.7ER.05631 20,5

800 600 001.6ES.01698 15,1 001.6ER.05240 20,6 700 001.7ES.04738 16,5 001.7ER.06701 22,3

900 600 001.6ES.04234 16,4 001.6ER.04839 22,2 700 001.7ES.01633 18,0 001.7ER.06702 24,0

1000 600 001.6ES.04332 17,7 001.6ER.01778 23,7 700 001.7ES.05233 19,4 001.7ER.00159 25,7

1100 600 001.6ES.02042 19,0 001.6ER.00138 25,3 700 001.7ES.05235 20,9 001.7ER.13885 27,5

1200 600 001.6ES.01645 20,3 001.6ER.00139 26,9 700 001.7ES.01996 22,3 001.7ER.05358 29,2

1300 600 001.6ES.06805 21,6 001.6ER.00140 28,4 700 001.7ES.04214 23,8 001.7ER.07528 30,9

1400 600 001.6ES.05882 22,9 001.6ER.06779 30,0 700 001.7ES.04281 25,2 001.7ER.05238 32,7

1500 600 001.6ES.02001 24,2 001.6ER.00142 31,6 700 001.7ES.04218 26,7 001.7ER.06704 34,4

1600 600 001.6ES.05393 25,5 001.6ER.13764 33,2 700 001.7ES.06920 28,1 001.7ER.00165 36,1

1700 600 001.6ES.04658 26,8 001.6ER.13765 34,7 700 001.7ES.14144 29,6 001.7ER.02003 37,8

1800 600 001.6ES.04736 28,1 001.6ER.13766 36,3 700 001.7ES.05054 31,0 001.7ER.00167 39,6

The panels are 100mm high

100 kg

100 kg

80 kg

80 kg

TA
BL

ES
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WORK TABLE BUSINESS WITHOUT BACKSPLASH

WORK TABLE BUSINESS WITH BACKSPLASH WITH  
PERFORATED SHELF

Length, 
mm

Depth, 
mm

Welded construction Demountable construction Depth, 
mm

Welded construction Demountable construction
Note

Code W, kg Code W, kg Code W, kg Code W, kg

600 600 001.6ES.04138 12,5 001.6ER.13767 17,4 700 001.7ES.14145 13,7 001.7ER.13886 18,8

700 600 001.6ES.13983 13,8 001.6ER.13768 19,0 700 001.7ES.14146 15,1 001.7ER.13887 20,5

800 600 001.6ES.13984 15,1 001.6ER.13769 20,5 700 001.7ES.14147 16,6 001.7ER.13888 22,2

900 600 001.6ES.06707 16,4 001.6ER.13770 22,1 700 001.7ES.14148 18,0 001.7ER.13889 23,9

1000 600 001.6ES.13985 17,7 001.6ER.13771 23,7 700 001.7ES.14149 19,5 001.7ER.13890 25,6

1100 600 001.6ES.13986 18,9 001.6ER.13772 25,3 700 001.7ES.14150 20,9 001.7ER.13891 27,4

1200 600 001.6ES.13987 20,2 001.6ER.13773 26,8 700 001.7ES.14151 22,4 001.7ER.13892 29,1

1300 600 001.6ES.13988 21,5 001.6ER.13774 28,4 700 001.7ES.14152 23,8 001.7ER.13893 30,8

1400 600 001.6ES.13989 22,8 001.6ER.13775 30,0 700 001.7ES.14153 25,3 001.7ER.13894 32,5

1500 600 001.6ES.13990 24,1 001.6ER.13776 31,6 700 001.7ES.14154 26,7 001.7ER.13895 34,2

1600 600 001.6ES.13991 25,4 001.6ER.13777 33,1 700 001.7ES.14155 28,2 001.7ER.13896 36,0

1700 600 001.6ES.13992 26,7 001.6ER.13778 34,7 700 001.7ES.14156 29,6 001.7ER.13897 37,7

1800 600 001.6ES.13993 28,0 001.6ER.13779 36,3 700 001.7ES.14157 31,1 001.7ER.13898 39,4

Length, 
mm

Depth, 
mm

Welded construction Demountable construction Depth, 
mm

Welded construction Demountable construction
Note

Code W, kg Code W, kg Code W, kg Code W, kg

600 600 001.6ES.06850 10,1 001.6ER.13729 13,5 700 001.7ES.07487 10,9 001.7ER.13848 14,3

700 600 001.6ES.13960 10,9 001.6ER.13730 14,4 700 001.7ES.04233 11,8 001.7ER.00331 15,4

800 600 001.6ES.13961 11,7 001.6ER.13731 15,4 700 001.7ES.14114 12,6 001.7ER.13849 16,4

900 600 001.6ES.00311 12,4 001.6ER.13732 16,3 700 001.7ES.06267 13,5 001.7ER.06054 17,4

1000 600 001.6ES.13962 13,2 001.6ER.13733 17,3 700 001.7ES.06127 14,4 001.7ER.13850 18,5

1100 600 001.6ES.13963 14,0 001.6ER.13734 18,3 700 001.7ES.14115 15,2 001.7ER.13851 19,5

1200 600 001.6ES.04654 14,7 001.6ER.13735 19,2 700 001.7ES.05896 16,1 001.7ER.00336 20,5

1300 600 001.6ES.13964 15,5 001.6ER.13736 20,2 700 001.7ES.14116 16,9 001.7ER.13852 21,6

1400 600 001.6ES.06164 16,3 001.6ER.13737 21,1 700 001.7ES.14117 17,8 001.7ER.13853 22,6

1500 600 001.6ES.00317 17,1 001.6ER.13738 22,1 700 001.7ES.14118 18,7 001.7ER.05359 23,7

1600 600 001.6ES.06112 17,8 001.6ER.13739 23,0 700 001.7ES.14119 19,5 001.7ER.06254 24,7

1700 600 001.6ES.13965 18,6 001.6ER.13740 24,0 700 001.7ES.14120 20,4 001.7ER.13854 25,7

1800 600 001.6ES.13966 19,4 001.6ER.05357 25,0 700 001.7ES.14121 21,2 001.7ER.13855 26,8

100 kg

100 kg

80 kg

80 kg
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It is possible to manufacture WORK TABLES BUSINESS series 
• more than 1800 mm long. In this case, to reinforce the welded construction, the tables are with 6 legs;
• it is also possible to produce a table include two under shelves

Length, 
mm

Depth, 
mm

Welded construction Demountable construction Depth, 
mm

Welded construction Demountable construction
Note

Code W, kg Code W, kg Code W, kg Code W, kg

600 600 001.6ES.16050 12,8 001.6ER.05210 17,8 700 001.7ES.05236 13,9 001.7ER.04362 19,2

700 600 001.6ES.06500 14,1 001.6ER.04171 19,4 700 001.7ES.14122 15,4 001.7ER.13856 20,9

800 600 001.6ES.06191 15,4 001.6ER.02093 21,0 700 001.7ES. 06711 16,9 001.7ER.13857 22,7

900 600 001.6ES.04235 16,8 001.6ER.05630 22,6 700 001.7ES.05058 18,4 001.7ER.06862 24,5

1000 600 001.6ES.04324 18,1 001.6ER.01724 24,2 700 001.7ES.05234 19,9 001.7ER.13858 26,2

1100 600 001.6ES.13967 19,4 001.6ER.13741 25,8 700 001.7ES.14123 21,4 001.7ER.01629 28,0

1200 600 001.6ES.04322 20,8 001.6ER.00402 27,4 700 001.7ES.05055 22,9 001.7ER.00424 29,8

1300 600 001.6ES. 02011 22,1 001.6ER.13742 29,0 700 001.7ES.14124 24,4 001.7ER.13859 31,5

1400 600 001.6ES.02012 23,4 001.6ER.00404 30,7 700 001.7ES.05064 25,9 001.7ER.13860 33,3

1500 600 001.6ES.04323 24,7 001.6ER.06824 32,3 700 001.7ES.05056 27,4 001.7ER.13861 35,1

1600 600 001.6ES.13968 26,1 001.6ER.05973 33,9 700 001.7ES.04780 28,9 001.7ER.00428 36,8

1700 600 001.6ES.06087 27,4 001.6ER.13743 35,5 700 001.7ES.00429 30,4 001.7ER.13862 38,6

1800 600 001.6ES.04890 28,7 001.6ER.13744 37,1 700 001.7ES.05057 31,9 001.7ER.13863 40,4

Length, 
mm

Depth, 
mm

Welded construction Demountable construction Depth, 
mm

Welded construction Demountable construction
Note

Code W, kg Code W, kg Code W, kg Code W, kg

600 600 001.6ES.13969 12,7 001.6ER.04983 17,7 700 001.7ES.14125 13,9 001.7ER.13864 26,1

700 600 001.6ES.13970 14,0 001.6ER.13745 19,3 700 001.7ES.14126 15,4 001.7ER.13865 27,9

800 600 001.6ES.13971 15,4 001.6ER.13746 20,9 700 001.7ES.14127 16,9 001.7ER.13866 29,7

900 600 001.6ES.13972 16,7 001.6ER.13747 22,5 700 001.7ES.14128 18,3 001.7ER.13867 31,4

1000 600 001.6ES.13973 18,0 001.6ER.13748 24,1 700 001.7ES.14129 19,8 001.7ER.13868 33,2

1100 600 001.6ES.13974 19,3 001.6ER.13749 25,7 700 001.7ES.14130 21,3 001.7ER.13869 34,9

1200 600 001.6ES.13975 20,7 001.6ER.13750 27,3 700 001.7ES.14131 22,8 001.7ER.13870 36,7

1300 600 001.6ES.13976 22,0 001.6ER.13751 29,0 700 001.7ES.14132 24,3 001.7ER.13871 38,4

1400 600 001.6ES.13977 23,3 001.6ER.13752 30,6 700 001.7ES.14133 25,8 001.7ER.13872 40,2

1500 600 001.6ES.13978 24,6 001.6ER.13753 32,2 700 001.7ES.14134 27,3 001.7ER.13873 19,1

1600 600 001.6ES.13979 26,0 001.6ER.13754 33,8 700 001.7ES.14135 28,7 001.7ER.13874 20,9

1700 600 001.6ES.13980 27,3 001.6ER.13755 35,4 700 001.7ES.14136 30,2 001.7ER.13875 22,6

1800 600 001.6ES.13981 28,6 001.6ER.13756 37,0 700 001.7ES.14137 31,7 001.7ER.13876 24,4

100 kg

100 kg

80 kg

80 kg

WORK TABLE BUSINESS WITHOUT BACKSPLASH WITH SHELF

WORK TABLE BUSINESS WITHOUT BACKSPLASH WITH  
PERFORATED SHELF

i

TA
BL

ES
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03. TABLES with waste disPOSAL hole LUX series

Size of product in the package:лия ЛЮКС в упак
Type of construction Calculation formula, length x depth x height

Length + 10 mm X Depth + 10 mm Х 935 mm - for tables with backsplash 
Length + 10 mm X Depth + 10 mm X 855 mm - for tables without backsplash 

Length + 10 mm X Depth + 10 mm X 280 mm - for tables with backsplash 
Length + 10 mm X Depth + 10 mm X 150 mm - for tables without backsplash

85
0 

m
m

• Steel AISI 304
• Welded / demountable construction
• Frame — square tube 40х40 mm
• Can be completed solid or perforated shelf
• It is possible to manufacture products with 
   non-standard sizes

• Frame on 3 sides or shelf  
for welded construction 

• Adjustable feet

• Hole (D = 200 mm) with flange for use 
with trash can or with rubber ring for 
packages (D = 210 mm)

80
 m

m

• 3D-backsplash

50
 m

m

• The table is covered 
with panels around the 
perimeter

• The worktop is enforced 
by wooden board

• There is the metal sheet  
at the bottom inside the worktop
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 Central hole

Central hole

Table with waste disposal hole LUX WITH BACKSPLASH

Table with waste disposal hole LUX WITHOUT BACKSPLASH

Le
ng

th
, 

m
m

De
pt

h,
 

m
m

 Welded construction Demountable construction

Code W, kg Code W, kg

TABLE WITH WASTE DISPOSAL HOLE LUX WITH BACKSPLASH (LEFT/RIGHT HOLE)

левое, L правое, R левое, L правое, R

900 600 003.6LS.15643 003.6LS.15650 22,6 003.6LR.04160 003.6LR.15553 26,5

1000 600 003.6LS.15644 003.6LS.15651 24,4 003.6LR.15547 003.6LR.15554 28,6

1100 600 003.6LS.15645 003.6LS.15652 26,3 003.6LR.15548 003.6LR.15555 30,7

1200 600 003.6LS.15646 003.6LS.04764 28,1 003.6LR.15549 003.6LR.15556 32,8

1300 600 003.6LS.15647 003.6LS.15653 30,0 003.6LR.15550 003.6LR.15557 34,9

1400 600 003.6LS.15648 003.6LS.15654 31,8 003.6LR.15551 003.6LR.15558 37,1

1500 600 003.6LS.15649 003.6LS.15655 33,6 003.6LR.15552 003.6LR.15559 39,2

900 700 003.7LS.15725     003.7LS.25103     25,2 003.7LR.15595     003.7LR.15601     29,1

1000 700 003.7LS.15726     003.7LS.15733     27,3 003.7LR.15596     003.7LR.15602     31,5

1100 700 003.7LS.15727     003.7LS.15734     29,3 003.7LR.15597     003.7LR.15603     33,9

1200 700 003.7LS.15728     003.7LS.15735     31,4 003.7LR.15598     003.7LR.15604     36,3

1300 700 003.7LS.15729     003.7LS.15736     33,5 003.7LR.15599     003.7LR.15605     38,6

1400 700 003.7LS.15730     003.7LS.15737     35,6 003.7LR.15600     003.7LR.15606     41,0

1500 700 003.7LS.15731     003.7LS.15738     37,7 003.7LR.05452     003.7LR.15607     43,4

Le
ng

th
, 

m
m

De
pt

h,
 

m
m

 Welded construction Demountable construction

Code W, kg Code W, kg

TABLE WITH WASTE DISPOSAL HOLE LUX WITHOUT BACKSPLASH (LEFT/RIGHT HOLE)

левое, L правое, R левое, L правое, R

900 600 003.6LS.15627     003.6LS.15634 21,6 003.6LR.15530     003.6LR.15537     25,5

1000 600 003.6LS.15628     003.6LS.15635     23,3 003.6LR.15531     003.6LR.15538     27,5

1100 600 003.6LS.15629     003.6LS.15636     25,0 003.6LR.15532     003.6LR.15539     29,5

1200 600 003.6LS.15630     003.6LS.15637     26,7 003.6LR.15533     003.6LR.15540     31,5

1300 600 003.6LS.15631     003.6LS.15638     28,5 003.6LR.15534     003.6LR.15541     33,5

1400 600 003.6LS.15632     003.6LS.15639     30,2 003.6LR.15535     003.6LR.15542     35,5

1500 600 003.6LS.15633     003.6LS.15640     31,9 003.6LR.15536     003.6LR.15543     37,5

900 700 003.7LS.15708     003.7LS.15715     24,2 003.7LR.15578     003.7LR.15585     28,1

1000 700 003.7LS.15709     003.7LS.15716     26,1 003.7LR.15579     003.7LR.15586     30,4

1100 700 003.7LS.15710     003.7LS.15717     28,1 003.7LR.15580     003.7LR.15587     32,7

1200 700 003.7LS.15711     003.7LS.15718     30,1 003.7LR.15581     003.7LR.15588     34,9

1300 700 003.7LS.15712     003.7LS.15719     32,0 003.7LR.15582     003.7LR.15589     37,2

1400 700 003.7LS.15713     003.7LS.15720     34,0 003.7LR.15583     003.7LR.15590     39,4

1500 700 003.7LS.15714     003.7LS.15721     36,0 003.7LR.15584     003.7LR.15591     41,7

Le
ng

th
, 

m
m

De
pt

h,
 

m
m

Welded construction Demountable constr.

De
pt

h,
 

m
m

Welded construction Demountable constr.

Code W, kg Code W, kg Code W, kg Code W, kg

TABLE WITH WASTE DISPOSAL HOLE LUX WITH BACKSPLASH (CENTRAL HOLE)

600 600 003.6LS.04446 17,1 003.6LR.15544     20,1 700 003.7LS.15722     18,9 003.7LR.15592     22,0

700 600 003.6LS.15641 18,9 003.6LR.15545     22,2 700 003.7LS.15723     21,0 003.7LR.15593     24,4

800 600 003.6LS.15642 20,8 003.6LR.15546     24,3 700 003.7LS.15724     23,1 003.7LR.15594     26,8

Le
ng

th
, 

m
m

De
pt

h,
 

m
m

Welded construction Demountable constr.

De
pt

h,
 

m
m

Welded construction Demountable constr.

Code W, kg Code W, kg Code W, kg Code W, kg

TABLE WITH WASTE DISPOSAL HOLE LUX WITHOUT BACKSPLASH (CENTRAL HOLE)

600 600 003.6LS.15624     16,4 003.6LR.15527     19,5 700 003.7LS.15705     18,3 003.7LR.15575     21,4

700 600 003.6LS.15625     18,2 003.6LR.15528     21,5 700 003.7LS.15706     20,2 003.7LR.15576     23,6

800 600 003.6LS.15626     19,9 003.6LR.15529     23,5 700 003.7LS.15707     22,2 003.7LR.15577     25,9

The panels are  
100 mm high

The panels are  
140 mm high

Left / right hole

Left / right hole

It is possible to 
manufacture 
tables with  

waste disposal 
hole more than  
1800 mm long.

i
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03. TABLES with waste disposal hole business series

Size of product in the package:

Type of construction Calculation formula, length x depth x height

Length + 10 mm X Depth + 10 mm Х 895 mm - for tables with backsplash 
Length + 10 mm X Depth + 10 mm X 855 mm - for tables without backsplash 

Length + 10 mm X Depth + 10 mm Х 195 mm  - for tables with backsplash 
Length + 10 mm X Depth + 10 mm Х 150 mm - for tables without backsplash

• Steel  AISI 430
• Welded / demountable construction 
• Frame — square tube 40х40 mm
• Can be completed solid 
   or perforated shelf
• It is possible to manufacture 
   products with non-standard sizes

85
0 

m
m

• Adjustable feet

• Waste disposal hole (D = 200 mm) with flange 
for use with trash can or with rubber  
ring for packages

• Frame on 3 sides or shelf  
for welded construction  

• Rear view  
of backsplash with safe edge 

40
 m

m

40
 m

m



Table with waste disposal hole Business WITH BACKSPLASH

Table with waste disposal hole Business WITHOUT 
BACKSPLASH

Le
ng

th
, 

m
m

De
pt

h,
 

m
m

 Welded construction Demountable construction

Code W, kg Code W, kg

TABLE WITH WASTE DISPOSAL HOLE BUSINESS WITH BACKSPLASH (L/R HOLE)

левое, L правое, R левое, L правое, R

900 600 003.6ES.15667 003.6ES.05245 14,0 003.6ER.16341 003.6ER.16342 17,2

1000 600 003.6ES.04891     003.6ES.01781     14,8 003.6ER.05636     003.6ER.16343     18,2

1100 600 003.6ES.15668     003.6ES.15671     15,5 003.6ER.16340     003.6ER.16344     19,2

1200 600 003.6ES.01883     003.6ES.05415     16,3 003.6ER.07307     003.6ER.04672     20,2

1300 600 003.6ES.15669     003.6ES.15672     17,7 003.6ER.16339     003.6ER.16345     21,2

1400 600 003.6ES.15670     003.6ES.15673     18,4 003.6ER.16338     003.6ER.16346     22,2

1500 600 003.6ES.01465     003.6ES.15674     19,2 003.6ER.07462     003.6ER.16347     23,1

900 700 003.7ES.06504   003.7ES.15754     15,3 003.7ER.07531    003.7ER.16357    18,6

1000 700 003.7ES.15750     003.7ES.15755     16,1 003.7ER.16352     003.7ER.16358     19,6

1100 700 003.7ES.15751     003.7ES.15756     16,9 003.7ER.07505     003.7ER.16359     20,7

1200 700 003.7ES.05059     003.7ES.05060     17,7 003.7ER.16353     003.7ER.16360     21,8

1300 700 003.7ES.15752     003.7ES.15757     19,3 003.7ER.16354     003.7ER.16361     22,8

1400 700 003.7ES.15753     003.7ES.15758     20,2 003.7ER.16355     003.7ER.16362     23,9

1500 700 003.7ES.05061 003.7ES.05062 21,0 003.7ER.16356 003.7ER.05842 24,9

Le
ng

th
, 

m
m

De
pt

h,
 

m
m

 Welded construction Demountable construction

Code W, kg Code W, kg

TABLE WITH WASTE DISPOSAL HOLE BUSINESS WITHOUT BACKSPLASH (L/R HOLE)

left, L right, R left, L right, R

900 600 003.6ES.15656     003.6ES.15661     13,4 003.6ER.15560     003.6ER.15566     16,6

1000 600 003.6ES.01609     003.6ES.04460     14,1 003.6ER.15561     003.6ER.06826     17,5

1100 600 003.6ES.15657     003.6ES.15662     14,7 003.6ER.15562     003.6ER.15567     18,4

1200 600 003.6ES.15658     003.6ES.15663     15,4 003.6ER.01725     003.6ER.15568     19,3

1300 600 003.6ES.04455     003.6ES.15664     16,8 003.6ER.15563     003.6ER.15569     20,7

1400 600 003.6ES.15659     003.6ES.15665     17,4 003.6ER.15564     003.6ER.15570     21,6

1500 600 003.6ES.15660     003.6ES.15666     18,1 003.6ER.15565     003.6ER.15571     22,5

900 700 003.7ES.15739     003.7ES.15744     14,6 003.7ER.15608     003.7ER.06827     18,0

1000 700 003.7ES.15740     003.7ES.15745     15,4 003.7ER.15609     003.7ER.15615     18,9

1100 700 003.7ES.15741     003.7ES.15746     16,1 003.7ER.15610     003.7ER.15616     19,9

1200 700 003.7ES.04623     003.7ES.01758     16,9 003.7ER.15611     003.7ER.15617     20,9

1300 700 003.7ES.15742     003.7ES.15747     18,4 003.7ER.15612     003.7ER.15618     22,5

1400 700 003.7ES.15743     003.7ES.15748     19,2 003.7ER.15613     003.7ER.15619     23,4

1500 700 003.7ES.05063     003.7ES.06498     19,9 003.7ER.15614     003.7ER.15620     24,4

Le
ng

th
, 

m
m

De
pt

h,
 

m
m

Welded construction Demountable constr.

De
pt

h,
 

m
m

Welded construction Demountable constr.

Code W, kg Code W, kg Code W, kg Code W, kg

TABLE WITH WASTE DISPOSAL HOLE BUSINESS WITH BACKSPLASH (CENTRAL HOLE)

600 600 003.6ES.04480     11,8 003.6ER.15572     14,3 700 003.7ES.01410     12,8 003.7ER.15621     15,4

700 600 003.6ES.06800     12,5 003.6ER.15573     15,3 700 003.7ES.05632     13,6 003.7ER.15622     16,5

800 600 003.6ES.06759 13,3 003.6ER.15574 16,3 700 003.7ES.15749 14,4 003.7ER.15623 17,5

Le
ng

th
, 

m
m

De
pt

h,
 

m
m

Welded construction Demountable constr.

De
pt

h,
 

m
m

Welded construction Demountable constr.

Code W, kg Code W, kg Code W, kg Code W, kg

TABLE WITH WASTE DISPOSAL HOLE BUSINESS WITHOUT BACKSPLASH (CENTRAL HOLE)

600 600 003.6ES.16332     11,8 003.6ER.16335     14,3 700 003.7ES.16363     12,8 003.7ER.16349     15,4

700 600 003.6ES.16333     12,5 003.6ER.16336     15,3 700 003.7ES.16364     13,6 003.7ER.16350     16,5

800 600 003.6ES.16334     13,3 003.6ER.16337     16,3 700 003.7ES.16365     14,4 003.7ER.16351     17,5

Central hole

Central hole

21

Left / right hole

Left / right hole

The panels are 
 100 mm high

The panels are 
 100 mm high

TA
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04. Bakery WORK TABLES

• Steel AISI 430
• Welded construction
• Frame — square tube 40х40 mm,  
   40х20 mm
• Without backsplash 
• It is possible to manufacture products 
   with non-standard sizes

Size of product in the package:

Type of construction Calculation formula, length x depth x height

Length + 10 mm X Depth + 10 mm Х 855 mm 

85
0 

m
m

• Natural beech worktop is 40 mm thickness

• Natural granite worktop is 20 mm 
thickness

• Adjustable feet

• Frame on 3 sides or shelf 

• Can be completed solid 
   or perforated shelf

• The panel is 100 mm high
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Bakery WORK table WITH beech worktop

Bakery WORK table WITH beech worktop WITH SHELF

Bakery WORK table WITH GRANITE worktop

Length, 
mm

Depth, 
mm

Welded construction Depth, 
mm

Welded construction
Note

Code W, kg Code W, kg

1200 700 004.7US.06421 33,4 800 004.8US.13266 37,0

1300 700 004.7US.13259 35,5 800 004.8US.13267 39,2

1400 700 004.7US.13260 37,5 800 004.8US.04951 41,5

1500 700 004.7US.05400 39,5 800 004.8US.07209 43,7

1600 700 004.7US.03051 41,5 800 004.8US.05706 46,0

1700 700 004.7US.13261 43,6 800 004.8US.13268 48,2

1800 700 004.7US.07323 45,6 800 004.8US.13269 50,5

Length, 
mm

Depth, 
mm

Welded construction Depth, 
mm

Welded construction
Note

Code W, kg Code W, kg

1200 700 004.7US.06122 40,2 800 004.8US.01009 46,0

1300 700 004.7US.13262 42,9 800 004.8US.13270 49,1

1400 700 004.7US.01969 45,6 800 004.8US.13271 52,2

1500 700 004.7US.04364 48,2 800 004.8US.00995 55,2

1600 700 004.7US.13263 50,9 800 004.8US.13272 58,3

1700 700 004.7US.13264 53,6 800 004.8US.13273 61,4

1800 700 004.7US.13265 56,2 800 004.8US.03088 64,5

Length, 
mm

Depth, 
mm

Welded construction Depth, 
mm

Welded construction
Note

Code W, kg Code W, kg

1200 600 004.6US.13274 52,6 700 004.7US.13280 60,0

1300 600 004.6US.13275 56,3 700 004.7US.13270 64,2

1400 600 004.6US.01969 60,2 700 004.7US.13271 68,4

1500 600 004.6US.05365 63,7 700 004.7US.13283 72,7

1600 600 004.6US.13277 67,4 700 004.7US.13284 76,9

1700 600 004.6US.13278 71,1 700 004.7US.13285 81,2

1800 600 004.6US.13279 74,8 700 004.7US.13286 85,5

Length, 
mm

Depth, 
mm

Welded construction
Note

Code W, kg

1200 700 004.7US.17058 66,4

1400 700 004.7US.29466 76,1

1500 700 004.7US.19108 81,0

1800 700 004.7US.24771 95,6

100 kg

100 kg

100 kg

100 kg

80 kg

80 kg

80 kg

80 kg

It is possible to manufacture BAKERY WORK TABLES WITH BEECH 
WORKTOP:
• more than 1800 mm long. In this case, the tables are with 6 legs;
• it is also possible to produce a table include perforeted bottom shelf.

i
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Bakery WORK table WITH GRANITE worktop WITH SHELF
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05. PREPARATION tables

• Steel AISI 430
• Welded construction
• Frame — square tube 40х40 mm,
   40х20 mm
• Without backsplash
• It is possible 
   to manufacture products 
   with non-standard sizes

Size of product in the package:

Type of construction Calculation formula, length x depth x height

Length + 10 mm X Depth + 10 mm Х 855 mm 

* It is possible to manufacture polypropylene  
worktops from 30 and 40 mm thickness

85
0 

m
m

• Polypropylene worktop is 
20 mm thickness*

• Adjustable feet • Frame on 3 sides or shelf 

• The panel is 100 mm high
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Length, 
mm

Depth, 
mm

Welded construction Depth, 
mm

Welded construction
Note

Code W, kg Code W, kg

1000 600 005.6US.14212 23,8 700 005.7US.04002 26,4

1100 600 005.6US.04003 25,3 700 005.7US.14220 28,1

1200 600 005.6US.14213 26,8 700 005.7US.06910 29,8

1300 600 005.6US.14214 28,4 700 005.7US.14221 31,6

1400 600 005.6US.14215 29,9 700 005.7US.14222 33,3

1500 600 005.6US.14216 31,5 700 005.7US.04060 35,0

1600 600 005.6US.14217 33,0 700 005.7US.14223 36,7

1700 600 005.6US.14218 34,5 700 005.7US.14224 38,4

1800 600 005.6US.14219 36,1 700 005.7US.14225 40,2

Length, 
mm

Depth, 
mm

Welded construction Depth, 
mm

Welded construction
Note

Code W, kg Code W, kg

1000 600 005.6US.14226 28,6 700 005.7US.05978 31,9

1100 600 005.6US.14227 30,7 700 005.7US.14235 34,3

1200 600 005.6US.14228 32,8 700 005.7US.06313 36,6

1300 600 005.6US.14229 34,9 700 005.7US.14236 39,0

1400 600 005.6US.14230 37,0 700 005.7US.04609 41,4

1500 600 005.6US.14231 39,1 700 005.7US.04828 43,7

1600 600 005.6US.14232 41,2 700 005.7US.14237 46,1

1700 600 005.6US.14233 43,3 700 005.7US.14238 48,4

1800 600 005.6US.14234 45,4 700 005.7US.14239 50,8

100 kg

100 kg

80 kg

80 kg

PREPARATION TABLE WITH POLYPROPYLENE WORKTOP

PREPARATION TABLE WITH POLYPROPYLENE WORKTOP WITH SHELF

It is possible to manufacture PREPARATION TABLES:
• more than 1800 mm long. In this case, the tables are with 6 legs;
• it is also possible to produce a table include perforeted bottom shelf.

i

These tables are used by hypermarkets 
and catering for meat cutting and boning.

TA
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• Polypropylene worktop is 20 mm thickness

PREPARATION TABLE FOR BUTCHER’S WITH POLYPROPYLENE WORKTOP  
WITH HOLES

Length, mm Depth, mm Code W, kg

1720 850 905.0US.17488 71

1720 1700 905.0US.22225 150

* Drawers 600х400 mm 
  are not included 
  in the package

• Tray for a drawers*

• 8 meat sorting holes

• Polypropylene  
worktop is 30 mm  
thickness

• 4 meat sorting holes

You may interested in
SINK UNIT WITH POLYPROPYLENE BOARDS 
at page  49.
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06. tables for dishwashing machine

INPUT TABLES FOR DISHWASHING MACHINE 

• The worktop and the bowl are made of steel AISI 304
• Steel AISI 430 
• Welded construction
• Frame — square tube 40х40 mm
• Left / right mount 
• It is possible to  
   manufacture  
   products with  
   non-standard sizes 

Length, mm Depth, mm Height, mm Code W, kg Note

 TABLE FOR DISHWASHING MACHINE LEFT/RIGHT

1200 750 870 006.7US.06512 20,1

Left entry.
The bowl with 400х400х280mm is 
on the right. Waste disposal hole is 

on the left. It is right mount.

1200 750 870 006.7US.06354 20,1

Right entry. 
The bowl with 400х400х280mm is 
on the left. Waste disposal hole on 

the right. It is left mount.

1200 750 870 106.7US.39007 20,1

Left entry. 
The bowl with 500х400х300mm is 
on the right. Waste disposal hole is 

on the left. It is right mount.

1200 750 870 106.7US.39008 20,1

Right entry. 
The bowl with 500х400х300mm is 
on the left. Waste disposal hole on 

the right. It is left mount.

Size of product in the package: 
1210 mm Х 760 mm Х 1075 mm

• The backsplash is 200 mm height

• Recess in the worktop  
for tableware cassettes

• Adjustable feet

• Seamless bowl

• Waste disposal hole with 
D = 200 mm with flange

• Frame on 3 sides
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OUTPUT TABLES FOR DISHWASHING MACHINE 

• The worktop is made of steel AISI 304
• Steel AISI 430 
• Welded construction 
• Frame — square tube 40х40 mm
• Left / right mount
• 5 levels of guides under cassettes 500x500x100 mm 
   / 2x5 levels under cassette guides 500x500x100 mm 

Size of product in the package: 
1010 mm Х 710 mm Х 1075 mm

OUTPUT TABLES FOR DISHWASHING MACHINE 

• The worktop is made of steel AISI 304 with 
1,5 мм thickness 
• Welded construction 
• Frame — square tube 40х40 mm
• Left / right mount
• Drain hole 

Length, 
mm

Depth, 
mm Height, mm

Code 
LEFT

(right mount)
W, kg

Code 
RIGHT

(left mount)
W, kg Note

TABLE FOR DISHWASHING MACHINE LEFT/RIGHT

600 750 870 006.7US.13288 9,6 006.7US 13291 9,6 Without guides

600 750 870 006.7US.13287 11,6 006.7US 06513 11,6 5 levels of guides under cassettes 
500x500x100 mm

1200 750 870 006.7US.13289 11,7 006.7US.13292 11,7 Without guides

1200 750 870 006.7US.06578 18,4 006.7US.13290 18,4 2x5 levels under cassette guides 
500x500x100 mm

Length, mm Depth, mm Height, mm Code W, kg Note

TABLE FOR DISHWASHING MACHINE LEFT/RIGHT WITH LOADING CONVEYOR

1000 700 870 906.7US.26598 45 LEFT (right mount)

1000 700 870 906.7US.27288 45 RIGHT (left mount)

 

Size of product in the package: 
For a length of 600 mm - 610 mm Х 760 mm Х 1015 mm 
For a length of 1200 mm - 1210 mm Х 760 mm Х 1015 mm

TA
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• The backsplash is 40 mm height

• There are recess in the worktop  
for tableware cassettes

• Adjustable feet

• Рerimeter frame

• The backsplash is 200 mm height

• There are rollers on the worktop 
for moving the tableware cassettes

• Inclined worktop with recess

• Adjustable feet

• Frame on 3 sides
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02. CUPBOARDS LUX series

Size of product in the package:

Type of construction Calculation formula, length x depth x height

Length + 10 mm X Depth + 10 mm Х 935 mm - for cupboards with 
backsplash 
Length + 10 mm X Depth + 10 mm Х 855 mm - for cupboards without 
backsplash 

• Steel AISI 304
• Welded construction 
• Execution versions: without doors;  
   with swing doors; with sliding doors; with drawers
• Frame — square tube 40х40 mm
• It is possible to manufacture products 
   with non-standard sizes 

85
0 

m
m

80
 m

m

50
 m

m

• 3D-backsplash

• Adjustable feet

• The worktop is  
 enforced by wooden board

• There is the metal 
sheet at the bottom 
inside the worktop

• One solid shelf for version  
without drawers
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CUPBOARD LUX WITH Backsplash  
WITHOUT DOORS

CUPBOARD LUX WITH Backsplash  
WITH swing doors

Length, 
mm

Depth, 
mm

Welded construction Depth, 
mm

Welded construction
Note

Code W, kgг Code W, kgг

600 600 002.6LS.01851 35,1 700 002.7LS.13532 38,7

1 s
wi

ng
 

do
or

700 600 002.6LS.13343 39,6 700 002.7LS.13533 43,6

800 600 002.6LS.13344 44,2 700 002.7LS.01887 48,6

2 
sw

in
g 

do
or

s

900 600 002.6LS.13345 48,6 700 002.7LS.13534 53,4

1000 600 002.6LS.13346 53,1 700 002.7LS.13535 58,3

1100 600 002.6LS.13347 57,5 700 002.7LS.13536 63,1

1200 600 002.6LS.13348 61,9 700 002.7LS.13537 67,9

1300 600 002.6LS.13349 66,4 700 002.7LS.13538 72,8

1400 600 002.6LS.13350 70,8 700 002.7LS.13539 77,6

1500 600 002.6LS.13351 77,7 700 002.7LS.13540 85,4

3 
sw

in
g 

do
or

s

1600 600 002.6LS.13352 82,1 700 002.7LS.13541 90,2

1700 600 002.6LS.13353 86,6 700 002.7LS.13542 95,1

1800 600 002.6LS.13354 91,0 700 002.7LS.13543 99,9

100 kg

80 kg

Length, 
mm

Depth, 
mm

 Welded construction Depth, 
mm

 Welded construction
Note

Code W, kgг Code W, kg

600 600 002.6LS.13324 30,3 700 002.7LS.13511 33,7

700 600 002.6LS.13325 33,7 700 002.7LS.13512 37,6

800 600 002.6LS.13326 37,2 700 002.7LS.13513 41,4

900 600 002.6LS.13327 40,6 700 002.7LS.13514 45,3

1000 600 002.6LS.13328 44,1 700 002.7LS.13515 49,1

1100 600 002.6LS.13329 47,5 700 002.7LS.13516 52,9

1200 600 002.6LS.13330 51,0 700 002.7LS.13517 56,8

1300 600 002.6LS.13331 54,4 700 002.7LS.13518 60,6

1400 600 002.6LS.13332 57,9 700 002.7LS.13519 64,4

1500 600 002.6LS.13333 61,3 700 002.7LS.13520 68,3

1600 600 002.6LS.13334 64,8 700 002.7LS.13521 72,1

1700 600 002.6LS.13335 68,2 700 002.7LS.13522 76,0

1800 600 002.6LS.13336 71,7 700 002.7LS.13523 79,8

100 kg

80 kg

It is possible to manufacture CUPBOARDS LUX series:
• more than 1800 mm long. In this case, the cupboards are with 6 legs 
   and in version with swing doors — 4 doors
• also cupboards on request can be equipped with locks. 

i
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CUPBOARD LUX WITHout Backsplash  
WITHOUT DOORS

Length, 
mm

Depth, 
mm

Welded construction Depth, 
mm

Welded construction 
Note

Code W, kgг Code W, kgг

600 600 002.6LS.13293 30,1 700 002.7LS.13476 33,7

700 600 002.6LS.13294 33,4 700 002.7LS.13477 37,5

800 600 002.6LS.13295 36,8 700 002.7LS.13478 41,2

900 600 002.6LS.13296 40,1 700 002.7LS.13479 45,0

1000 600 002.6LS.13297 43,5 700 002.7LS.13480 48,7

1100 600 002.6LS.13298 46,8 700 002.7LS.13481 52,5

1200 600 002.6LS.13299 50,2 700 002.7LS.13482 56,2

1300 600 002.6LS.13300 53,5 700 002.7LS.13483 60,0

1400 600 002.6LS.13301 56,9 700 002.7LS.13484 63,7

1500 600 002.6LS.01045 60,2 700 002.7LS.13485 67,5

1600 600 002.6LS.13302 63,5 700 002.7LS.13486 71,3

1700 600 002.6LS.13303 66,9 700 002.7LS.13487 75,0

1800 600 002.6LS.13304 70,2 700 002.7LS.13488 78,8

100 kg

80 kg

Length, 
mm

Depth, 
mm

 Welded construction Depth, 
mm

 Welded construction 
Note

Code W, kgг Code W, kgг

1000 600 002.6LS.13339 57,2 700 002.7LS.07185 62,4

1100 600 002.6LS.06162 62,0 700 002.7LS.13526 67,6

1200 600 002.6LS.04773 66,8 700 002.7LS.05449 72,8

1300 600 002.6LS.13340 71,5 700 002.7LS.13527 78,0

1400 600 002.6LS.05661 76,3 700 002.7LS.13528 83,2

1500 600 002.6LS.00863 81,1 700 002.7LS.06738 88,3

1600 600 002.6LS.13341 85,9 700 002.7LS.13529 93,5

1700 600 002.6LS.13342 90,7 700 002.7LS.13530 98,7

1800 600 002.6LS.04753 95,5 700 002.7LS.13531 103,9

100 kg

80 kg

Length, 
mm

Depth, 
mm

 Welded construction Depth, 
mm

Welded construction
Note

Code W, kgг Code W, kgг

400 600 002.6LS.17017 41,1 700 002.7LS.17028 43,8

With 3 
drawers. 
Max. box 

load 36 kg

500 600 002.6LS.17016 44,5 700 002.7LS.17027 47,6

600 600 002.6LS.13337 48,0 700 002.7LS.13524 51,4

700 600 002.6LS.13338 51,4 700 002.7LS.13525 55,3

CUPBOARD LUX WITH Backsplash  
WITH SLIDING doors

CUPBOARD LUX WITH Backsplash  
WITH drawers
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Length, 
mm

Depth, 
mm

Welded construction Depth, 
mm

Welded construction
Note

Code W, kgг Code W, kgг

1000 600 002.6LS.01041 56,8 700 002.7LS.13490 62,0

1100 600 002.6LS.13306 61,5 700 002.7LS.13491 67,1

1200 600 002.6LS.01042 66,2 700 002.7LS.13492 72,2

1300 600 002.6LS.13307 70,9 700 002.7LS.13493 77,3

1400 600 002.6LS.13308 75,6 700 002.7LS.13494 82,4

1500 600 002.6LS.13309 80,3 700 002.7LS.13495 87,5

1600 600 002.6LS.13310 85,0 700 002.7LS.13496 92,6

1700 600 002.6LS.13311 89,6 700 002.7LS.13497 97,7

1800 600 002.6LS.01043 94,3 700 002.7LS.16124 102,8

100 kg

80 kg

Length, 
mm

Depth, 
mm

Welded construction Depth, 
mm

Welded construction
Note

Code W, kgг Code W, kgг

400 600 002.6LS.17015 41,1 700 002.7LS.17026 43,9

With 3 
drawers. 
Max. box 

load 36 kg

500 600 002.6LS.17014 44,4 700 002.7LS.17025 47,7

600 600 002.6LS.05682 47,8 700 002.7LS.13489 51,4

700 600 002.6LS.13305 51,1 700 002.7LS.05453 55,2

Length, 
mm

Depth, 
mm

 Welded construction Depth, 
mm

 Welded construction
Note

Code W, kgг Code W, kgг

600 600 002.6LS.13312 35,6 700 002.7LS.13499 39,2

1 s
wi

ng
 

do
or

700 600 002.6LS. 13313 40,0 700 002.7LS.13500 44,1

800 600 002.6LS.13314 44,6 700 002.7LS.13501 49,1

2 
sw

in
g 

do
or

s

900 600 002.6LS.13315 49,0 700 002.7LS.13502 53,9

1000 600 002.6LS.04772 53,5 700 002.7LS.01886 58,8

1100 600 002.6LS.13316 57,9 700 002.7LS.13503 63,6

1200 600 002.6LS.13317 62,3 700 002.7LS.13504 68,4

1300 600 002.6LS.13318 66,8 700 002.7LS.13505 73,3

1400 600 002.6LS.13319 71,2 700 002.7LS.13506 78,1

1500 600 002.6LS.13320 69,5 700 002.7LS.13507 76,1

3 
sw

in
g 

do
or

s

1600 600 002.6LS.13321 73,3 700 002.7LS.13508 80,2

1700 600 002.6LS.13322 77,2 700 002.7LS.13509 84,4

1800 600 002.6LS.13323 81,0 700 002.7LS.13510 88,6

100 kg

80 kg

CUPBOARD LUX WITHout Backsplash  
WITH swing doors

CUPBOARD LUX WITHout Backsplash  
WITH drawers

CUPBOARD LUX WITHOUT Backsplash  
WITH SLIDING doors

TA
BL

ES
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02. CUPBOARDS business series

• Steel AISI 430
• Welded construction 
• Execution versions: without doors; with swing doors; 
   with sliding doors; with drawers
• Frame — square tube 40х40 mm
• It is possible to manufacture products with non-standard 
   sizes

Size of product in the package:

Type of construction Calculation formula, length x depth x height

Length + 10 mm X Depth + 10 mm Х 895 mm - for cupboards with 
backsplash 
Length + 10 mm X Depth + 10 mm Х 855 mm - for cupboards without 
backsplash 

85
0 

m
m

• Adjustable feet

• Rear view 
of backsplash
with safe edge 

40
 m

m

40
 m

m

• One solid shelf for version  
without drawers
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CUPBOARD business WITH Backsplash  
WITHOUT DOORS

CUPBOARD business WITH Backsplash  
WITH swing doors

Length, 
mm

Depth, 
mm

Welded construction Depth, 
mm

Welded construction
Note

Code W, kgг Code W, kgг

600 600 002.6ES.13384 23,7 700 002.7ES.13572 26,4

700 600 002.6ES.13385 26,2 700 002.7ES.13573 29,0

800 600 002.6ES.13386 28,6 700 002.7ES.06508 31,7

900 600 002.6ES.13387 31,1 700 002.7ES.05220 34,4

1000 600 002.6ES. 06511 33,5 700 002.7ES.13574 37,1

1100 600 002.6ES.13388 36,0 700 002.7ES.13575 39,8

1200 600 002.6ES.04733 38,4 700 002.7ES.05032 42,5

1300 600 002.6ES.13389 40,9 700 002.7ES.13576 45,1

1400 600 002.6ES.13390 43,3 700 002.7ES.13577 47,8

1500 600 002.6ES.13391 45,8 700 002.7ES.05221 50,5

1600 600 002.6ES.13392 48,2 700 002.7ES.13578 53,2

1700 600 002.6ES.13393 50,7 700 002.7ES.13579 55,9

1800 600 002.6ES.13394 53,1 700 002.7ES.13580 58,6

100 kg

80 kg

Length, 
mm

Depth, 
mm

 Welded construction Depth, 
mm

 Welded construction
Note

Code W, kgг Code W, kgг

600 600 002.6ES.04714 29,2 700 002.7ES.06100 31,8

1 s
wi

ng
 

do
or

700 600 002.6ES.13401 32,8 700 002.7ES.13588 35,6

800 600 002.6ES.13402 36,5 700 002.7ES.13589 39,5

2 
sw

in
g 

do
or

s

900 600 002.6ES.00861 40,0 700 002.7ES.04932 43,3

1000 600 002.6ES.01693 43,5 700 002.7ES.13590 47,1

1100 600 002.6ES.13403 47,1 700 002.7ES.13591 50,8

1200 600 002.6ES.13404 50,6 700 002.7ES.13592 54,6

1300 600 002.6ES.13405 54,1 700 002.7ES.13593 58,4

1400 600 002.6ES.13406 57,6 700 002.7ES.05034 62,1

1500 600 002.6ES.13407 63,7 700 002.7ES.13594 68,9

3 
sw

in
g 

do
or

s

1600 600 002.6ES.13408 67,2 700 002.7ES.13595 72,7

1700 600 002.6ES.13409 70,7 700 002.7ES.13596 76,4

1800 600 002.6ES.13410 74,3 700 002.7ES.13597 80,2

100 kg

80 kg

t is possible to manufacture CUPBOARDS BUSINESS series:
• more than 1800 mm long. In this case, the tables are with 6 legs 
   and in version with swing doors — 4 doors
• also tables on request can be equipped with locks. 

i

TA
BL

ES
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Length, 
mm

Depth, 
mm

Welded construction Depth, 
mm

Welded construction
Note

Code W, kgг Code W, kgг

1000 600 002.6ES.04970 47,5 700 002.7ES.06099 51,0

1100 600 002.6ES.13397 51,3 700 002.7ES.13583 55,1

1200 600 002.6ES.01673 55,2 700 002.7ES.06787 59,2

1300 600 002.6ES.13398 59,0 700 002.7ES.13584 63,3

1400 600 002.6ES.13399 62,9 700 002.7ES.01470 67,4

1500 600 002.6ES.04774    66,7 700 002.7ES.04394 71,5

1600 600 002.6ES.06180 70,6 700 002.7ES.13585 75,5

1700 600 002.6ES.13400 74,4 700 002.7ES.07490 79,6

1800 600 002.6ES.04750 78,3 700 002.7ES.13587 83,7

100 kg

80 kg

Length, 
mm

Depth, 
mm

Welded construction Depth, 
mm

Welded construction
Note

Code W, kgг Code W, kgг

400 600 002.6ES.05121 27,0 700 002.7ES.16989 30,1

With 3 
drawers. 
Max. box 

load 36 kg

500 600 002.6ES.17013 31,5 700 002.7ES.17024 35,0

600 600 002.6ES.13395 36,0 700 002.7ES.05033 39,8

700 600 002.6ES.13396 40,5 700 002.7ES.13582 44,7

Length, 
mm

Depth, 
mm

Welded construction Depth, 
mm

Welded construction
Note

Code W, kgг Code W, kgг

600 600 002.6ES.13355 24,4 700 002.7ES.13544 27,0

700 600 002.6ES.13356 26,8 700 002.7ES.13545 29,7

800 600 002.6ES.13357 29,3 700 002.7ES.13546 32,4

900 600 002.6ES.13358 31,8 700 002.7ES.13547 35,1

1000 600 002.6ES.13359 34,3 700 002.7ES.06106 37,8

1100 600 002.6ES.13360 36,8 700 002.7ES.13548 40,6

1200 600 002.6ES.13361 39,3 700 002.7ES.05224 43,3

1300 600 002.6ES.13362 41,7 700 002.7ES.13549 46,0

1400 600 002.6ES.13363 44,2 700 002.7ES.13550 48,7

1500 600 002.6ES.04715 46,7 700 002.7ES.13551 51,4

1600 600 002.6ES.13364 49,2 700 002.7ES.13552 54,2

1700 600 002.6ES.13365 51,7 700 002.7ES.13553 56,9

1800 600 002.6ES.13366 54,2 700 002.7ES.13554 59,6

100 kg

80 kg

CUPBOARD business WITH Backsplash  
WITH SLIDING doors

CUPBOARD business WITHout Backsplash  
WITHOUT DOORS

CUPBOARD business WITHout Backsplash  
WITHOUT DOORS
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Length, 
mm

Depth, 
mm

Welded construction Depth, 
mm

 Welded construction
Note

Code W, kgг Code W, kgг

600 600 002.6ES.13373 29,8 700 002.7ES.13561 47,8

1 s
wi

ng
 

do
or

700 600 002.6ES.13374 33,4 700 002.7ES.13562 51,6

800 600 002.6ES.13375 37,1 700 002.7ES.13563 55,4

2 
sw

in
g 

do
or

s

900 600 002.6ES.00851 40,7 700 002.7ES.13564 59,2

1000 600 002.6ES.13376 44,3 700 002.7ES.13565 63,0

1100 600 002.6ES.13377 47,8 700 002.7ES.13566 70,0

1200 600 002.6ES.13378 51,4 700 002.7ES.05523 73,8

1300 600 002.6ES.13379 55,0 700 002.7ES.13567 77,6

1400 600 002.6ES.13380 58,5 700 002.7ES.05528 81,4

1500 600 002.6ES.01164 64,8 700 002.7ES.13568 32,5

3 
sw

in
g 

do
or

s

1600 600 002.6ES.13381 68,3 700 002.7ES.13569 36,3

1700 600 002.6ES.13382 71,9 700 002.7ES.13570 40,2

1800 600 002.6ES.13383 75,5 700 002.7ES.13571 44,0

100 kg

80 kg

Length, 
mm

Depth, 
mm

Welded construction Depth, 
mm

Welded construction
Note

Code W, kgг Code W, kgг

1000 600 002.6ES.13368 47,5 700 002.7ES.13556 51,1

1100 600 002.6ES.13369 51,3 700 002.7ES.13557 55,1

1200 600 002.6ES.04796 55,2 700 002.7ES.04797 59,2

1300 600 002.6ES.13370 59,0 700 002.7ES.13558 63,2

1400 600 002.6ES.04029 62,8 700 002.7ES.13559 67,3

1500 600 002.6ES.04798 66,6 700 002.7ES.04617 71,3

1600 600 002.6ES.13371 70,4 700 002.7ES.06115 75,4

1700 600 002.6ES.13372 74,3 700 002.7ES.13560 79,5

1800 600 002.6ES.04385 78,1 700 002.7ES.05695 83,5

100 kg

80 kg

Length, 
mm

Depth, 
mm

Welded construction Depth, 
mm

Welded construction
Note

Code W, kgг Code W, kgг

400 600 002.6ES.17012 27,1 700 002.7ES.17023 30,5

With 3 
drawers. 
Max. box 

load 36 kg

500 600 002.6ES.17011 31,7 700 002.7ES.17022 35,4

600 600 002.6ES.16409 36,3 700 002.7ES.06225 40,3

700 600 002.6ES.13367 40,9 700 002.7ES.13555 45,2

CUPBOARD business WITHout Backsplash  
WITH swing doors

CUPBOARD business WITHOUT Backsplash  
WITH SLIDING doors

CUPBOARD business WITHout Backsplash  
WITH drawers

TA
BL

ES
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SINKS

SIN
KS
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09-13. SINK UNITS LUX series

• Steel AISI 304
• Execution versions: single, double, triple 
• Welded / demountable construction
• Frame - square tube 40х40 mm
• Drain siphons included 
• It is possible to manufacture products with 
   non-standard sizes 

Size of product in the package:

Type of construction Calculation formula, length x depth x height

Length + 10 mm X Depth + 10 mm Х 935 мм 

Length + 10 mm X Depth + 10 mm Х 440 мм 

• Can be completed solid or perforated shelf

• The sink units are 
covered with panels 
around the perimeter

• The worktop is enforced 
by wooden board

• There is the metal sheet  
at the bottom inside the worktop

85
0 

m
m

80
 m

m

50
 m

m

• 3D-backsplash

• Seamless bowls

• Frame on 3 sides 
or shelf for welded 
construction

• Adjustable feet



Bowl on the right

Bowl on the left

39

SINGLE SINK UNIT LUX (BOWL in the center)

SINGLE SINK UNIT LUX   
(BOWL on the left/right)

Sink SIMEСO lux series can be completed on request with wheels, tap 
mixers and overflow tubes (p. 41).
• For waste shredder possible bowl with drain hole D = 90 mm.
• It is possible to manufacture sink bowl more than 1800 mm long. In this 
case, to reinforce the welded construction, the sink bowl are with 6 legs.

Bowl in the center

i

* with a sink depth of 600 mm seamless bowl  - 400x400x280 mm
  with a sink depth of 700 mm seamless bowl - 500x500x300 mm
** seamless bowl  - 400x400x280 mm

Le
ng

th
, 

m
m

De
pt

h,
 

m
m

 Welded construction Demountable construction
Note

Code Code W, kg Code Code W, kg

левое, L правое, R левое, L правое, R

800 600 009.6LS.16464 009.6LS.07384 19,6 009.6LR.12927 009.6LR.16481 26,1

900 600 009.6LS.13082 009.6LS.13088 25,2 009.6LR.12928 009.6LR.12936 28,3

1000 600 009.6LS.01782 009.6LS.13089 27,3 009.6LR.12929 009.6LR.12937 30,5

1100 600 009.6LS.13083 009.6LS.13090 29,4 009.6LR.12930 009.6LR.12938 32,8

1200 600 009.6LS.04775 009.6LS.00672 31,5 009.6LR.00648 009.6LR.12939 35,0

1300 600 009.6LS.13084 009.6LS.13091 33,6 009.6LR.12931 009.6LR.12940 37,3

1400 600 009.6LS.07327 009.6LS.00674 35,7 009.6LR.00650 009.6LR.12941 39,5

1500 600 009.6LS.00651 009.6LS.13092 37,8 009.6LR.12932 009.6LR.12942 41,7

1600 600 009.6LS.13085 009.6LS.13093 39,9 009.6LR.12933 009.6LR.12943 44,0

1700 600 009.6LS.13086 009.6LS.13094 42,1 009.6LR.12934 009.6LR.12944 46,2

1800 600 009.6LS.13087 009.6LS.13095 44,2 009.6LR.12935 009.6LR.12945 48,5

900 700 009.7LS.13175 009.7LS.13182 27,3 009.7LR.13012 009.7LR.13022 30,2

1000 700 009.7LS.13176 009.7LS.07324 29,6 009.7LR.13013 009.7LR.13023 32,7

1100 700 009.7LS.13177 009.7LS.13183 32,0 009.7LR.13014 009.7LR.13024 35,2

1200 700 009.7LS.05576 009.7LS.05575 34,4 009.7LR.13015 009.7LR.13025 37,7

1300 700 009.7LS.00653 009.7LS.13184 36,7 009.7LR.13016 009.7LR.13026 40,2

1400 700 009.7LS.00654 009.7LS.13185 39,1 009.7LR.13017 009.7LR.13027 42,7

1500 700 009.7LS.13178 009.7LS.13186 41,4 009.7LR.13018 009.7LR.13028 45,2

1600 700 009.7LS.13179 009.7LS.13187 43,8 009.7LR.13019 009.7LR.13029 47,7

1700 700 009.7LS.13180 009.7LS.13188 46,2 009.7LR.13020 009.7LR.13030 50,2

1800 700 009.7LS.13181 009.7LS.13189 48,5 009.7LR.13021 009.7LR.13031 52,7

Le
ng

th
, 

m
m De

pt
h*

, 
m

m

 Welded construction Demountable construction

De
pt

h*
, 

m
m

 Welded construction Demountable construction

Code W, kg Code W, kg Code W, kg Code W, kg

600 600 009.6LS.01789 17,3 009.6LR.00620 20,8 700 009.7LS.00622 19,2 009.7LR.13009** 22,0

700 600 009.6LS.13080 18,5 009.6LR.12926 22,0 700 009.7LS.00623 21,4 009.7LR.13010** 24,4

100 kg

100 kg

80 kg

80 kg

SIN
KS



* with a sink depth of 600 mm seamless bowl — 400x400x280 mm
  with a sink depth of 700 mm seamless bowl — 500x500x300 mm

Le
ng

th
, 

m
m

De
pt

h*
, 

m
m

 Welded construction Demountable construction

De
pt

h*
, 

m
m

 Welded construction Demountable construction

Code W, kg Code W, kg Code W, kg Code W, kg

600 600 009.6LS.04291     21,1 009.6LR.00628     25,0 700 009.7LS.13190     22,0 009.7LR.13032     26,7

700 600 009.6LS.13096     22,9 009.6LR.12946     26,8 700 009.7LS.13191     24,8 009.7LR.13033     29,8

Le
ng

th
, 

m
m

De
pt

h*
, 

m
m

Welded construction Demountable construction

No
te

Code W, kg Code W, kg

Left Right Left Right

800 600 009.6LS.16465     009.6LS.16466     24,6 009.6LR.12947     009.6LR.16482     31,5

900 600 009.6LS.13098     009.6LS.13107     30,5 009.6LR.12948     009.6LR.12957     34,3

1000 600 009.6LS.13099     009.6LS.13108     33,3 009.6LR.12949     009.6LR.12958     37,2

1100 600 009.6LS.13100     009.6LS.13109     36,1 009.6LR.12950     009.6LR.12959     40,1

1200 600 009.6LS.06852     009.6LS.13110     38,9 009.6LR.12951     009.6LR.00688     42,9

1300 600 009.6LS.13101     009.6LS.13111     41,7 009.6LR.12952     009.6LR.12960     45,8

1400 600 009.6LS.13102     009.6LS.13112     44,5 009.6LR.04888     009.6LR.12961     48,7

1500 600 009.6LS.13103     009.6LS.13113     47,3 009.6LR.12953     009.6LR.12962     51,5

1600 600 009.6LS.13104     009.6LS.13114     50,1 009.6LR.12954     009.6LR.12963     54,4

1700 600 009.6LS.13105     009.6LS.13115     52,9 009.6LR.12955     009.6LR.12964     57,3

1800 600 009.6LS.13106     009.6LS.13116     55,7 009.6LR.12956     009.6LR.12965     60,2

900 700 009.7LS.01427     009.7LS.13199     31,9 009.7LR.13035     009.7LR.13045     37,1

1000 700 009.7LS.13193     009.7LS.13200     34,9 009.7LR.13036     009.7LR.13046     40,3

1100 700 009.7LS.01428     009.7LS.13201     37,9 009.7LR.13037     009.7LR.13047     43,5

1200 700 009.7LS.13194     009.7LS.13202     40,8 009.7LR.13038     009.7LR.13048     46,6

1300 700 009.7LS.13195     009.7LS.13203     43,8 009.7LR.13039     009.7LR.13049     49,8

1400 700 009.7LS.13196     009.7LS.13204     46,8 009.7LR.13040     009.7LR.13050     53,0

1500 700 009.7LS.00671     009.7LS.13205     49,8 009.7LR.13041     009.7LR.13051     56,2

1600 700 009.7LS.06056     009.7LS.13206     52,7 009.7LR.13042     009.7LR.13052     59,4

1700 700 009.7LS.13197     009.7LS.13207     55,7 009.7LR.13043     009.7LR.13053     62,6

1800 700 009.7LS.13198     009.7LS.13208     58,7 009.7LR.13044     009.7LR.13054     65,8

100 kg

100 kg

80 kg

80 kg

40

SINGLE SINK UNIT LUX wiht shelf
(BOWL in the center)  

SINGLE SINK UNIT LUX wiht shelf
(BOWL on the left/right)

At your request, it is possible to manufacture a version  
SINK UNIT WITH WASTE DISPOSAL HOLE  
with welded or demountable construction.

i



DOUBLE SINK UNIT LUX (BOWLs in the center)

DOUBLE SINK UNIT LUX (BOWLs on the left/right)

Le
ng

th
, 

m
m

De
pt

h*
, 

m
m

 Welded construction Demountable construction

De
pt

h*
, 

m
m

 Welded construction Demountable construction

Code W, kg Code W, kg Code W, kg Code W, kg

1000 600 011.6LS.06668     26,1
—

700 011.7LS.12529**     23,7
—

1100 600 011.6LS.12487     27,2 700 011.7LS.16437 **    26,9

1200 600 011.6LS.04771     28,3 011.6LR.00636     32,2 700 011.7LS.05450     30,2 011.7LR.00638**     33,8

Le
ng

th
, 

m
m

De
pt

h*
, 

m
m

 Welded construction Demountable construction
Note

Code W, kg Code W, kg

Left Right Left Right

1300 600 011.6LS.12488     011.6LS.16456     33,1 011.6LR.12414     011.6LR.16479     35,9

1400 600 011.6LS.07211     011.6LS.16455     35,2 011.6LR.12413     011.6LR.12415     38,0

1500 600 011.6LS.12489     011.6LS.16454     37,3 011.6LR.12412     011.6LR.12416     40,2

1600 600 011.6LS.12490     011.6LS.04004     39,4 011.6LR.12417     011.6LR.12420     42,3

1700 600 011.6LS.07339     011.6LS.12492     41,5 011.6LR.12418     011.6LR.12421     44,5

1800 600 011.6LS.12491     011.6LS.12493     43,6 011.6LR.12419     011.6LR.12422     46,6

1500 700 011.7LS.07387     011.7LS.16438     40,1 011.7LR.12455     011.7LR.16470     42,8

1600 700 011.7LS.00705     011.7LS.12532     42,4 011.7LR.12456     011.7LR.12459     45,2

1700 700 011.7LS.12530     011.7LS.12533     44,7 011.7LR.12457     011.7LR.12460     47,6

1800 700 011.7LS.12531     011.7LS.12534     47,1 011.7LR.12458     011.7LR.12461     50,0

100 kg

* with a sink depth of 600 mm seamless bowl — 400x400x280 mm
  with a sink depth of 700 mm seamless bowl — 500x500x300 mm
** seamless bowl — 400x400x280 mm

41

80 kg

80 kg

100 kg

SIN
KS
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Le
ng

th
, 

m
m

De
pt

h*
, 

m
m

 Welded construction Demountable construction

De
pt

h*
, 

m
m

 Welded construction Demountable construction

Code W, kg Code W, kg Code W, kg Code W, kg

1000 600 011.6LS.12494     30,8
—

700 011.7LS.12538**     29,0
—

1100 600 011.6LS.12495     32,4 700 011.7LS.16439**     32,9

1200 600 011.6LS.00644     34,1 011.6LR.12425 40,2 700 011.7LS.12535     36,7 011.7LR.12462 **  42,8

Le
ng

th
, 

m
m

De
pt

h*
, 

m
m

  Welded construction Demountable construction

No
te

Code W, kg Code W, kg

Left Right Left Right

1300 600 011.6LS.12496     011.6LS.07038     39,4 011.6LR.12426     011.6LR.16480     44,5

1400 600 011.6LS.12497     011.6LS.16446     42,0 011.6LR.12424     011.6LR.12427     47,3

1500 600 011.6LS.12498     011.6LS.16447     44,6 011.6LR.12423     011.6LR.12428     50,1

1600 600 011.6LS.12499     011.6LS.12502     47,2 011.6LR.12429     011.6LR.12432     52,8

1700 600 011.6LS.12500     011.6LS.01011     49,9 011.6LR.12430     011.6LR.12433     55,6

1800 600 011.6LS.12501     011.6LS.12503     52,5 011.6LR.12431     011.6LR.12434     58,4

1500 700 011.7LS.16440     011.7LS.16441     48,4 011.7LR.12465     011.7LR.16471     54,0

1600 700 011.7LS.16395     011.7LS.12541     51,4 011.7LR.12466     011.7LR.12469     57,0

1700 700 011.7LS.12539     011.7LS.12542     54,3 011.7LR.12467     011.7LR.12470     60,1

1800 700 011.7LS.12540     011.7LS.12543     57,3 011.7LR.12468     011.7LR.12471     63,2

100 kg

* with a sink depth of 600 mm seamless bowl — 400x400x280 mm
  with a sink depth of 700 mm seamless bowl — 500x500x300 mm
** seamless bowl — 400x400x280 mm

It is also possible to produce a sink unit 
include perforeted bottom shelf.

i

80 kg

80 kg

100 kg

DOUBLE SINK UNIT LUX with shelf
(BOWLs on the left/right)

DOUBLE SINK UNIT LUX with shelf
(BOWLs on the left/right)
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TRIPLE SINK UNIT LUX

TRIPLE SINK UNIT LUX with shelf

49. OVERFLOW PIPEs

49. MIXERS

Диаметр, мм Length, mm Code Note

OVERFLOW PIPE

50 275 049.0US. 07499 Steel AISI 304, complete 
release50 375 049.0US. 06468

Code Note

SINGLE HOLE MIXER TAP WITH HARM

049.0US.33997 Rotating cast outlet longe 225 mm, elbow lever

Length, 
mm

 Depth — 600 mm;
bowl — 400х400х280 mm

Depth — 700 mm;
bowl — 500х500х300 mm

Note Welded construction  Welded construction

Code W, kg Code W, kg

1500 013.6LS.01405 41,9
—

1600 013.6LS.04901 43,6

1700 013.6LS.13249 45,2 13.7LS.13256 50,2

1800 013.6LS.13250 46,9 13.7LS.05574 52,0

Length, 
mm

 Depth — 600 mm;
bowl — 400х400х280 mm

Depth — 700 mm;
bowl — 500х500х300 mm

Note Welded construction  Welded construction

Code W, kg Code W, kg

1600 013.6LS.05421 51,5 —

1700 013.6LS.13251 53,7 013.7LS.13257 59,9

1800 013.6LS.13252 55,9 013.7LS.13258 62,3

80 kg

80 kg

i

• Steel AISI 304
• Versions: single, double, triple; without doors;  
   with swing doors; with sliding doors
• Welded construction
• Frame - square tube 40х40 mm
• The worktop is 50 mm thickness
• There is the metal sheet at the bottom  
   inside the worktop
• 3D-backsplash is 80 mm height
• The unit is covered with panels around the perimeter
• There are seamless bowls
• Drain siphons included 
• Adjustable  feet
• The height is 850 mm
• It is possible to manufacture products with 
   non-standard sizes 

It is possible to manufacture: 

Cupboard with sink LUX SERIES

SIN
KS
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09-13. SINK UNITS BUSINESS series

• The worktop and the bowls are made of steel AISI 304
• Steel AISI 430 
• Execution versions: single, double, triple 
• Welded / demountable construction
• Frame — square tube 40х40 mm
• Can be completed solid or perforated shelf
• Drain siphons included
• It is possible to manufacture products with 
   non-standard sizes 

Size of product in the package:

Type of construction Calculation formula, length x depth x height

Length + 10 mm X Depth + 10 mm Х 910 mm 

Length + 10 mm X Depth + 10 mm Х 400 mm 

• Seamless bowls

• Frame on 3 sides or shelf  
for welded construction

• Adjustable feet

• The sink units  
are covered 
with panels

85
0 

m
m

40
 m

m

40
 m

m
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SINGLE SINK UNIT BUSINESS (BOWL in the center)

SINGLE SINK UNIT BUSINESS   
(BOWL on the left/right)

Bowl on the left

Bowl on the right

Front panel is 300 mm 
height

Le
ng

th
, 

m
m

De
pt

h*
, 

m
m

 Welded construction Demountable construction

De
pt

h*
, 

m
m

 Welded construction Demountable construction

Code W, kg Code W, kg Code W, kg Code W, kg

600 600 009.6ES.04267     15,1 009.6ER.00624     19,3 700 009.7ES.16211     15,9 009.7ER.00626**     21,5

700 600 009.6ES.00625     16,1 009.6ER.12890     20,6 700 009.7ES.04220     18,0 009.7ER.17913     23,8

Le
ng

th
, 

m
m

De
pt

h*
, 

m
m

 Welded construction Demountable construction

No
te

Code W, kg Code W, kg

Left Right Left Right

800 600 009.6ES.04393     009.6ES.06585     17,1 009.6ER.12891     009.6ER.01973     21,8

900 600 009.6ES.04453     009.6ES.05828     19,2 009.6ER.12892     009.6ER.01530     24,8

1000 600 009.6ES.06774     009.6ES.06867     20,3 009.6ER.01710     009.6ER.12898     26,1

1100 600 009.6ES.01848     009.6ES.01847     21,5 009.6ER.12893     009.6ER.12899     27,4

1200 600 009.6ES.04950     009.6ES.04293     22,6 009.6ER.00656     009.6ER.00680     28,7

1300 600 009.6ES.04719     009.6ES.13059     23,7 009.6ER.12894     009.6ER.04452     30,0

1400 600 009.6ES.05416     009.6ES.05394     24,9 009.6ER.05090     009.6ER.12900     31,2

1500 600 009.6ES.13056     009.6ES.01972     26,0 009.6ER.04958     009.6ER.04961     32,5

1600 600 009.6ES.04924     009.6ES.05211     27,2 009.6ER.12895     009.6ER.12901     33,8

1700 600 009.6ES.13057     009.6ES.13060     28,3 009.6ER.12896     009.6ER.12902     35,1

1800 600 009.6ES.13058     009.6ES.05412     29,4 009.6ER.12897     009.6ER.12903     36,4

900 700 009.7ES.13146     009.7ES.06215     21,2 009.7ER.12968     009.7ER.12977     27,2

1000 700 009.7ES.04718     009.7ES.02014     22,4 009.7ER.12969     009.7ER.12978     28,6

1100 700 009.7ES.13147     009.7ES.13149     23,6 009.7ER.12970     009.7ER.12979     30,0

1200 700 009.7ES.04506     009.7ES.04280     24,8 009.7ER.07305     009.7ER.04512     31,3

1300 700 009.7ES.13148     009.7ES.06098     26,1 009.7ER.12971     009.7ER.12980     32,7

1400 700 009.7ES.05693     009.7ES.04250     27,3 009.7ER.12972     009.7ER.12981     34,1

1500 700 009.7ES.06084     009.7ES.06057     28,5 009.7ER.12973     009.7ER.12982     35,4

1600 700 009.7ES.06113     009.7ES.13150     29,7 009.7ER.12974     009.7ER.12983     36,8

1700 700 009.7ES.06107     009.7ES.13151     30,9 009.7ER.12975     009.7ER.12984     38,1

1800 700 009.7ES.06120     009.7ES.05890     32,2 009.7ER.12976     009.7ER.12985     39,5

100 kg

100 kg

80 kg

80 kg

Sink unit SIMEСO business series can be completed on request with wheels, 
tap mixers and overflow tubes (p. 41).
• For waste shredder possible bowl with drain hole with D = 90 mm.
• It is possible to manufacture sink unit more than 1800 mm long. In this case, to 
reinforce the welded construction, the sink unit is with 6 legs. i

* with a sink depth of 600 mm seamless bowl — 400x400x280 mm
  with a sink depth of 700 mm seamless bowl — 500x500x300 mm
** seamless bowl — 400x400x280 mm

SIN
KS

Front panel and side paneles 
are 300 mm height; back 
panel is 230 mm height
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Le
ng

th
, 

m
m

De
pt

h*
, 

m
m

Welded construction Demountable construction

No
te

Code W, kg Code W, kg

Left Right Left Right

800 600 009.6ES.13055     009.6ES.16467     20,7 009.6ER.12905     009.6ER.16483     21,8

900 600 009.6ES.13063     009.6ES.13072     23,3 009.6ER.12906 009.6ER.12916 24,8

1000 600 009.6ES.13064     009.6ES.13073     25,0 009.6ER.12907     009.6ER.12917     26,1

1100 600 009.6ES.13065     009.6ES.13074     26,7 009.6ER.12908     009.6ER.12918     27,4

1200 600 009.6ES.13066     009.6ES.05702     28,4 009.6ER.12909     009.6ER.12919     28,7

1300 600 009.6ES.06188     009.6ES.13075     30,0 009.6ER.12910     009.6ER.12920     30,0

1400 600 009.6ES.13067     009.6ES.13076     31,7 009.6ER.12911     009.6ER.12921     31,2

1500 600 009.6ES.13068     009.6ES.13077     33,4 009.6ER.12912     009.6ER.12922     32,5

1600 600 009.6ES.13069     009.6ES.05398     35,1 009.6ER.12913     009.6ER.12923     33,8

1700 600 009.6ES.13070     009.6ES.13078     36,7 009.6ER.12914     009.6ER.12924     35,1

1800 600 009.6ES.13071     009.6ES.13079     38,4 009.6ER.12915 009.6ER.12925 36,4

900 700 009.7ES.13154     009.7ES.13164     25,9 009.7ER.12989 009.7ER.12999 27,2

1000 700 009.7ES.13155     009.7ES.13165     27,8 009.7ER.12990     009.7ER.13000     28,6

1100 700 009.7ES.13156     009.7ES.13166     29,6 009.7ER.12991     009.7ER.13001     30,0

1200 700 009.7ES.13157     009.7ES.13167     31,4 009.7ER.12992     009.7ER.13002     31,3

1300 700 009.7ES.13158     009.7ES.13168     33,3 009.7ER.12993     009.7ER.13003     32,7

1400 700 009.7ES.13159     009.7ES.13169     35,1 009.7ER.12994     009.7ER.13004     34,1

1500 700 009.7ES.13160     009.7ES.13170     36,9 009.7ER.12995     009.7ER.13005     35,4

1600 700 009.7ES.13161     009.7ES.13171     38,8 009.7ER.12996     009.7ER.13006     36,8

1700 700 009.7ES.13162     009.7ES.13172     40,6 009.7ER.12997 009.7ER.13007     38,1

1800 700 009.7ES.13163     009.7ES.13173     42,4 009.7ER.12998 009.7ER.13008 39,5

100 kg

100 kg

80 kg

80 kg

Le
ng

th
, 

m
m

De
pt

h*
, 

m
m

 Welded construction Demountable construction

De
pt

h*
, 

m
m

 Welded construction. Demountable construction

Code W, kg Code W, kg Code W, kg Code W, kg

600 600 009.6ES.06202     17,6 009.6ER.05219     19,3 700 009.7ES.24410**    18,8 009.7ER.12986    21,5

700 600 009.6ES.13061     19,2 009.6ER.12904    20,6 700 009.7ES.13152     21,5 009.7ER.12987     23,8

* with a sink depth of 600 mm seamless bowl — 400x400x280 mm
  with a sink depth of 700 mm seamless bowl — 500x500x300 mm

SINGLE SINK UNIT BUSINESS with shelf
(BOWL in the center)

SINGLE SINK UNIT BUSINESS WITH shelf
(BOWL on the left/right)
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Le
ng

th
, 

m
m

De
pt

h*
, 

m
m

 Welded construction Demountable construction

De
pt

h*
, 

m
m

 Welded construction. Demountable construction

Code W, kg Code W, kg Code W, kg Code W, kg

1000 600 011.6ES.04067     23,1
—

700 011.7ES.04145**     26,2
—

1100 600 011.6ES.12472     24,1 700 011.7ES.16442**     27,3

1200 600 011.6ES.04600     25,2 011.6ER.05091     31,2 700 011.7ES.04216     28,4 111.7ER.01078**     33,1

Le
ng

th
, 

m
m

De
pt

h*
, 

m
m

 Welded construction Demountable construction

No
te

Code W, kg Code W, kg

Left Right Left Right

1300 600 011.6ES.12473     011.6ES.16450     26,2 011.6ER.12392     011.6ER.12394     33,4

1400 600 011.6ES.06479     011.6ES.00752     28,3 011.6ER.12393     011.6ER.16472     34,7

1500 600 011.6ES.16448     011.6ES.16449     31,8 011.6ER.12391     011.6ER.05912     36,0

1600 600 011.6ES.04910     011.6ES.04892     30,7 011.6ER.12395     011.6ER.00754     37,3

1700 600 011.6ES.12475     011.6ES.00755     31,8 011.6ER.12396     011.6ER.12398     38,6

1800 600 011.6ES.12476     011.6ES.12477     33,0 011.6ER.12397     011.6ER.12399     39,9

1500 700 011.7ES.16248     011.7ES.16249     32,9 011.7ER.12437     011.7ER.16468     39,8

1600 700 011.7ES.12516     011.7ES.05891     34,2 011.7ER.12438     011.7ER.12441     41,2

1700 700 011.7ES.12517     011.7ES.12519     35,4 011.7ER.12439     011.7ER.12442     42,5

1800 700 011.7ES.12518     011.7ES.05892     36,6 011.7ER.12440     011.7ER.12443     43,9

100 kg

* with a sink depth of 600 mm seamless bowl — 400x400x280 mm
  with a sink depth of 700 mm seamless bowl — 500x500x300 mm
** seamless bowl — 400x400x280 mm

DOUBLE SINK UNIT BUSINESS 
(BOWLs in the center)

DOUBLE SINK UNIT BUSINESS 
(BOWLS on the left/right)

100 kg

80 kg

80 kg

SIN
KS
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Le
ng

th
, 

m
m

De
pt

h*
, 

m
m

 Welded construction Demountable construction

De
pt

h*
, 

m
m

 Welded construction Demountable construction

Code W, kg Code W, kg Code W, kg Code W, kg

1000 600 011.6ES.12478     27,7
—

700 011.7ES.12522**     31,5
—

1100 600 011.6ES.12479     29,2 700 011.7ES.16443**     33,2

1200 600 011.6ES.06305     30,8  011.6ER.12402   39,4 700 011.7ES.01753     34,9 011.7ER.12444 **   41,9

Le
ng

th
, 

m
m

De
pt

h*
, 

m
m

 Welded construction Demountable construction

No
te

Code W, kg Code W, kg

Left Right Left Right

1300 600 011.6ES.12480     011.6ES.16452     32,4 011.6ER.12403     011.6ER.16478     42,0

1400 600 011.6ES.12481     011.6ES.01931     33,9 011.6ER.12401     011.6ER.12404     43,9

1500 600 011.6ES.16451     011.6ES.16453     35,1 011.6ER.12400     011.6ER.12405     45,9

1600 600 011.6ES.12482     011.6ES.12484     38,5 011.6ER.12406     011.6ER.12409     47,8

1700 600 011.6ES.12483     011.6ES.12485     40,2 011.6ER.12407     011.6ER.12410     49,7

1800 600 011.6ES.06260     011.6ES.12486     41,9 011.6ER.12408     011.6ER.12411     51,7

1500 700 011.7ES.16444     011.7ES.16445     41,2 011.7ER.12447     011.7ER.16469     50,9

1600 700 011.7ES.12523     011.7ES.12526     43,1 011.7ER.12448     011.7ER.12451     53,0

1700 700 011.7ES.12524     011.7ES.12527     44,9 011.7ER.12449     011.7ER.12452     55,1

1800 700 011.7ES.12525     011.7ES.04895     46,8 011.7ER.12450     011.7ER.12453     57,2

DOUBLE SINK UNIT BUSINESS with shelf
(BOWLS in the center)

DOUBLE SINK UNIT BUSINESS with shelf
(BOWLS on the left/right)

* with a sink depth of 600 mm seamless bowl — 400x400x280 mm
  with a sink depth of 700 mm seamless bowl — 500x500x300 mm
** seamless bowl — 400x400x280 mm

It is also possible to produce a sink unit 
include perforeted bottom shelf.

i

100 kg

100 kg

80 kg

80 kg



TRIPLE SINK UNIT BUSINESS

TRIPLE SINK UNIT BUSINESS with shelf
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i
• The worktop and the bowls  
   are made of steel  AISI 304 
• Steel AISI 430
• Versions: single, double, triple;  
   without doors;  with swing doors;  
   with sliding doors
• Welded construction
• Frame - square tube 40х40 mm
• Seamless bowls 
• The backsplash is 40 mm height
• Drain siphons included 
• Adjustable feet
• The height is 850 mm
• It is possible to manufacture 
   products with non-standard sizes 

Length, mm

Depth — 600 mm;
seamless bowl — 400x400x280 mm

depth — 700 mm;
seamless bowl — 500x500x300 mm

NoteWelded construction Welded construction

Code W, kg Code W, kg

1500 013.6ES.37296  40,5
—

1600 013.6ES.07070     43,4

1700 013.6ES.13248     45,2 013.7ES.13254     50,8

1800 013.6ES.05485     47,0 013.7ES.13255     52,8

Length, mm

Depth — 600 mm;
seamless bowl — 400x400x280 mm

depth — 700 mm;
seamless bowl — 500x500x300 mm

NoteWelded construction Welded construction

Code W, kg Code W, kg

1500 013.6ES.06179     34,3
—

1600 013.6ES.04146     35,6

1700 013.6ES.13247     36,8 013.7ES.13253     41,2

1800 013.6ES.06329     38,1 013.7ES.04221     42,6

80 kg

80 kg

It is possible to manufacture: 

Cupboard with sink BUSINESS SERIES
SIN

KS
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07-08, 17. sink UNITS with angle profiles

• Steel AISI 430
• Execution versions: single, double, triple 
• Welded construction
• Drain siphons included
• It is possible to manufacture products 
   with non-standard sizes 
 

* Non-standard design 

Size of product in the package:

Type of construction Calculation formula, length x depth x height

Length + 10 mm X Depth + 10 mm Х 850 mm 

• The backsplash is 40 mm height*

• Welded bowl

• Frame on 3 sides or shelf 
for welded construction

• Adjustable feet

85
0 

m
m

• The frame made of stainless 
steel angl 40x40 mm
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SINGLE SINK UNIT WITH ANGLE PROFILES

DOUBLE SINK UNIT WITH ANGLE PROFILES

Length, 
mm

Depth, 
mm

Welding 
bowl, mm Code W, kg Depth, 

mm
Welding 
bowl, mm Code W, kg

600 600 569х569х400 007.6ES.01649     26 700 569х669х400 007.7ES.04414     28

700 600 669х569х400 007.6ES.05355     28 700 669х669х400 007.7ES.00619     30

800 600 769х569х400 007.6ES.02082     30 700 769х669х400 007.7ES.13242     32

900 600 869х569х400 007.6ES.13241     32 700 869х669х400 007.7ES.13243     34

Length, 
mm

Depth, 
mm

Welding 
bowl, mm Code W, kg Depth, 

mm
Welding 
bowl, mm Code W, kg

1000 600 460х569х400 008.6ES.01572     37 700 460х669х400 008.7ES.05347     40

1100 600 510х569х400 008.6ES.13244     39 700 510х669х400 008.7ES.13245     42

1200 600 560х569х400 008.6ES.00632     41 700 560х669х400 008.7ES.06716     44

1300 600 610х569х400 008.6ES.07473     43 700 610х669х400 008.7ES.13246     46

1400 600 660х569х400 008.6ES.04831     45 700 660х669х400 008.7ES.04906     48

Sink unit SIMEСO can be completed on request with overflow tubes (p. 41). 
• For waste shredder possible bowl with drain hole with D = 90 mm. 
• It is also possible to manufacture washing baths on the frame from the corner with a hole 
   for the mixer / mixers. i

It is possible to manufacture: 

SINK UNITS WITH TUBE PROFILES

• Steel AISI 430*
• Execution versions: single, double, triple 
• Welded construction
• The backsplash is 40 mm height 
• Welded bowls
• Drain siphons included
• Adjustable feet
• The height is 850 mm
• It is possible to manufacture 
   products with on-standard 
   sizes 

* At TRIPLE SINK UNIT the worktop is made 
of steel AISI 304 with 1.5 mm thickness.

SINK UNIT WITH TUBE PROFILES WITH POLYPROPYLENE BOARDS

Length, 
mm

Depth, 
mm

Height, 
mm Code Welding bowl, 

mm W, kg Note

1200 700 850 907.7ES.21307 800х300х300 42

The worktop is made of steel AISI 304 
with 1,5 mm thickness. Polypropylene 

board is 20 mm thickness.  
Waste disposal hole with D=200 mm is 

on the left.

1200 700 850 907.7ES.32861 1050х550х40 45

Welded bowl 1050х550х40 mm  
with a hole for plum is on the right.  

Sliding grid 1045х545х20 mm is made of  
steel AISI 304 with 1,5 mm thickness. 

Polypropylene board is 20 mm thickness.

These sink units are designed for cutting fish or meat and are designed individually, 
depending on the request of the customer.

SIN
KS

• Frame — stainless steel square 
   tube 40x40 mm
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15-16. pans washing sink units 

• The worktop and the bowls are made of steel AISI 304
• Steel AISI 430
• Execution versions: single, double 
• Welded construction 
• Frame — square tube 40х40 mm
• Drain siphons included 

Size of product in the package:

Type of construction Calculation formula, length x depth x height

Length + 10 mm X Depth + 10 mm Х 910 мм 

• Seamless bowls

• Frame on 3 sides or shelf 

• Adjustable feet

• The sink units are covered 
with front panels

85
0 

m
m

40
 m

m

40
 m

m
• Rear view  
of backsplash
with safe edge 
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Single pans washing sink unit 

DOUBLE pans washing sink unit 

Length, 
mm

Depth, 
mm Welding bowl, mm Code W, kg Note

1200 700 1060х495х380 015.7US.05053     25 The bowl 
is in the 
center.1400 700 1160х496х370 015.7US.06023     31

Left Right

The bowl 
is on the 
left/right.

1000 700 600х500х380 015.7US.23275     015.7US.23278     27

1200 700 600х500х380 015.7US.04974     015.7US.04647     32,5

1200 700 700х500х400 015.7US.23276     015.7US.23279     37

1400 700 600х500х380 015.7US.16407     015.7US.16408     36

1400 700 700х500х400 015.7US.23277     015.7US.23280     41

Length, 
mm Depth, mm Welding bowl, mm Code W, kg Note

1400 700 600х500х380 016.7US.0428    33,8
The bowls 
are in the 

center
1500 700 600х500х380 016.7US.16399    36,2

1600 700 600х500х380 016.7US.16268 36,9

Left Right

The bowls 
are on the 
left/right.

1600 700 600х500х380 016.7US.16400     016.7US.16404     37,9

1700 700 600х500х380 016.7US.16401     016.7US.16405     39,6

1800 700 700х500х400 016.7US.16402     016.7US.16406     41,3

Single pans washing sink unit WITH SHELF
Length, 
mm

Depth, 
mm Welding bowl, mm Code W, kg Note

1200 700 1060х495х380 015.7US.07563      30,5 The bowl 
is in the 
center.1400 700 1160х496х370 015.7US.07564     37,4

SIN
KS
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HAND WASH-BASIN WITH WASTE COLLECTING

• Steel AISI 304 
• Execution versions: hand wash-basin 
   with waste collecting, 
   hand wash-basin with waste collecting 
   with pedal control
• Welded construction 
• Drain siphon included 

Length, mm Depth, mm Height, mm Seamless bowl, mm Code W, kg Note

500 700 850 400х400х280 
325х265х150 999.0US.32716 25

Length, mm Depth, mm Height, mm Seamless bowl, mm Code W, kg Note

510 555 1030 400х400х280 
325х265х150 999.0US.32636 35 With pedal control

HAND WASH-BASIN WITH WASTE COLLECTIN WITH PEDAL CONTROL

Size of product in the package: 510х710х880 mm

Size of product in the package: 520х565х1040 mm

40
 m

m
40

 m
m

• Seamless bowls

• Adjustable feet

• Mixer included 

• The unit is covered 
with panels around  
the perimeter
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• The worktop and seamless bowl are made of steel AISI 304 
• Execution versions:  
   wall-mounting;  
   wall-mounting with knee-control;  
   with swind door; 
   with knee-control 
   with swind door;    
   with pedal control 
   with swind door; 
• Drain siphon included 

Length, mm Depth, mm Height, mm Code W, kg Note

 WALL-MOUNTED HAND WASH ECO 400

400 400 235 019.0US.06157 5

 WALL-MOUNTED HAND WASH ECO 400 WITH KNEE-CONTROL

400 400 235 019.0US.06158 6,5

Length, mm Depth, mm Height, mm Code W, kg

HAND WASH ECO 400

400 400 850 120.0US.18593 8,5

HAND WASH ECO 400 WITH SHELF

400 400 850 120.0US.27857 10

HAND WASH ECO 400 WITH KNEE-CONTROL

400 400 850 120.0US.17332 10,5

HAND WASH ECO 400 WITH SWING DOOR

400 400 850 920.0US.18594 14

HAND WASH ECO 400 WITH KNEE-CONTROL  AND SWING DOOR

400 400 850 920.0US.23987 16

HAND WASH ECO 400 WITH PEDAL CONTROL  
AND SWING DOOR

400 400 850 120.0US.27975 20

WALL-MOUNTED HAND WASH ECO 400

HAND WASH ECO 400

Size of product in the package: 410х410х285 мм

Size of product in the package: 410х410х895 мм

19-20. HAND WASH ECO 400

SIN
KS

• Mixers included 

• Seamless bowls

 • Knee-control

• Adjustable feet

• Pedal control

• The backsplash is 40 mm height
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SHELVINGS
TRAY TROLLEYS

TROLLEYS
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22-23. SHELVING WITH ANGLE PROFILES UPRIGHTS

• Steel AISI 430
• Demountable construction
• The uprights are made of stainless steel anglе 40x40 mm
• It is possible to manufacture products with non-standard sizes
• It is possible to installation in cold stores.

The main advantage of dismountable uprights is the opportunity to easily change the 
configurations of uprights if the arrangement of the kitchen is altered. There is no need to buy 

new uprights as it is possible to change the configuration of the already obtained uprights and, if 
necessary, just buy new components. The unique construction with a shared frame between two 

uprights allows to save up to 20 % of the cost.

• Solid / perforated shelves*

• Holes for mounting  
shelves every 100 mm

• Adjustable feet

**Standard kit  is 4 or 5 shelves. 
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UPRIGHT FOR SHELVING WITH ANGLE PROFILES 

SHELF FOR SHELVING WITH ANGLE PROFILES

PERFORATED SHELF FOR SHELVING WITH ANGLE PROFILES

Length,mm Code W, kg Note

1400 022.0UR.15331     1,7

holes for 
mounting 

shelves every 
100 mm

The distributed load on the boxed shelf 300 kg.
With a standard set of 4 shelves distributed load on the shelf up 

to 75 kg  

1600 022.0UR.15333     1,9

1800 022.0UR.00812     2,1

2000 022.0UR.15335     2,4

Length, 
mm De

pt
h,

 
m

m Code

W
, k

g

De
pt

h,
 

m
m Code

W
, k

g

De
pt

h,
 

m
m Code

W
, k

g

De
pt

h,
 

m
m Code

W
, k

g

400 300 023.0US.04531     1,5 400 023.0US.15342     2,0 500 023.0US.15344     2,5 600 023.0US.15347     3,1

500 300 023.0US.29376 2,0 400 023.0US.15343     2,5 500 023.0US.15345     2,9 600 023.0US.15348     3,8

600 300 2,5 400 023.0US.00784     2,9 500 023.0US.04853     3,3 600 023.0US.15349     4,5

700 300 023.0US.01414     3,0 400 023.0US.00785     3,4 500 023.0US.15346     3,8 600 023.0US.01193     5,2

800 300 023.0US.29375 3,5 400 023.0US.00786     3,9 500 023.0US.00801     4,2 600 023.0US.01194     6,0

900 300 023.0US.01941     4,0 400 023.0US.00787     4,3 500 023.0US.00802     4,7 600 023.0US.15350     6.7

1000 300 023.0US.18842     4,5 400 023.0US.00788     4,8 500 023.0US.00803     5,1 600 023.0US.01196     7,4

1100 300 5,0 400 023.0US.00789     5,2 500 023.0US.04938     5,5 600 023.0US.01834     8,1

1200 300 023.0US.29346 5,5 400 023.0US.04937     5,7 500 023.0US.00805     6,0 600 023.0US.01739     8,9

1300 300 6,0 400 023.0US.05246     6,2 500 023.0US.00806     6,4 600 023.0US.01199     9,6

1400 300 6,4 400 023.0US.00792     6,6 500 023.0US.00807     6,9 600 023.0US.01200     10,3

1500 300 023.0US.07465     6,9 400 023.0US.05213     7,1 500 023.0US.06725     7,3 600 023.0US.01201     11,0

Length, mm Depth, mm Code W, kg Depth, mm Code W, kg Depth, mm Code W, kg

400 400 023.0US.15351     2,0 500 023.0US.15356     2,4 600 023.0US.15359     3,0

500 400 023.0US.15352     2,4 500 023.0US.15357     2,9 600 023.0US.15360     3,8

600 400 023.0US.06821     2,9 500 023.0US.15358     3,3 600 023.0US.15361     4,5

700 400 023.0US.15353     3,3 500 023.0US.01413     3,7 600 023.0US.15362     5,2

800 400 023.0US.06229     3,8 500 023.0US.06239     4,2 600 023.0US.15363     5,9

900 400 023.0US.01420     4,3 500 023.0US.03064     4,6 600 023.0US.15364     6,6

1000 400 023.0US.06231     4,7 500 023.0US.06233     5,0 600 023.0US.15365     7,3

1100 400 023.0US.15354     5,2 500 023.0US.06235     5,4 600 023.0US.15366     8,0

1200 400 023.0US.06241     5,6 500 023.0US.03063     5,9 600 023.0US.15367     8,7

1300 400 023.0US.06230     6,1 500 023.0US.06236     6,3 600 023.0US.15368     9,5

1400 400 023.0US.15355     6,6 500 023.0US.06237     6,7 600 023.0US.15369     10,2

1500 400 023.0US.06232     7,0 500 023.0US.06238     7,2 600 023.0US.15370     10,9
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21-23. SHELVINGs WITH TUBE PROFILES UPRIGHTS

• Steel AISI 430
• Welded / demountable construction
• Frame — square tube 40х20 mm
• Standard kit  — 4 shelves * 
• It is possible to manufacture products with 
   non-standard sizes

* Shelving can be equipped with 4, 5 or more shelves.
** On request

• Adjustable feet / wheels**

18
00

 m
m

• Solid / perforated shelves*

• Holes for mounting shelves every 100 mm 
when demountable construction
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Length, 
mm

Depth, 
mm

Welded construction Demountable construction Depth, 
mm

Welded construction Demountable construction

Code W, kg Code W, kg Code W, kg Code W, kg

400 300 021.0US.39450 15 021.0UR.39451 16,8 400 021.0US.21974 16,6 021.0UR.31778 18,5

500 300 021.0US.22676 16,9 021.0UR.19136 18,7 400 021.0US.20041 18,8 021.0UR.17101 20,7

600 300 021.0US.19165 18,7 021.0UR.28092 20,6 400 021.0US.04469 21 021.0UR.15169 22,8

700 300 021.0US.23594 20,6 021.0UR.28092 22,4 400 021.0US.01516 23,1 021.0UR.06586 25

800 300 021.0US.16196 22,4 021.0UR.16216 24,2 400 021.0US.04470 25,3 021.0UR.05643 27,2

900 300 021.0US.19164 24,2 021.0UR.05971 26 400 021.0US.06187 27,5 021.0UR.05873 29,3

1000 300 021.0US.16180 26 021.0UR.16243 27,9 400 021.0US.06193 29,6 021.0UR.05484 31,5

1100 300 021.0US.23156 27,9 021.0UR.07530  29,8 400 021.0US.06436 31,8 021.0UR.07532 33,7

1200 300 021.0US.21972 29,8 021.0UR.16488 31,6 400 021.0US.05594 34 021.0UR.05874 35,8

1300 300 021.0US.17449 31,6 021.0UR.18077 33,4 400 021.0US.06516 36,1 021.0UR.15170 38

1400 300 021.0US.21973 33,5 021.0UR.20790 35,3 400 021.0US.04468 38,3 021.0UR.04612 40,2

1500 300 021.0US.21786 35,4 021.0UR.18371 37,1 400 021.0US.05593 40,5 021.0UR.06425 42,3

400 500 021.0US.32905 18,3 021.0UR.30121 20,2 600 021.0US.39452 22 021.0UR.18809 23,7

500 500 021.0US.07471 20,8 021.0UR.19839 22,6 600 021.0US.16055 25,3 021.0UR.21492 27

600 500 021.0US.15441 23,3 021.0UR.04335 25,2 600 021.0US.15442 28,6 021.0UR.05879 30,3

700 500 021.0US.06640 25,8 021.0UR.06528  27,6 600 021.0US.15443 31,9 021.0UR.15171 33,6

800 500 021.0US.01622 28,3 021.0UR.05854 30,2 600 021.0US.06304 35,2 021.0UR.05910 36,9

900 500 021.0US.05526 30,8 021.0UR.05647 32,6 600 021.0US.15444 38,5 021.0UR.05970 40,2

1000 500 021.0US.05504 33,3 021.0UR.05646 34,1 600 021.0US.06186 41,8 021.0UR.05872 43,5

1100 500 021.0US.05520 35,8 021.0UR.05885  37,5 600 021.0US.06437 45,1 021.0UR.05645 46,8

1200 500 021.0US.05505 38,3 021.0UR.04583 40,1 600 021.0US.07549 48,4 021.0UR.05644 50,1

1300 500 021.0US.05521 40,8 021.0UR.07303 42,5 600 021.0US.06380 51,7 021.0UR.07478 53,4

1400 500 021.0US.04611 43,3 021.0UR.06503 45,1 600 021.0US.06766 55 021.0UR.07479  56,7

1500 500 021.0US.05506 45,8 021.0UR.04942 47,5 600 021.0US.06181 58,3 021.0UR.15172 60

Length, 
mm

Depth, 
mm

Welded construction Demountable construction Depth, 
mm

Welded construction Demountable construction

Code W, kg Code W, kg Code W, kg Code W, kg

400 300 021.0US.39453 15 021.0UR.39454 16,8 400 021.0US.39455 16,6 021.0UR.39456 18,5

500 300 021.0US.39457 16,9 021.0UR.39458 18,7 400 021.0US.18291 18,8 021.0UR.39459 20,7

600 300 021.0US.24527 18,7 021.0UR.39460 20,6 400 021.0US.15445 21 021.0UR.15173 22,8

700 300 021.0US.24182 20,6 021.0UR.19419  22,4 400 021.0US.15446 23,1 021.0UR.06502 25

800 300 021.0US.39461 22,4 021.0UR.30421 24,2 400 021.0US.15447 25,3 021.0UR.15174 27,2

900 300 021.0US.24187 24,2 021.0UR.41009 26 400 021.0US.15448 27,5 021.0UR.17237  29,3

1000 300 021.0US.22726 26 021.0UR.19879 27,9 400 021.0US.15449  29,6 021.0UR.15175 31,5

1100 300 021.0US.24163 27,9  021.0UR.41010 29,8 400 021.0US.15450 31,8 021.0UR.06473 33,7

1200 300 021.0US.24686 29,8 021.0UR.23384   31,6 400 021.0US.06185 34 021.0UR.06250 35,8

1300 300 021.0US.41011 31,6 021.0UR.23382 33,4 400 021.0US.15451 36,1 021.0UR.15176 38

1400 300 021.0US.41012 33,5 021.0UR.39829 35,3 400 021.0US.15452 38,3 021.0UR.05887 40,2

1500 300 021.0US.41013 35,4 021.0UR.41022 37,1 400 021.0US.15453 40,5 021.0UR.15177 42,3

400 500 021.0US.41014 18,3 021.0UR.41015 20,2 600 021.0US.41016 22 021.0UR.41017 23,7

500 500 021.0US.41018 20,8 021.0UR.41019 22,6 600 021.0US.41020 25,3 021.0UR.41021 27

600 500 021.0US.15454   23,3 021.0UR.15178 25,2 600 021.0US.15463    28,6 021.0UR.15183 30,3

700 500 021.0US.15455 25,8 021.0UR.15179 27,6 600 021.0US.15464 31,9 021.0UR.15184 33,6

800 500 021.0US.15456 28,3 021.0UR.15180 30,2 600 021.0US.15465 35,2 021.0UR.15185 36,9

900 500 021.0US.15457 30,8 021.0UR.15181 32,6 600 021.0US.15466 38,5 021.0UR.15186 40,2

1000 500 021.0US.15458 33,3 021.0UR.05491 34,1 600 021.0US.15467 41,8 021.0UR.06020 43,5

1100 500 021.0US.15459 35,8 021.0UR.06269 37,5 600 021.0US.15468 45,1 021.0UR.15187 46,8

1200 500 021.0US.15460 38,3 021.0UR.05652 40,1 600 021.0US.15469 48,4 021.0UR.07329 50,1

1300 500 021.0US.15461 40,8 021.0UR.06262 42,5 600 021.0US.15470 51,7 021.0UR.15188 53,4

1400 500 021.0US.15462 43,3 021.0UR.15182 45,1 600 021.0US.05700 55 021.0UR.15189 56,7

1500 500 021.0US.05076 52.7 021.0UR.05888 54.5 600 021.0US.06195 58,3 021.0UR.06021 60

shelving with tube PROFILES UPRIGHTS

shelving with tube PROFILES UPRIGHTS
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Length, 
mm

Depth, 
mm

Welded construction Demountable construction Depth, 
mm

Welded construction Demountable construction

Code W, kg Code W, kg Code W, kg Code W, kg

600 400 021.0US.15471 21,5 021.0UR.15190 22,9 500 021.0US.15481 24,2 021.0UR.15200 25,6

700 400 021.0US.15472 23,9 021.0UR.15191 25,3 500 021.0US.15482 27,0 021.0UR.15201 28,4

800 400 021.0US.15473 26,4 021.0UR.15192 27,7 500 021.0US.15483 29,8 021.0UR.15202 31,2

900 400 021.0US.15474 28,8 021.0UR.15193 30,1 500 021.0US.15484 32,6 021.0UR.15203 34,0

1000 400 021.0US.15475 31,2 021.0UR.15194 32,5 500 021.0US.05037 35,4 021.0UR.15204 36,8

1100 400 021.0US.15476 33,6 021.0UR.15195 34,9 500 021.0US.15485 38,2 021.0UR.15205 39,6

1200 400 021.0US.15477 36,0 021.0UR.15196 37,4 500 021.0US.15486 40,9 021.0UR.15206 42,4

1300 400 021.0US.15478 38,4 021.0UR.15197 38,9 500 021.0US.15487 43,7 021.0UR.15207 45,1

1400 400 021.0US.15479 40,8 021.0UR.15198 42,2 500 021.0US.15488 46,5 021.0UR.15208 47,9

1500 400 021.0US.15480 43,2 021.0UR.15199 44,6 500 021.0US.15489 49,3 021.0UR.15209 50,7

Length, 
mm

Depth, 
mm

Welded construction Demountable construction

Code W, kg Code W, kg

600 600 021.0US.15490 29,8 021.0UR.15210 31,2

700 600 021.0US.15491 33,5 021.0UR.15211 34,9

800 600 021.0US.15492 37,2 021.0UR.15212 38,6

900 600 021.0US.15493 40,9 021.0UR.15213 42,3

1000 600 021.0US.15494 44,6 021.0UR.15214 46,0

1100 600 021.0US.15495 48,3 021.0UR.15215 49,7

1200 600 021.0US.15496 52,0 021.0UR.15216 53,4

1300 600 021.0US.15497 55,7 021.0UR.15217 57,1

1400 600 021.0US.15498 59,4 021.0UR.15218 60,8

1500 600 021.0US.15499 63,1 021.0UR.15219 64,4

shelving with 5 shelves with tube PROFILES UPRIGHTS

Length, 
mm

Depth, 
mm

Welded construction Demountable construction Depth, 
mm

Welded construction Demountable construction

Code W, kg Code W, kg Code W, kg Code W, kg

600 400 021.0US.15500 21,3 021.0UR.15220 22,7 500 021.0US.15508   24,0 021.0UR.15230 25,3

700 400 021.0US.15501 23,7 021.0UR.15221  25,1 500 021.0US.15509 26,7 021.0UR.15231 28,1

800 400 021.0US.06243 26,1 021.0UR.15222 27,4 500 021.0US.15510 29,5 021.0UR.15232 30,8

900 400 021.0US.15502 28,5 021.0UR.15223 29,8 500 021.0US.15511 32,2 021.0UR.15233 33,6

1000 400 021.0US.15503 30,9 021.0UR.15224 32,2 500 021.0US.15512 35,0 021.0UR.15234 36,3

1100 400 021.0US.15504 33.2 021.0UR.15225 34,6 500 021.0US.15513 37,7 021.0UR.15235 34,6

1200 400 021.0US.15505 35,6 021.0UR.15226 37,0 500 021.0US.15514 40,5 021.0UR.15236 41,8

1300 400 021.0US.15506 38,0 021.0UR.15227 39,3 500 021.0US.15515 43,2 021.0UR.15237 44,6

1400 400 021.0US.15507 40,4 021.0UR.15228 41,7 500 021.0US.15516 46,0 021.0UR.15238 47,4

1500 400 021.0US.04843 42,7 021.0UR.15229 44,1 500 021.0US.04844 48,8 021.0UR.15239 50,1

Length, 
mm

Depth, 
mm

Welded construction Demountable construction

Code W, kg Code W, kg

600 600 021.0US.15517    29,5 021.0UR.15240 30,9

700 600 021.0US.15518 33,2 021.0UR.15241 34,5

800 600 021.0US.15519 36,8 021.0UR.15242 38,2

900 600 021.0US.15520 40,5 021.0UR.15243 41,8

1000 600 021.0US.15521 44,1 021.0UR.15244 45,5

1100 600 021.0US.15522 47,7 021.0UR.15245 49,1

1200 600 021.0US.15523 51,4 021.0UR.15246 52,7

1300 600 021.0US.15524 55,0 021.0UR.15247 56,4

1400 600 021.0US.15525 58,7 021.0UR.15248 60,0

1500 600 021.0US.15526 62,3 021.0UR.15249 63,7

shelving with 5 PERFORATED shelves with tube PROFILES UPRIGHTS

It is possible to 
manufacture reinforced 

shelvings with a 
distributed load on the 

shelf up to 160 kg;  
200 kg; 300 kg

i
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UPRIGHT FOR SHELVING WITH TUBE PROFILES

Length, mm Code W, kg Note

1800 040.0UR.01650 1,9
Holes for mounting 

shelves every  
100 mm

The distributed load on the shelving — 300 kg. With a standard 
set of 4 shelves distributed load on the shelf up to 75 kg.

SHELF FOR SHELVING WITH TUBE PROFILES UPRIGHTS 

PERFORATED SHELF FOR SHELVING tube PROFILES UPRIGHTS

Length, mm Depth, mm Code W, kg Depth, mm Code W, kg Depth, mm Code W, kg

400 400 018.0US.15371     2.3 500 018.0US.15382 2,8 600 018.0US.15394 3,5

500 400 018.0US.15372     2,8 500 018.0US.15383   3,2 600 018.0US.15395   4,2

600 400 018.0US.04976     3,3 500 018.0US.15384   3,7 600 018.0US.15396   4,9

700 400 018.0US.15373     3,7 500 018.0US.15385   4,2 600 018.0US.15397   5,7

800 400 018.0US.15374     4,2 500 018.0US.15386   4,6 600 018.0US.15398   6,4

900 400 018.0US.15375     4,7 500 018.0US.15387   5,1 600 018.0US.15399   7,1

1000 400 018.0US.15376     5,2 500 018.0US.15388   5,5 600 018.0US.15400 7,9

1100 400 018.0US.15377     5,7 500 018.0US.15389   6,0 600 018.0US.15401   8,6

1200 400 018.0US.15378     6,2 500 018.0US.15390   6,4 600 018.0US.15402   9,4

1300 400 018.0US.15379     6.6 500 018.0US.15391   6,9 600 018.0US.15403   10,1

1400 400 018.0US.15380     7,1 500 018.0US.15392   7,4 600 018.0US.15404   10,8

1500 400 018.0US.15381     7,6 500 018.0US.15393   7,8 600 018.0US.15405 11,6

Length, mm Depth, mm Code W, kg Depth, mm Code W, kg Depth, mm Code W, kg

400 400 018.0US.15406 2,3 500 018.0US.15417 2,8 600 018.0US.15429 3,4

500 400 018.0US.15407 2,8 500 018.0US.15418 3,2 600 018.0US.15430 4,1

600 400 018.0US.04977 3,2 500 018.0US.15419 3,7 600 018.0US.15431 4,9

700 400 018.0US.15408 3,7 500 018.0US.15420 4,1 600 018.0US.15432 5,6

800 400 018.0US.15409 4,2 500 018.0US.15421 4,6 600 018.0US.15433 6,3

900 400 018.0US.15410 4,7 500 018.0US.15422 5,0 600 018.0US.15434 7,1

1000 400 018.0US.15411 5,1 500 018.0US.15423 5,4 600 018.0US.15435 7,8

1100 400 018.0US.15412 5,6 500 018.0US.15424 5,9 600 018.0US.15436 8.5

1200 400 018.0US.15413 6,1 500 018.0US.15425 6,3 600 018.0US.15437 9,2

1300 400 018.0US.15414 6,6 500 018.0US.15426 6,8 600 018.0US.15438 10,0

1400 400 018.0US.15415 7,0 500 018.0US.15427 7,2 600 018.0US.15439 10,7

1500 400 018.0US.15416 7,5 500 018.0US.15428 7,7 600 018.0US.15440 11,4

Length*, mm Depth*, mm Code W, kg

900 500 021.0UR.26861 36

1200 500 021.0UR.05017 44

1500 500 021.0UR.05018 51

shelving with tube PROFILES UPRIGHTS ON WHEELS

* Other sizes are possible, as well as the manufacture of shelvings on 
wheels with perforated shelves.
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121. SHELVINGs WITH DISH-DRAINERs

• Steel AISI 430 
• Welded construction 
• Frame — square tube 40х20 mm 

 

Length, mm Depth, mm Height, mm Code W, kg Note

SHELVING WITH 4 DISH-DRAINERS 

940 360 1800...1820 121.0US.16988 33

*It is possible 
to manufacture 
the shelvings on 
wheels

• Adjustable feet / wheels*

• Removable drip tray
18

00
 m

m

• 4 dish-drainers 
for plates D=260 mm
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124. SHELVINGs FOR MEAT HANGING WITH DRIP TRAY

• Steel AISI 304 
• Welded construction 
• Frame — square tube 40х40 mm  
  and tube D=50 mm

*It is possible to manufacture  
  the shelving  with adjustable feet

Description ID Note

HOOK FOR MEAT HANGING

Unary S-shaped 025.0US.01965                   Not more than 200 kg

Double 025.0US.04571                    Not more than 200 kg

Length, mm Depth, mm Height, mm Code W, kg Note

SHELVING FOR MEAT HANGING WITH DRIP TRAY ON WHEELS 

1250 700 1800 124.0US.06562 40 Hooks for hanging are not included. 
The distributed load on the shelving to 
450 kg.1250 900 2000 124.0US. 28469 44

25. Hooks for meat hanging
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• 4 wheels (2 wheels with brake) with D = 200 mm 

• Removable drip tray
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26. Tray TrollEYS

• Steel AISI 430
• Welded construction
• Frame — square tube 20х20 mm 
• Execution versions:
   with solid guides, 
   guides from bars, 
   z-shaped frame*.

* Z-shaped construction exploiting several tray trolleys enables to save 
space both when transported and in the kitchen, by means of putting one 
into another.

18
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m

• Wheels with D=100 mm

• 2 wheels are equipped with brakes 

• Guides from bars
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Length, mm Depth, mm Code Tiers W, kg Note

420 550 026.0US.17040 10 12,23 for tray   
300...370 Х 400...540 мм

Length, mm Depth, mm Code Tiers W, kg Note

TRAY TROLLEY WITH 18 LEVELS WITH Z-SHAPED FRAME 

375 540 926.0US.21732 18 25 GN1/1 The barriers are located at the rear 
and front (the front limiter is swivel).

ШПИЛЬКА 18 УРОВНЕЙ НА КОЛЕСАХ Z-SHAPED FRAME WITH 2 SWIVEL LIMITERS 

375 540 926.0US.23804 18 23 GN1/1 The swivel barriers are located at the 
rear and front

TRAY TROLLEY WITH 18 LEVELS WITH Z-SHAPED FRAME 

450 610 926.0US.36224 18 34 for pan 
600х400

The barriers are located at the rear 
and front (the front limiter is swivel).

Bar guides allow trays of different sizes (within specified limits) and 
configurations to be placed

Length, mm Depth, mm Code Tiers W, kg Note

TRAY TROLLEY WITH 10 LEVELS

375 540 026.0US.05477 10 16,0 for GN1/1

650 410 026.0US.21883 10 17,0 for pan 600х400 mm

550 510 126.0US.19027 10 30 for tableware cassettes 
500х500 mm

TRAY TROLLEY WITH 12 LEVELS

375 275 026.0US.14332 12 8,05 for  GN1/2

375 540 026.0US.01600 12 10,40 for  GN1/1

580 660 026.0US.14333 12 12,04 for  GN2/1

650 410 026.0US.05705 12 11,02 for pan  600х400 mm

485 330 026.0US.14334 12 9,65 for pan  435х320 mm

TRAY TROLLEY WITH 15 LEVELS

375 275 026.0US.14335 15 8,46 for  GN1/2

375 540 026.0US.06532 15 11,22 for  GN1/1

580 660 026.0US.14336 15 13,04 for  GN2/1

500 365 026.0US.06363 15 20,0 for tray 450х355 mm

650 410 026.0US.14337 15 11,89 for pan 600х400 mm

485 330 026.0US.14338 15 10,35 for pan 435х320 mm

TRAY TROLLEY WITH 18 LEVELS

375 275 026.0US.14339 18 8,88 for  GN1/2

375 540 026.0US.05486 18 12,04 for GN1/1

580 660 026.0US.07293 18 14,04 for  GN2/1

650 410 026.0US.05397 18 12,76 for pan  600х400 mm

485 330 026.0US.14340 18 11,04 for pan  435х320 mm

Length, mm Depth, mm Code Note

435 320 999.0US.04121
Steel AISI 430

600 400 999.0US.05515

iTray trolleys SIMECO on request can be equipped with baking sheets.

Baking sheets

TRAY TROLLEY UNIVERSAL 10 LEVELS 

TRAY TROLLEY

TRAY TROLLEY WITH С Z-SHAPED FRAME
SH
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43. TrollEYS

• Steel AISI 430 
• Execution versions: 
   with 2 levels; with 3 levels
• Welded construction
• Frame — square tube 20х20 mm
• It is possible to manufacture trolleys with 
   non-standard sizes  

Length, mm Depth, mm Height, mm Code W, kg Note

TROLLEY WITH 2 LEVELS

800 500 950 043.0US.05077 23,5   2 levels

TROLLEY WITH 3 LEVELS

800 500 950 043.0US.05572 29,2  3 levels

• 2 wheels are equipped with brakes 

• Wheels with D=100 mm

• Stainless steel barrier
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43. Cargo TROLLEYS

• Steel AISI 430 
• Welded construction
• Total load weight up to 250 kg 
• It is possible to manufacture commodity 
   trolleys with non-standard sizes  

Length, mm Depth, mm Height, mm Code W, kg Note

1000 600 950 043.0US.05685 22,7

1200 600 950 043.0US.14240 25,6

1200 800 950 043.0US.17448 31,4

250 kg
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• 2 wheels are equipped with brakes 

• Wheels with D=200 mm



70



71

EXHAUST HOODS
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032, 034. WALL EXHAUST HOODS WITHOUT MOTOR

• Steel AISI 430 
• Execution versions: trapezoid; cubic with a bevel; cubic;  
• Welded construction 
• Labyrinth filter
• Drain channel for fat assembly for cubic version
• It is possible to manufacture wall exhaust 
   hood with non-standard sizes 

35
0 
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m

• Fat collection container for
    trapezoidal version
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Length, mm Depth, mm Code W, kg Depth, mm Code W, kg

800 800 032.0US.00925 19,6 900 032.0US.00934 20,5

900 800 032.0US.04779 21,3 900 032.0US.05396  22,2

1000 800 032.0US.04758 25,3 900 032.0US.04833 26,0

1100 800 032.0US.03084 26,9 900 032.0US.14347 27,9

1200 800 032.0US.04472 28,6 900 032.0US.00936 29,7

1300 800 032.0US.14341 30,3 900 032.0US.04735 31,4

1400 800 032.0US.04935 31,9 900 032.0US.04832 33,2

1500 800 032.0US.05271 35,9 900 032.0US.05587 37,1

1600 800 032.0US.05118 37,6 900 032.0US.14348  38,9

1700 800 032.0US.14342 39,2 900 032.0US.14349 40,6

1800 800 032.0US.00930 40,9 900 032.0US.05588 42,3

1900 800 032.0US.06427 44,8 900 032.0US.04930 46,3

2000 800 032.0US.14343 46,5 900 032.0US.00940 48,1

2100 800 032.0US.14344 48,2 900 032.0US.04868 49,8

2200 800 032.0US.14345 49,8 900 032.0US.14350 51,6

2300 800 032.0US.14346 51,5 900 032.0US.14351 53,3

2400 800 032.0US.07306 55,5 900 032.0US.14352 57,3

Length, mm Depth, mm Code W, kg Depth, mm Code W, kg Depth, mm Code W, kg

800 1000 032.0US.00943 21,3 1100 032.0US.14362 22,1 1200 032.0US.14373 23,0

900 1000 032.0US.06148  23,1 1100 032.0US.14363 24,0 1200 032.0US.14374 24,9

1000 1000 032.0US.04172 27,2 1100 032.0US.06672 28,1 1200 032.0US.14375 29,1

1100 1000 032.0US.14353  29,0 1100 032.0US.14364 30,0 1200 032.0US.14376 31,0

1200 1000 032.0US.00945 30,8 1100 032.0US.05437 31,8 1200 032.0US.06319 32,9

1300 1000 032.0US.14354 32,6 1100 032.0US.14365 33,7 1200 032.0US.14377 34,8

1400 1000 032.0US.14355 36,4 1100 032.0US.05436 35,6 1200 032.0US.14378 36,7

1500 1000 032.0US.04232 38,4 1100 032.0US.14366 39,7 1200 032.0US.14379 40,9

1600 1000 032.0US.00947  40,2 1100 032.0US.14367 41,5 1200 032.0US.14380 42,9

1700 1000 032.0US.14356 42,0 1100 032.0US.14368 43,4 1200 032.0US.14381 44,8

1800 1000 032.0US.07529 43,8 1100 032.0US.01940 45,2 1200 032.0US.14382 46,7

1900 1000 032.0US.14357 47,9 1100 032.0US.14369 49,4 1200 032.0US.14383 50,9

2000 1000 032.0US.14358 49,7 1100 032.0US.14370 51,2 1200 032.0US.14384 52,7

2100 1000 032.0US.14359   51,5 1100 032.0US.14371 53,1 1200 032.0US.14385 54,6

2200 1000 032.0US.14360 53,3 1100 032.0US.05028 55,0 1200 032.0US.06331 56,4

2300 1000 032.0US.14361 55,1 1100 032.0US.14372 56,8 1200 032.0US.04471 58,3

2400 1000 032.0US.04614 59,1 1100 032.0US.05408 60,9 1200 032.0US.05902 62,7

iEXHAUST HOOD SIMEСO can be supplied with a mounting kit and a lighting on request (p.81). It is 
possible to design with holes for connection to ventilation and to manufacture flanges for connection to 
the duct.

WALL EXHAUST HOOD WITHOUT MOTOR (trapezoid)

HO
OD
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Length, mm Depth, mm Code W, kg Depth, mm Code W, kg

800 800 034.0US.05039 20,1 900 034.0US.14398 20,9

900 800 034.0US.14386 21,7 900 034.0US.02090 22,6

1000 800 034.0US.14387 25,7 900 034.0US.05348 26,4

1100 800 034.0US.14388 27,4 900 034.0US.04755 28,4

1200 800 034.0US.14389 29,0 900 034.0US.07481 30,1

1300 800 034.0US.06247 30,7 900 034.0US.06520 31,8

1400 800 034.0US.14390 32,7 900 034.0US.05081 34,0

1500 800 034.0US.14391 36,7 900 034.0US.14399 38,0

1600 800 034.0US.00929 38,4 900 034.0US.06251 39,7

1700 800 034.0US.14392 40,0 900 034.0US.14400 41,4

1800 800 034.0US.14393 41,7 900 034.0US.06356 43,1

1900 800 034.0US.02031 45,6 900 034.0US.14401 47,2

2000 800 034.0US.14394 47,3 900 034.0US.06352 48,9

2100 800 034.0US.14395 49,0 900 034.0US.14402 50,6

2200 800 034.0US.14396 50,7 900 034.0US.06216 52,4

2300 800 034.0US.14397 52,3 900 034.0US.14403 54,1

2400 800 034.0US.07287 56,3 900 034.0US.05829 58,1

Length, mm Depth, mm Code W, kg Depth, mm Code W, kg Depth, mm Code W, kg

800 1000 034.0US.14404 21,7 1100 034.0US.14411 22,6 1200 034.0US.14418 23,4

900 1000 034.0US.14405 23,5 1100 034.0US.14412 24,4 1200 034.0US.14419 25,3

1000 1000 034.0US.04904 27,6 1100 034.0US.01985 28,5 1200 034.0US.14420 29,5

1100 1000 034.0US.01456 29,4 1100 034.0US.01606 30,4 1200 034.0US.06353 31,4

1200 1000 034.0US.14406 31,2 1100 034.0US.05447 32.3 1200 034.0US.14421 33,3

1300 1000 034.0US.14407 33,0 1100 034.0US.01776 34,1 1200 034.0US.14422 35,3

1400 1000 034.0US.06324 35,2 1100 034.0US.05080 36,4 1200 034.0US.05591 37,6

1500 1000 034.0US.07217 39,2 1100 034.0US.14413 40,5 1200 034.0US.14423 41,7

1600 1000 034.0US.01715 41.0 1100 034.0US.14414 42.3 1200 034.0US.06321 43,1

1700 1000 034.0US.05649 42.9 1100 034.0US.04294 44,2 1200 034.0US.14424 45,6

1800 1000 034.0US.04905 44,6 1100 034.0US.04295 46,1 1200 034.0US.14425 47,5

1900 1000 034.0US.14408 48,7 1100 034.0US.05999 50,2 1200 034.0US.05592 51,7

2000 1000 034.0US.00949 50,5 1100 034.0US.06177 52,0 1200 034.0US.04265 53,5

2100 1000 034.0US.14409 52,3 1100 034.0US.14415 53,9 1200 034.0US.05242 55,4

2200 1000 034.0US.00950 54.1 1100 034.0US.06129 55,8 1200 034.0US.06079 57,2

2300 1000 034.0US.06598 55,9 1100 034.0US.14416 57,6 1200 034.0US.06256 59,1

2400 1000 034.0US.14410 59,9 1100 034.0US.14417 61,7 1200 034.0US.14426 63,6

WALL EXHAUST HOOD WITHOUT MOTOR WITH LIGHTing (trapezoid)
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Production of other designs of wall exhaust hoods is possible:  

WALL EXHAUST HOOD WITHOUT MOTOR N (cubic with a bevel)
WALL EXHAUST HOOD WITHOUT MOTOR N WITH LIGHTing  
(cubic with a bevel)

Length, mm Depth, mm Height, mm Note

от 800 до 2400 800* 350

от 800 до 2400 900** 350

Dimensions in 
steps of 100 mm

от 800 до 2400 1000 350

от 800 до 2400 1100 350

от 800 до 2400 1200 350

Length, mm Depth, mm Height, mm Note

от 800 до 2400 800

350 Dimensions in 
steps of 100 mm

от 800 до 2400 900

от 800 до 2400 1000

от 800 до 2400 1100

от 800 до 2400 1200

от 800 до 2400 800

500 Dimensions in 
steps of 100 mm

от 800 до 2400 900

от 800 до 2400 1000

от 800 до 2400 1100

от 800 до 2400 1200

WALL EXHAUST HOOD WITHOUT MOTOR (cubic)
WALL EXHAUST HOOD WITHOUT MOTOR WITH LIGHTing  
(cubic)

* - the depth of exhaust hoods without lighting from 800 mm
** - the depth of exhaust hoods with lighting from 900 mm
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036, 038. CENTRAL EXHAUST HOODS WITHOUT MOTOR

• Steel AISI 430 
• Execution versions: trapezoid; cubic with a bevel; cubic 
• Welded construction 
• Labyrinth filter
• Drain channel for fat assembly for cubic version
• It is possible to manufacture wall exhaust 
   hood with non-standard sizes 

35
0 
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• Fat collection container for
    trapezoidal version
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CENTRAL EXHAUST HOOD WITHOUT MOTOR (trapezoid)

Length, 
mm

Depth, 
mm Code W, kg Depth, 

mm Code W, kg Depth, 
mm Code W, kg

800 1200 036.0US.01377 27,3 1400 036.0US.14601 28,9 1600 036.0US.04482 33,2

900 1200 036.0US.14589 29,5 1400 036.0US.14602 31,3 1600 036.0US.01752 36,0

1000 1200 036.0US.14590 35,9 1400 036.0US.03074 37,8 1600 036.0US.14616 43,5

1100 1200 036.0US.06208 38,2 1400 036.0US.14603 40,2 1600 036.0US.14617 47,2

1200 1200 036.0US.14591 40,5 1400 036.0US.14604 42,6 1600 036.0US.14618 49,0

1300 1200 036.0US.14592 42,7 1400 036.0US.14605 45,0 1600 036.0US.06501 51,7

1400 1200 036.0US.14593 45,0 1400 036.0US.14606 47,4 1600 036.0US.14619 54,5

1500 1200 036.0US.01494 51,4 1400 036.0US.05589 53,9 1600 036.0US.14620 61,9

1600 1200 036.0US.05200 53,6 1400 036.0US.14607 56,3 1600 036.0US. 14621 64,7

1700 1200 036.0US.14594 55,9 1400 036.0US.14608 58,7 1600 036.0US. 14622 67,4

1800 1200 036.0US.14595 58,2 1400 036.0US.14609 61.1 1600 036.0US. 14623 70,2

1900 1200 036.0US.14596 64,6 1400 036.0US.14610 67,6 1600 036.0US. 14624 77,7

2000 1200 036.0US.06207 66,8 1400 036.0US.14611 70,0 1600 036.0US. 14625 80,4

2100 1200 036.0US.14597 69,1 1400 036.0US.14612 72,4 1600 036.0US. 14626 83,2

2200 1200 036.0US.14598 71,4 1400 036.0US.14613 74,8 1600 036.0US. 14627 85,9

2300 1200 036.0US.14599 73,7 1400 036.0US.14614 77,2 1600 036.0US. 14628 88,7

2400 1200 036.0US.14600 80,0 1400 036.0US.14615 83,7 1600 036.0US. 14629 96,1

Length, 
mm

Depth, 
mm Code W, kg Depth, 

mm Code W, kg Depth, 
mm Code W, kg Depth, 

mm Code W, kg

800 1800 036.0US.14630 34,9 2000 036.0US.14645 36,5 2200 036.0US.14659 38,2 2400 036.0US.14676 39,9

900 1800 036.0US.14631 37,8 2000 036.0US.14646 39,5 2200 036.0US.14660 41,3 2400 036.0US.14677 43,1

1000 1800 036.0US.14632 45,4 2000 036.0US.14647 47,3 2200 036.0US.14661 49,2 2400 036.0US.14678 51,1

1100 1800 036.0US.14633 48.2 2000 036.0US.14648 50,3 2200 036.0US.14662 52,3 2400 036.0US.14679 54,3

1200 1800 036.0US.14634 51.1 2000 036.0US.14649 53,3 2200 036.0US.14663 55,4 2400 036.0US.14680 57,6

1300 1800 036.0US.14635 54,0 2000 036.0US.14650 56,3 2200 036.0US.14664 58,5 2400 036.0US.14681 60,8

1400 1800 036.0US.14636 56,8 2000 036.0US.14651 59,3 2200 036.0US.14665 61,7 2400 036.0US.14682 64,0

1500 1800 036.0US.14637 64,5 2000 036.0US.14652 67,0 2200 036.0US.14666 69,5 2400 036.0US.14683 72,0

1600 1800 036.0US.14638 67,3 2000 036.0US.04311 70,0 2200 036.0US.14667 72,6 2400 036.0US.14684 75,3

1700 1800 036.0US.14639 70,2 2000 036.0US.14653 73,0 2200 036.0US.14668 75,7 2400 036.0US.14685 78,5

1800 1800 036.0US.05074 73,1 2000 036.0US.14654 76,0 2200 036.0US.14669 78,9 2400 036.0US.14686 81,8

1900 1800 036.0US.14640 80,7 2000 036.0US.14655 83,7 2200 036.0US.14670 86,7 2400 036.0US.14687 89,7

2000 1800 036.0US.14641 83,5 2000 036.0US.00976 86,7 2200 036.0US.14671 89,8 2400 036.0US.14688 93,0

2100 1800 036.0US.05635 86,4 2000 036.0US.14656 89,7 2200 036.0US.14672 93,0 2400 036.0US.14689 96,2

2200 1800 036.0US.14642 89,3 2000 036.0US.14657 92,7 2200 036.0US.14673 96,1 2400 036.0US.14690 99,5

2300 1800 036.0US.14643 92,2 2000 036.0US.14658 95,7 2200 036.0US.14674 99,2 2400 036.0US.14691 102,7

2400 1800 036.0US.14644 99,8 2000 036.0US.00978 103,4 2200 036.0US.14675 107 2400 036.0US.14692 110,7
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CENTRAL EXHAUST HOOD WITHOUT MOTOR WITH LIGHTing (trapezoid)

Length, 
mm

Depth, 
mm Code W, kg Depth, 

mm Code W, kg Depth, 
mm Code W, kg

800 1400 038.0US.14703 29,8 1600 038.0US.14720 34,1 1800 038.0US.14737 35,7

900 1400 038.0US.14704 32.2 1600 038.0US.14721 36,8 1800 038.0US.14738 38,6

1000 1400 038.0US.14705 38,7 1600 038.0US.14722 44,3 1800 038.0US.14739 46,2

1100 1400 038.0US.14706 41,1 1600 038.0US.14723 47,1 1800 038.0US.14740 49,1

1200 1400 038.0US.14707 43,5 1600 038.0US.14724 49,8 1800 038.0US.05500 52,0

1300 1400 038.0US.14708 45,9 1600 038.0US.14725 52,6 1800 038.0US.14741 54,8

1400 1400 038.0US.14709 49,1 1600 038.0US.14726 56,1 1800 038.0US.14742 58,5

1500 1400 038.0US.14710 55,5 1600 038.0US.14727 63,6 1800 038.0US.14743 66,1

1600 1400 038.0US.14711 57,9 1600 038.0US.14728 66,3 1800 038.0US.05522 69,0

1700 1400 038.0US.14712 60,3 1600 038.0US.14729 69,0 1800 038.0US.14744 71,8

1800 1400 038.0US.14713 62,7 1600 038.0US.14730 71,8 1800 038.0US.06351 74,7

1900 1400 038.0US.14714 69,2 1600 038.0US.14731 79,3 1800 038.0US.14745 82,3

2000 1400 038.0US.14715 71,6 1600 038.0US.14732 82,0 1800 038.0US.14746 85,2

2100 1400 038.0US.14716 74,0 1600 038.0US.14733 84,0 1800 038.0US.14747 88,0

2200 1400 038.0US.14717 76,4 1600 038.0US.14734 87,5 1800 038.0US.14748 90,9

2300 1400 038.0US.14718 78,8 1600 038.0US.14735 90,3 1800 038.0US.14749 93,8

2400 1400 038.0US.14719 85,3 1600 038.0US.14736 97,8 1800 038.0US.14750 101,4

Length, 
mm

Depth, 
mm Code W, kg Depth, 

mm Code W, kg Depth, 
mm Code W, kg

800 2000 038.0US.14751 37,4 2200 038.0US.14765 39,1 2400 038.0US.14779 40,7

900 2000 038.0US.14752 40,4 2200 038.0US.14766 42,2 2400 038.0US.14780 44,0

1000 2000 038.0US.14753 48,1 2200 038.0US.14767 50,0 2400 038.0US.14781 51,9

1100 2000 038.0US.14754 51,1 2200 038.0US.14768 53,2 2400 038.0US.14782 55,2

1200 2000 038.0US.14755 54,1 2200 038.0US.14769 56,3 2400 038.0US.14783 58,4

1300 2000 038.0US.14756 57,1 2200 038.0US.14770 59,4 2400 038.0US.14784 61,7

1400 2000 038.0US.14757 60,9 2200 038.0US.14771 63,3 2400 038.0US.14785 65,7

1500 2000 038.0US.14758 68,6 2200 038.0US.14772 71,1 2400 038.0US.14786 73,7

1600 2000 038.0US.14759 71,6 2200 038.0US.14773 74,3 2400 038.0US.14787 76.9

1700 2000 038.0US.14760 74,6 2200 038.0US.14774 77,4 2400 038.0US.14788 80,2

1800 2000 038.0US.00975 77,6 2200 038.0US.06529 80,5 2400 038.0US.14789 83,4

1900 2000 038.0US.14761 85,3 2200 038.0US.14775 88,3 2400 038.0US.14790 91,4

2000 2000 038.0US.14762 88,3 2200 038.0US.14776 91,5 2400 038.0US.14791 94,6

2100 2000 038.0US.14763 91,3 2200 038.0US.14777 94,6 2400 038.0US.14792 97,8

2200 2000 038.0US.14764 94,3 2200 038.0US.06258 97,7 2400 038.0US.14793 101.1

2300 2000 038.0US.07480 97,3 2200 038.0US.14778 100,8 2400 038.0US.14794 104,3

2400 2000 038.0US.05531 105,0 2200 038.0US.05698 108,6 2400 038.0US.14795 112,3



79

Length, 
mm

Depth, 
mm Code W, kg Depth, 

mm Code W, kg Depth, 
mm Code W, kg

800 2000 038.0US.14751 37,4 2200 038.0US.14765 39,1 2400 038.0US.14779 40,7

900 2000 038.0US.14752 40,4 2200 038.0US.14766 42,2 2400 038.0US.14780 44,0

1000 2000 038.0US.14753 48,1 2200 038.0US.14767 50,0 2400 038.0US.14781 51,9

1100 2000 038.0US.14754 51,1 2200 038.0US.14768 53,2 2400 038.0US.14782 55,2

1200 2000 038.0US.14755 54,1 2200 038.0US.14769 56,3 2400 038.0US.14783 58,4

1300 2000 038.0US.14756 57,1 2200 038.0US.14770 59,4 2400 038.0US.14784 61,7

1400 2000 038.0US.14757 60,9 2200 038.0US.14771 63,3 2400 038.0US.14785 65,7

1500 2000 038.0US.14758 68,6 2200 038.0US.14772 71,1 2400 038.0US.14786 73,7

1600 2000 038.0US.14759 71,6 2200 038.0US.14773 74,3 2400 038.0US.14787 76.9

1700 2000 038.0US.14760 74,6 2200 038.0US.14774 77,4 2400 038.0US.14788 80,2

1800 2000 038.0US.00975 77,6 2200 038.0US.06529 80,5 2400 038.0US.14789 83,4

1900 2000 038.0US.14761 85,3 2200 038.0US.14775 88,3 2400 038.0US.14790 91,4

2000 2000 038.0US.14762 88,3 2200 038.0US.14776 91,5 2400 038.0US.14791 94,6

2100 2000 038.0US.14763 91,3 2200 038.0US.14777 94,6 2400 038.0US.14792 97,8

2200 2000 038.0US.14764 94,3 2200 038.0US.06258 97,7 2400 038.0US.14793 101.1

2300 2000 038.0US.07480 97,3 2200 038.0US.14778 100,8 2400 038.0US.14794 104,3

2400 2000 038.0US.05531 105,0 2200 038.0US.05698 108,6 2400 038.0US.14795 112,3

Production of other designs of wall exhaust hoods is possible:   

CENTRAL EXHAUST HOOD WITHOUT MOTOR N (cubic with a bevel)
CENTRAL EXHAUST HOOD WITHOUT MOTOR N WITH LIGHTing  
(cubic with a bevel)

Length, mm Depth, mm Height, mm Note

от 800 до 2400 1600* 350

Dimensions in length 
with step of 100 mm

Dimensions in depth 
with step of 200 mm

от 800 до 2400 1800** 350

от 800 до 2400 2000 350

от 800 до 2400 2200 350

от 800 до 2400 2400 350

* - the depth of exhaust hoods without lighting from1600 mm
** - the depth of exhaust hoods with lighting from 1800 mm

Length, mm Depth, mm Height, mm Note

от 800 до 2400 1200*

350

Dimensions in length 
with step of 100 mm

Dimensions in depth 
with step of 200 mm

от 800 до 2400 1400**

от 800 до 2400 1600

от 800 до 2400 1800

от 800 до 2400 2000

от 800 до 2400 2200

от 800 до 2400 2400

от 800 до 2400 1200*

500

Dimensions in length 
with step of 100 mm

Dimensions in depth 
with step of 200 mm

от 800 до 2400 1400**

от 800 до 2400 1600

от 800 до 2400 1800

от 800 до 2400 2000

от 800 до 2400 2200

от 800 до 2400 2400

* - the depth of exhaust hoods without lighting from1200 мм
** - the depth of exhaust hoods with lighting from 1400 мм

CENTRAL EXHAUST HOOD WITHOUT MOTOR (cubic)
CENTRAL EXHAUST HOOD WITHOUT MOTOR WITH LIGHTing  
(cubic)
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033, 035. WALL EXHAUST HOODS WITH MOTOR

• Steel AISI 430 
• Execution versions: trapezoid; cubic with a bevel; cubic;  
• Welded construction 
• Labyrinth filter 
• Drain channel for fat assembly in case cubic version
• Adjustable inflow area
• It is possible to manufacture wall exhaust 
   hood with non-standard sizes 

35
0 

m
m

• Fat collection container for
    trapezoidal version
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i
EXHAUST HOOD WITH MOTOR can be supplied with a mounting kit and a backlight on request (p.81). It 
is possible to design with holes for connection to ventilation and to manufacture flanges for connection to 
the duct.

Length, mm Depth, mm Code W, kg Depth, mm Code W, kg

800 800 033.0US.01702     20,5 900 033.0US.06282     21,8

900 800 033.0US.14510     22,2 900 033.0US.14523     23,7

1000 800 033.0US.00981     26,3 900 033.0US.14524     27,8

1100 800 033.0US.14511     28,1 900 033.0US.14525     29,7

1200 800 033.0US.05351     29,8 900 033.0US.14526     31,6

1300 800 033.0US.14512     31,6 900 033.0US.14527     33,5

1400 800 033.0US.14513     33,4 900 033.0US.14528     35,4

1500 800 033.0US.14514     37,4 900 033.0US.14529     39,6

1600 800 033.0US.14515     39,2 900 033.0US.14530     41,5

1700 800 033.0US.14516     41,0 900 033.0US.14531     43,4

1800 800 033.0US.14517     42,7 900 033.0US.14532     45,3

1900 800 033.0US.14518     46,8 900 033.0US.14533     49,4

2000 800 033.0US.05489     48,6 900 033.0US.14534     51,3

2100 800 033.0US.14519     50,4 900 033.0US.14535     53,2

2200 800 033.0US.14520     52,1 900 033.0US.14536     55,1

2300 800 033.0US.14521     53,9 900 033.0US.14537     57,0

2400 800 033.0US.14522     58,0 900 033.0US.14538     61,2

Length, mm Depth, mm Code W, kg Depth, mm Code W, kg Depth, mm Code W, kg

800 1000 033.0US.14539     23,2 1100 033.0US.14555     24,6 1200 033.0US.14572     26,0

900 1000 033.0US.14540     25,2 1100 033.0US.14556     26,8 1200 033.0US.14573     28,3

1000 1000 033.0US.00944     29,5 1100 033.0US.14557     31,2 1200 033.0US.14574     32,9

1100 1000 033.0US.14541     31,5 1100 033.0US.14558     33,4 1200 033.0US.14575     35,2

1200 1000 033.0US.14542     33,6 1100 033.0US.14559     35,5 1200 033.0US.14576     37,5

1300 1000 033.0US.14543     35,6 1100 033.0US.14560     37,7 1200 033.0US.14577     39,9

1400 1000 033.0US.14544     37,6 1100 033.0US.14561     39,9 1200 033.0US.14578     42,2

1500 1000 033.0US.14545     41,9 1100 033.0US.14562     44,3 1200 033.0US.14579     46,7

1600 1000 033.0US.14546     44,0 1100 033.0US.14563     46,5 1200 033.0US.14580     49,0

1700 1000 033.0US.14547     46,0 1100 033.0US.14564     48,7 1200 033.0US.14581     51,3

1800 1000 033.0US.14548     48,0 1100 033.0US.14565     50,9 1200 033.0US.14582     53,6

1900 1000 033.0US.14549     52,3 1100 033.0US.14566     55,3 1200 033.0US.14583     58,3

2000 1000 033.0US.14550     54,4 1100 033.0US.14567     57,4 1200 033.0US.14584     60,5

2100 1000 033.0US.14551     56,4 1100 033.0US.14568     59,6 1200 033.0US.14585     62,8

2200 1000 033.0US.14552     58,4 1100 033.0US.14569     61,8 1200 033.0US.14586     65,1

2300 1000 033.0US.14553     60,4 1100 033.0US.14570     63,9 1200 033.0US.14587     67,4

2400 1000 033.0US.14554 64,8 1100 033.0US.14571     68,4 1200 033.0US.14588     72,0

WALL EXHAUST HOOD WITH MOTOR (trapezoid)

HO
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WALL EXHAUST HOOD WITH MOTOR 
WITH LIGHT (trapezoid)

Length, 
mm

Depth, 
mm Code W, kg Depth, 

mm Code W, kg Depth, 
mm Code W, kg Depth, 

mm Code W, kg

800 900 035.0US.14444     22,2 1000 035.0US.14460     23,6 1100 035.0US.14476     25,0 1200 035.0US.14493     26,4

900 900 035.0US.14445     24,1 1000 035.0US.14461     25,6 1100 035.0US.14477     27,2 1200 035.0US.14494     28,8

1000 900 035.0US.14446     28,3 1000 035.0US.14462     29,9 1100 035.0US.14478     31,6 1200 035.0US.14495     33,4

1100 900 035.0US.14447     30,2 1000 035.0US.14463     32,0 1100 035.0US.14479     33,8 1200 035.0US.14496     35,7

1200 900 035.0US.14448     32,0 1000 035.0US.04823     34,0 1100 035.0US.14480     36,0 1200 035.0US.14497     38,0

1300 900 035.0US.14449     33,9 1000 035.0US.14464     36,0 1100 035.0US.14481     38,1 1200 035.0US.14498     40,3

1400 900 035.0US.14450     36,2 1000 035.0US.14465     38,4 1100 035.0US.14482     40,7 1200 035.0US.14499     43,0

1500 900 035.0US.14451     40,4 1000 035.0US.14466     42,7 1100 035.0US.14483     45,1 1200 035.0US.14500     47,5

1600 900 035.0US.05446     42,3 1000 035.0US.14467     44,8 1100 035.0US.14484     47,3 1200 035.0US.14501     49,8

1700 900 035.0US.14452     44,2 1000 035.0US.14468     46,8 1100 035.0US.14485     49,5 1200 035.0US.14502     52,1

1800 900 035.0US.14453     46,1 1000 035.0US.14469     48,8 1100 035.0US.14486     51,7 1200 035.0US.14503     54,4

1900 900 035.0US.14454     50,3 1000 035.0US.14470     53,1 1100 035.0US.14487     56,1 1200 035.0US.14504     59,1

2000 900 035.0US.14455     52,2 1000 035.0US.14471     55,2 1100 035.0US.14488     58,2 1200 035.0US.14505     61,4

2100 900 035.0US.14456     54,1 1000 035.0US.14472     57,2 1100 035.0US.14489     60,4 1200 035.0US.14506     63,6

2200 900 035.0US.14457     56,0 1000 035.0US.14473     59,2 1100 035.0US.14490     62,6 1200 035.0US.14507     65,9

2300 900 035.0US.14458     57,9 1000 035.0US.14474     61,3 1100 035.0US.14491     64,8 1200 035.0US.14508     68,2

2400 900 035.0US.14459     62,0 1000 035.0US.14475     65,6 1100 035.0US.14492     69,2 1200 035.0US.14509     72,8

Production of other designs of wall exhaust hoods is possible: 

WALL EXHAUST HOOD WITHOUT MOTOR N (cubic with a bevel)
WALL EXHAUST HOOD WITHOUT MOTOR N WITH LIGHT  

(cubic with a bevel)

Length, mm Depth, mm Height, mm Note

от 800 до 2400 900 350

Dimensions in steps of 100 
mm

от 800 до 2400 1000 350

от 800 до 2400 1100 350

от 800 до 2400 1200 350



WALL EXHAUST HOOD WITHOUT MOTOR (cubic)
WALL EXHAUST HOOD WITHOUT MOTOR WITH LIGHT  
(cubic)
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Length, 
mm

Depth, 
mm Code W, kg Depth, 

mm Code W, kg Depth, 
mm Code W, kg Depth, 

mm Code W, kg

800 900 035.0US.14444     22,2 1000 035.0US.14460     23,6 1100 035.0US.14476     25,0 1200 035.0US.14493     26,4

900 900 035.0US.14445     24,1 1000 035.0US.14461     25,6 1100 035.0US.14477     27,2 1200 035.0US.14494     28,8

1000 900 035.0US.14446     28,3 1000 035.0US.14462     29,9 1100 035.0US.14478     31,6 1200 035.0US.14495     33,4

1100 900 035.0US.14447     30,2 1000 035.0US.14463     32,0 1100 035.0US.14479     33,8 1200 035.0US.14496     35,7

1200 900 035.0US.14448     32,0 1000 035.0US.04823     34,0 1100 035.0US.14480     36,0 1200 035.0US.14497     38,0

1300 900 035.0US.14449     33,9 1000 035.0US.14464     36,0 1100 035.0US.14481     38,1 1200 035.0US.14498     40,3

1400 900 035.0US.14450     36,2 1000 035.0US.14465     38,4 1100 035.0US.14482     40,7 1200 035.0US.14499     43,0

1500 900 035.0US.14451     40,4 1000 035.0US.14466     42,7 1100 035.0US.14483     45,1 1200 035.0US.14500     47,5

1600 900 035.0US.05446     42,3 1000 035.0US.14467     44,8 1100 035.0US.14484     47,3 1200 035.0US.14501     49,8

1700 900 035.0US.14452     44,2 1000 035.0US.14468     46,8 1100 035.0US.14485     49,5 1200 035.0US.14502     52,1

1800 900 035.0US.14453     46,1 1000 035.0US.14469     48,8 1100 035.0US.14486     51,7 1200 035.0US.14503     54,4

1900 900 035.0US.14454     50,3 1000 035.0US.14470     53,1 1100 035.0US.14487     56,1 1200 035.0US.14504     59,1

2000 900 035.0US.14455     52,2 1000 035.0US.14471     55,2 1100 035.0US.14488     58,2 1200 035.0US.14505     61,4

2100 900 035.0US.14456     54,1 1000 035.0US.14472     57,2 1100 035.0US.14489     60,4 1200 035.0US.14506     63,6

2200 900 035.0US.14457     56,0 1000 035.0US.14473     59,2 1100 035.0US.14490     62,6 1200 035.0US.14507     65,9

2300 900 035.0US.14458     57,9 1000 035.0US.14474     61,3 1100 035.0US.14491     64,8 1200 035.0US.14508     68,2

2400 900 035.0US.14459     62,0 1000 035.0US.14475     65,6 1100 035.0US.14492     69,2 1200 035.0US.14509     72,8

Length, mm Depth, mm Height, mm Note

от 800 до 2400 800*

350
Dimensions in 
steps of 100 

mm

от 800 до 2400 900**

от 800 до 2400 1000

от 800 до 2400 1100

от 800 до 2400 1200

от 800 до 2400 800*

500
Dimensions in 
steps of 100 

mm

от 800 до 2400 900**

от 800 до 2400 1000

от 800 до 2400 1100

от 800 до 2400 1200

* - the depth of exhaust hoods without light from 800 мм
** - the depth of exhaust hoods with light from 900 мм

Optional equipment Code W, kg Description

LIGHTING FOR EXHAUST HOOD 700 046.0US.19034 0,8 Lamps for exhaust hoods 
2х40 W (0,08 kW)

LIGHTING FOR EXHAUST HOOD 1200 046.0US.19033 0,8 Lamps for exhaust hoods 
4х40 W (0,16 kW)

046. LIGHTing FOR EXHAUST HOOD

Optional equipment ID W, kg Description

MOUNTING KIT F/EXHAUST HOOD 047.0US.01603 3,0 chains and fasteners 

047. Mounting kit FOR EXHAUST HOOD

HO
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• Fat collection container for
    trapezoidal version
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037. CENTRAL EXHAUST HOODS WITH MOTOR

• Steel AISI 430 
• Execution versions: trapezoid; cubic with a bevel; cubic;  
• Welded construction 
• Labyrinth filter 
• Drain channel for fat assembly for cubic version
• Adjustable inflow area
• It is possible to manufacture wall exhaust 
   hood with non-standard sizes
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CENTRAL EXHAUST HOOD WITH MOTOR (trapezoid)

Length, 
mm

Depth, 
mm Code W, kg Depth, 

mm Code W, kg Depth, 
mm Code W, kg

800 1400 037.0US.14931     31,6 1600 037.0US.14948     34,9 1800 037.0US.14965     37,5

900 1400 037.0US.14932     34,4 1600 037.0US.14949     37,9 1800 037.0US.14966     40,8

1000 1400 037.0US.14933  41,2 1600 037.0US.14950     45,6 1800 037.0US.14967     49,0

1100 1400 037.0US.14934     43,9 1600 037.0US.14951     48,6 1800 037.0US.14968     51,9

1200 1400 037.0US.14935     46,7 1600 037.0US.14952     51,6 1800 037.0US.06605     54,8

1300 1400 037.0US.14936     49,4 1600 037.0US.14953     54,5 1800 037.0US.14969     57,8

1400 1400 037.0US.14937     52,1 1600 037.0US.14954     57,5 1800 037.0US.14970     60,7

1500 1400 037.0US.14938     59,0 1600 037.0US.14955     65,2 1800 037.0US.06147     69,5

1600 1400 037.0US.14939     61,7 1600 037.0US.14956     68,2 1800 037.0US.14971     72,7

1700 1400 037.0US.14940     64,5 1600 037.0US.14957     71,1 1800 037.0US.14972     75,9

1800 1400 037.0US.14941     67,2 1600 037.0US.14958     74,1 1800 037.0US.14973     79,1

1900 1400 037.0US.14942     74,0 1600 037.0US.14959     81,8 1800 037.0US.14974     87,0

2000 1400 037.0US.14943     76,8 1600 037.0US.14960     84,8 1800 037.0US.14975     90,3

2100 1400 037.0US.14944     79,6 1600 037.0US.14961     87,7 1800 037.0US.14976     93,5

2200 1400 037.0US.14945     82,4 1600 037.0US.14962     90,7 1800 037.0US.05287     96,8

2300 1400 037.0US.14946     85,2 1600 037.0US.14963     93,7 1800 037.0US.14977     100,1

2400 1400 037.0US.14947     91,9 1600 037.0US.14964     101,4 1800 037.0US.14978     107,9

Length, 
mm

Depth, 
mm Code W, kg Depth, 

mm Code W, kg Depth, 
mm Code W, kg

800 2000 037.0US.14979     40,4 2200 037.0US.14996     43,2 2400 037.0US.15013     46,0

900 2000 037.0US.14980     43,8 2200 037.0US.14997     47,0 2400 037.0US.15014     50,1

1000 2000 037.0US.14981     52,0 2200 037.0US.14998     55,4 2400 037.0US.15015     58,9

1100 2000 037.0US.14982     55,5 2200 037.0US.14999     59,2 2400 037.0US.15016     62,9

1200 2000 037.0US.14983     59,0 2200 037.0US.15000     62,9 2400 037.0US.15017     66,9

1300 2000 037.0US.14984     62,5 2200 037.0US.15001     66,7 2400 037.0US.15018     70,9

1400 2000 037.0US.14985     66,0 2200 037.0US.15002     70,4 2400 037.0US.15019     75,0

1500 2000 037.0US.14986     74,2 2200 037.0US.15003     78,9 2400 037.0US.15020     83,7

1600 2000 037.0US.14987     77,6 2200 037.0US.15004     82,7 2400 037.0US.15021     87,8

1700 2000 037.0US.14988     81,1 2200 037.0US.15005     86,4 2400 037.0US.15022     91,8

1800 2000 037.0US.14989     84,6 2200 037.0US.15006     90,2 2400 037.0US.15023     95,8

1900 2000 037.0US.14990     92,8 2200 037.0US.15007     98,7 2400 037.0US.15024     104,6

2000 2000 037.0US.01688     96,3 2200 037.0US.15008     102,4 2400 037.0US.15025     108,6

2100 2000 037.0US.14992     99,8 2200 037.0US.15009     106,2 2400 037.0US.15026     112,6

2200 2000 037.0US.14993     103,2 2200 037.0US.15010     109,9 2400 037.0US.15027     116,7

2300 2000 037.0US.14994     106,7 2200 037.0US.15011     113,7 2400 037.0US.15028     120,7

2400 2000 037.0US.014995     115,0 2200 037.0US.15012     122,2 2400 037.0US.15029     129,4
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CENTRAL EXHAUST HOOD WITH MOTOR 
WITH LIGHT (trapezoid)

Length, mm Depth, mm Code W, kg Depth, mm Code W, kg

800 1800 039.0US.14846     38,4 2000 039.0US.14863     41,2

900 1800 039.0US.14847     41,6 2000 039.0US.14864     44,7

1000 1800 039.0US.14848     49,8 2000 039.0US.14865     52,9

1100 1800 039.0US.14849     52,8 2000 039.0US.14866     56,4

1200 1800 039.0US.14850     55,7 2000 039.0US.14867     59,9

1300 1800 039.0US.14851     58,6 2000 039.0US.14868     63,7

1400 1800 039.0US.14852     62,4 2000 039.0US.14869     67,6

1500 1800 039.0US.14853     71,1 2000 039.0US.14870     75,8

1600 1800 039.0US.14854     74,3 2000 039.0US.14871     79,3

1700 1800 039.0US.14855     77,5 2000 039.0US.14872     82,7

1800 1800 039.0US.14856     80,7 2000 039.0US.14873     86,2

1900 1800 039.0US.14857     88,6 2000 039.0US.14874     94,4

2000 1800 039.0US.14858     91,9 2000 039.0US.14875     97,9

2100 1800 039.0US.14859     95,2 2000 039.0US.14876     101,4

2200 1800 039.0US.14860     98,4 2000 039.0US.14877     104,9

2300 1800 039.0US.14861     101,7 2000 039.0US.14878     108,4

2400 1800 039.0US.14862     109,5 2000 039.0US.14879     116,6

Length, mm Depth, mm Code W, kg Depth, mm Code W, kg

800 2200 039.0US.14880     44,1 2400 039.0US.14897     46,9

900 2200 039.0US.14881     47,9 2400 039.0US.14898     51,0

1000 2200 039.0US.14882     56,3 2400 039.0US.14899     59,7

1100 2200 039.0US.14883     60,0 2400 039.0US.14900     63,7

1200 2200 039.0US.14884     63,8 2400 039.0US.14901     67,8

1300 2200 039.0US.14885     67,5 2400 039.0US.14902     71,8

1400 2200 039.0US.14886     72,1 2400 039.0US.14903     76,6

1500 2200 039.0US.14887     80,6 2400 039.0US.14904     85,4

1600 2200 039.0US.14888     84,3 2400 039.0US.14905     89,4

1700 2200 039.0US.14889     88,1 2400 039.0US.14906     93,4

1800 2200 039.0US.14890     91,8 2400 039.0US.14907     97,4

1900 2200 039.0US.14891     100,3 2400 039.0US.14908     106,2

2000 2200 039.0US.14892     104,0 2400 039.0US.14909     110,2

2100 2200 039.0US.14893     107,8 2400 039.0US.14910     114,3

2200 2200 039.0US.14894     111,6 2400 039.0US.14911     118,3

2300 2200 039.0US.14895     115,3 2400 039.0US.14912     122,3

2400 2200 039.0US.14896     123,8 2400 039.0US.14913     131,0
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Production of other designs of wall exhaust hoods is possible:   

CENTRAL EXHAUST HOOD WITH MOTOR N (cubic with a bevel)
CENTRAL EXHAUST HOOD WITH MOTOR N WITH LIGHT  
(cubic with a bevel)

Length, mm Depth, mm Height, mm Note

от 800 до 2400 1600* 350
Dimensions 

in length with 
step of 100 

mm

Dimensions in 
depth with step 

of 200 mm

от 800 до 2400 1800** 350

от 800 до 2400 2000 350

от 800 до 2400 2200 350

от 800 до 2400 2400 350

* - the depth of exhaust hoods without light from 1600 mm
** - the depth of exhaust hoods with light from 1800 mm

Length, mm Depth, mm Height, mm Note

от 800 до 2400 1600

350

Dimensions 
in length with 
step of 100 

mm

Dimensions in 
depth with step 

of 200 mm

от 800 до 2400 1800

от 800 до 2400 2000

от 800 до 2400 2200

от 800 до 2400 2400

от 800 до 2400 1600

500

Dimensions 
in length with 
step of 100 

mm

Dimensions in 
depth with step 

of 200 mm

от 800 до 2400 1800

от 800 до 2400 2000

от 800 до 2400 2200

от 800 до 2400 2400

* - the depth of exhaust hoods without light from 1600 mm
** - the depth of exhaust hoods with light from 1800 mm

CENTRAL EXHAUST HOOD WITH MOTOR (cubic)
CENTRAL EXHAUST HOOD WITH MOTOR  WITH LIGHT (cubic)

HO
OD

S
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27. WALL SHELVES

• Steel AISI 430
• Execution versions: triangular brackets up;
   triangular brackets down  
• Welded / demountable construction
• Solid / perforated shelf 
 

Size of product in the package:л
Type of construction Calculation formula, length x depth x height

Length + 10 mm X Depth + 10 mm Х 260 mm (packed in pairs)

Length + 10 mm X Depth + 10 mm Х 60 mm 

It is possible to produce shelves with non-stan-
dard size. The shelves longer than 1400 mm for 

welded construction and longer than 1500 mm for 
dismountable construction have 3 wall brackets.

• Triangular wall brackets

25
0 
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m
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Length, 
mm

Depth, 
mm

Welded construction Demountable constr. Depth, 
mm

Welded construction Demountable constr.

Code W, kg Code W, kg Code W, kg Code W, kg

400 300 027.0US.00820 2,7 027.0UR.15081 2,7 400 027.0US.00832 3,3 027.0UR.15083 3,3

500 300 027.0US.00821 3.1 027.0UR.15082 3,1 400 027.0US.00833 3,8 027.0UR.15084 3,8

600 300 027.0US.06276 3,5 027.0UR.00822 3,5 400 027.0US.04817 4,3 027.0UR.06729 4,3

700 300 027.0US.05041 3,9 027.0UR.00823 3,9 400 027.0US.00835 4,8 027.0UR.15085 4,8

800 300 027.0US.04869 4,3 027.0UR.00824 4,3 400 027.0US.04870 5,2 027.0UR.00836 5,2

900 300 027.0US.05050 4,7 027.0UR.00825 4,7 400 027.0US.04815 5,7 027.0UR.06730 5,7

1000 300 027.0US.05050 5,1 027.0UR.00826 5,1 400 027.0US.05044 6,2 027.0UR.00838 6,2

1100 300 027.0US.06440 5,5 027.0UR.00827 5,5 400 027.0US.05322 6,7 027.0UR.05744 6,7

1200 300 027.0US.05049 5,9 027.0UR.06732 5,9 400 027.0US.05048 7,2 027.0UR.00840 7,2

1300 300 027.0US.06097 6,4 027.0UR.01099 6,4 400 027.0US.05614 7,6 027.0UR.15087 7,6

1400 300 027.0US.05402 6,8 027.0UR.01100 6,8 400 027.0US.04436 8,1 027.0UR.01537 8,1

1500 300 027.0US.04903 7,2 027.0UR.01101 7,2 400 027.0US.04402 8,6 027.0UR.05638 8,6

Length, 
mm

Depth, 
mm

Welded construction Demountable constr. Depth, 
mm

Welded construction Demountable constr.

Code W, kg Code W, kg Code W, kg Code W, kg

400 300 027.0US.15149 2,6 027.0UR.15088 2,6 400 027.0US.15159 3,3 027.0UR.15100 3,3

500 300 027.0US.15150 3,0 027.0UR.15089 3,0 400 027.0US.15160 3,8 027.0UR.15101 3,8

600 300 027.0US.04048 3.5 027.0UR.15090 3,5 400 027.0US.05525 4,2 027.0UR.15102 4,2

700 300 027.0US.15151 3,9 027.0UR.15091 3,9 400 027.0US.15161 4,7 027.0UR.15103 4,7

800 300 027.0US.15152 4,3 027.0UR.15092 4,3 400 027.0US.15162 5,2 027.0UR.15104 5,2

900 300 027.0US.15153 4,7 027.0UR.15093 4,7 400 027.0US.03048 5.7 027.0UR.15105 5,7

1000 300 027.0US.15154 5,1 027.0UR.05674 5,1 400 027.0US.15163 6,1 027.0UR.15106 6,1

1100 300 027.0US.15155 5,5 027.0UR.15095 5,5 400 027.0US.15164 6,6 027.0UR.15107 6,6

1200 300 027.0US.01437 5,9 027.0UR.15096 5,9 400 027.0US.05545 7,1 027.0UR.15108 7,1

1300 300 027.0US.15156 6,3 027.0UR.15097 6,3 400 027.0US.15165 7,6 027.0UR.15109 7,6

1400 300 027.0US.15157 6,7 027.0UR.15098 6,7 400 027.0US.15166 8,1 027.0UR.15110 8,1

1500 300 027.0US.15158 7,1 027.0UR.15099 7,1 400 027.0US.15167 8,5 027.0UR.15111 8,5

WALL SHELF

WALL PERFORATED SHELF
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57-58, 14. WALL-MOUNTing SHELVing

• Steel AISI 430
• Demountable construction 
• Standard kit  — 2 or 3 shelves
• Solid / perforated shelves
• Perforated uprights with holes for
   mounting of shelves with a step of 45mm
• Brackets 
• Fasteners in a kit

• The backsplash is 20 mm hight
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Dimensions, mm Code Note

500х30х15 057.0UR.18728 Holes for  mounting of shelves 
with a step of 45mm1000х30х15 057.0UR.19221

Dimensions, mm Code Note

312х130х2 058.0UR.19119 for shelf depth of 300 mm

412х130х2 058.0UR.18727 for shelf depth of 400 mm

UPRIGHT FOR WALL-MOUNTING SHELVING

BRACKET FOR WALL-MOUNTING SHELVING

SHELF FOR WALL-MOUNTING SHELVING WITH BACKSPLASH

Length,mm Depth,mm Code W, kg Depth,mm Code W, kg Note

600 300 014.0US.18145 3,4 400 014.0US.25199 4,2

Maximum 
distributed 
shelf load 

30 kg

700 300 014.0US.18140 3,8 400 014.0US.26775 4,7

800 300 014.0US.21031 4,3 400 014.0US.22418 5,2

900 300 014.0US.19299 4,7 400 014.0US.20757 5,7

1000 300 014.0US.18896 5,1 400 014.0US.18650 6,2

1100 300 014.0US.24456 5,5 400 014.0US.24850 6,7

1200 300 014.0US.18416 6 400 014.0US.20759 7,2

1300 300 014.0US.23539 6,4 400 014.0US.19551 7,8

1400 300 014.0US.18135 6,8 400 014.0US.29361 8,3

1500 300 014.0US.21034 7,3 400 014.0US.29362 8,8

i
It is possible to produce wall-mounting shelving with perforated shelves.

Perforated SHELF FOR WALL-MOUNTED SHELVING WITH BACKSPLASH
Length,mm Depth,mm Code W, kg

600 300 014.0US.18150 3,4

900 300 014.0US.18151 4,7

1200 300 014.0US.22274 6
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• The backsplash is 20 mm hight
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27. WALL-MOUNTing SHELVingS WITH DISH-DRAINERS

• Steel AISI 430 
• Demountable construction 
• Execution versions: 
   2 dish-drainers for plates D=260 mm;   
   1 dish-drainers for plates D=260 mm; 
   perforated shelf for drying glasses
 

Length, mm Depth, mm Height, mm Code W, kg Note

900 330 580 027.0UR.05494 8,5 for drying plates

900 330 580 027.0UR.04947 8,5  for drying plates and 
glasses

Size of product in the package: 910х340х590 mm

• Removable drip tray

• Dish-drainers

• Perforated shelf for drying glasses

58
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27. WALL SHELVES FOR cutting board

• Steel AISI 430 
• Welded construction 
• Execution versions: for 4 boards,  
   for 9 boards, for 14 boards 
 

Length, mm Depth, mm Height, mm Code W, kg Note

300 400 300 027.0US.04981    4,3 for 4 boards

600 400 300 027.0US.01703    7,9 for 9 boards

1000 400 300 027.0US.17549    11,5 for 14 boards

Size of product in the package: Length+10х410х310 mm
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• Removable drip tray
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45. WALL CABINETs

• Steel AISI 430 
• Execution versions: without doors;  
   with swing doors; with sliding doors 
• Welded construction 
• Bracket for mounting to wall in kit

Size of product in the package:

Type of construction Calculation formula, length x depth x height

Length + 10 mm X Depth + 10 mm Х 610 mm  

• One solid shelf
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Length,mm Depth,mm Code W, kg Note

800 400 045.0US.01699    23,1

Maximum 
distributed shelf 

load 30 kg

900 400 045.0US.14322    25,2

1000 400 045.0US.04926    27,3

1100 400 045.0US.14323    29,4

1200 400 045.0US.05914    31,5

1300 400 045.0US.06259    33,6

1400 400 045.0US.04620    35,7

1500 400 045.0US.05488    37,8

1600 400 045.0US.14324    39,8

1700 400 045.0US.14325    41,9

1800 400 045.0US.06265 44,0

Length,mm Depth,mm Code W, kg Note

800 400 045.0US.06009     30,7

Maximum 
distributed shelf 

load 30 kg

900 400 045.0US.01846     33,8

1000 400 045.0US.01881     36,9

1100 400 045.0US.14326     40,0

1200 400 045.0US.04508     43,0

1300 400 045.0US.14327     46,1

1400 400 045.0US.05529     49,2

1500 400 045.0US.04509     52,3

1600 400 045.0US.14328     55,4

1700 400 045.0US.14329     58,4

1800 400 045.0US.04510 61,5

Length,mm Depth,mm Code W, kg Note

1000 400 045.0US.01808     36,2

Maximum 
distributed shelf 

load 30 kg

1100 400 045.0US.14330     39,2

1200 400 045.0US.07024     42,2

1300 400 045.0US.14331     45,2

1400 400 045.0US.04777     48,2

1500 400 045.0US.04360     51,1

1600 400 045.0US.06015     54,1

1700 400 045.0US.04616     57,1

1800 400 045.0US.00846 60,1

i
Wall cupboards SIMECO with doors on request can equipped with locks.

WALL CABINET WITHOUT DOORS

WALL CABINET WITH swing doors

WALL CABINET WITH SLIDING doors
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44. CABINETs

• Steel AISI 430 
• Execution versions: without doors;  
   with swing doors; 
   with sliding doors 
• Welded construction 
• Frame — square tube 40х40 mm

18
00

 m
m

• Adjustable feet

• 3 solid shelves
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Cabinets SIMECO with doors on request can equipped with locks.
i

Length,mm Depth,mm Code W, kg Note

800 600 044.0US.14307     61,5

Maximum 
distributed 
shelf load  

30 kg

900 600 044.0US.14308     66,2

1000 600 044.0US.14309     70,9

1100 600 044.0US.14310     75,6

1200 600 044.0US.14311     80,3

1300 600 044.0US.14312     85,0

1400 600 044.0US.14313     89,7

1500 600 044.0US.14314 94,4

Length,mm Depth,mm Code W, kg Note

800 600 044.0US.05573     73,0

Maximum 
distributed 
shelf load  

30 kg

900 600 044.0US.14315     79,2

1000 600 044.0US.05909     85,4

1100 600 044.0US.14316     91,7

1200 600 044.0US.01675     97,9

1300 600 044.0US.14317     104,2

1400 600 044.0US.14318     110,4

1500 600 044.0US.14319 116,6

Length,mm Depth,mm Code W, kg Note

1200 600 044.0US.04595     116,6

Maximum 
distributed 
shelf load  

30 kg

1300 600 044.0US.16330     124,3

1400 600 044.0US.04503     132,1

1500 600 044.0US.05543 139,8

CABINET WITHOUT DOORS

CABINET WITH swing doors

CABINET WITH SLIDING doors
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ANY OTHER  
KITCHEN UNITS
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31. UPPER UNITS WITH METAL SHELVES

• Steel AISI 430 
• Execution versions: single; double  
• Welded construction
• Frame — square tube 20х40 mm 
• Fasteners in a kit

Size of product in the package:

Type of construction Calculation formula, length x depth x height

Length + 10 mm X Depth + 10 mm Х 410 mm — for single 
Length + 10 mm X Depth + 10 mm Х 810 mm — for double
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Length,mm Depth, mm Code W, k Depth, mm Code W, k Note

800 300 031.0ES.15030 10,9 400 031.0ES.15036 12,3

900 300 031.0ES.15031 11,8 400 031.0ES.05655 13,3

1000 300 031.0ES.06656 12,6 400 031.0ES.07301 14,4

1100 300 031.0ES.15032 13,5 400 031.0ES.06631 15,4

1200 300 031.0ES.05226 14,4 400 031.0ES.05691 16,5

1300 300 031.0ES.15033 15,3 400 031.0ES.05694 17,5

1400 300 031.0ES.15034 16,2 400 031.0ES.06022 18,6

1500 300 031.0ES.05223 17,1 400 031.0ES.05883 19,6

1600 300 031.0ES.06459 18,0 400 031.0ES.15037 20,7

1700 300 031.0ES.15035 18,9 400 031.0ES.15038 21,7

1800 300 031.0ES.04902 19,8 400 031.0ES. 07346 22,7

Length,mm Depth, mm Code W, k Depth, mm Code W, k Note

800 300 031.0ES.05369 5,5 400 031.0ES.15042 6,2

900 300 031.0ES.05792 6,0 400 031.0ES.15043 6,7

1000 300 031.0ES.05787 6,4 400 031.0ES.01589 7,3

1100 300 031.0ES.15039 6,9 400 031.0ES.15044 7,8

1200 300 031.0ES.04894 7,3 400 031.0ES.01588 8,3

1300 300 031.0ES.05789 7,8 400 031.0ES.15045 8,8

1400 300 031.0ES.15034 8,2 400 031.0ES.15046 9,3

1500 300 031.0ES.05790 8,7 400 031.0ES.07321 9,9

1600 300 031.0ES.15041 9,1 400 031.0ES.15047 10,4

1700 300 031.0ES.05791 9,6 400 031.0ES.15048 10,9

1800 300 031.0ES.04893 10,0 400 031.0ES.15049 11.4

30 kg

30 kg

It is possible to produce shelves for table non-standard size. The shelves 
longer than 1800 mm have 6 legs.

i

UPPER UNIT WITH METAL SHELF

UPPER UNIT WITH 2 METAL SHELVES

OT
HE

R
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29. STANDS

• Steel AISI 430 
• Welded construction
• Frame — square tube 40х40 mm

Length,mm Depth, mm Code W, kg Depth, mm Code W, kg

600 600 029.0ES.04162 8,0 800 029.0ES.15054 9,7

700 600 029.0ES.15050 8,8 800 029.0ES.15055 11,3

800 600 029.0ES.03044 9,7 800 029.0ES.15056 12,4

900 600 029.0ES.00780 10,6 800 029.0ES.04505 13,6

1000 600 029.0ES.05067 11,4 800 029.0ES.07534 14,7

1100 600 029.0ES.15051 12,3 800 029.0ES.15058 15,9

1200 600 029.0ES.01837 13,2 800 029.0ES.07295 17,0

1300 600 029.0ES.15052 14,0 800 029.0ES.15059 18,1

1400 600 029.0ES.15053 14,9 800 029.0ES.15060 19,1

1500 600 029.0ES.05015 15,7 800 029.0ES.15061 20,4

600 1000 029.0ES.15062 11,4 1200 029.0ES.15071 13,2

700 1000 029.0ES.01902 13,7 1200 029.0ES.15072 15,8

800 1000 029.0ES.15063 14,7 1200 029.0ES.15073 17,0

900 1000 029.0ES.15064 16,6 1200 029.0ES.15074 19,4

1000 1000 029.0ES.15065 18,0 1200 029.0ES.15075 20,8

1100 1000 029.0ES.15066 19,4 1200 029.0ES.15076 21,7

1200 1000 029.0ES.15067 20,8 1200 029.0ES.15077 23,5

1300 1000 029.0ES.15068 22,3 1200 029.0ES.15078 24,8

1400 1000 029.0ES.15069 23,7 1200 029.0ES.15079 26,4

1500 1000 029.0ES.15070 25,1 1200 029.0ES.15080 28,0

SIMECO stands are designed for distributed load up 400 kg / m. Additional 
reinforcement is possible on request.

30
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• Adjustable feet
• Perimeter frame 



105

30. STANDS and BASES for equipment

• Steel AISI 430 
• Welded construction 
• Execution versions: universal; closed; 
   for combi-steamers single section; 
   for combi-steamers two-section; 
   for the dishwasher; 
• Frame — square tube 40х40 mm

Length, mm Depth, mm Height, mm Code W, kg Note

STAND FOR COMBI-STEAMERS SINGLE SECTION FOR GN

845 725 690 030.0ES.04795     22,4 6х1 levels of guides under GN1/1

STAND FOR COMBI-STEAMERS TWO SECTION FOR GN

845 725 690 030.0ES.31716 31,0 7х2 levels of guides under GN1/1

STAND FOR DISHWASHER WITH GUIDES UNDER CASSETTES

600 600 510 030.0ES.05538 8,0 2 levels of guides under cassettes

SIMECO stands are designed for a distributed load of 400 kg / m2. Upon request, 
it is possible to further strengthen the design and design of the stands for the 
oven, grill and other equipment.

Length, mm Depth, mm Height, mm Code W, kg Note

STAND WITH WORKTOP

400 400 500 030.0ES.05837     6,6
On request it is possible to make 
stands with a shelf and guides for 

gastronorm containers.
500 500 500 030.0ES.05008     8,0

600 600 500 030.0ES.16231     9,6

BASE WITH SWING DOOR WITH WORKTOP

600 600 600 030.0ES.18332 shelf 

STANDS FOR COMBI-STEAMERS AND DISHWASHING MACHINE
OT

HE
R

• Adjustable feet • Perimeter frame 



48. DUST-BINs

• Steel AISI 304 
• Execution versions:  
   pedal; on wheels;  
• Welded construction

Length, mm Depth, mm Height, mm Code W, kg Note

DUST-BIN ON WHEELS

50 380 600 048.0US.06153 9,0

75 460 600 048.0US.06467

 PEDAL DUST-BIN ON WHEELS

50 380 600 048.0US.06466 7,35

75 460 600 048.0US.06154 11,0

106

Size of product in the package: 390х610х610 mm; 470х610х610 mm.

• Wheels with D=60  mm
• Pedal control



Size of product in the package: 600х405х740 mm.

48. BIN TROLLEY WITH LID

• Steel AISI 304 
• Welded construction
• Wheels platform D = 100 mm 
• Volume 110 liters 

Length, mm Depth, mm Height, mm V, l Code W, kg Note

585 395 730 110 999.0US.32779 17

107
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• Wheels with D=100  mm

• 2 wheels equipped with brakes 

• Hinged lid
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HEATING 
EQUIPMENT
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42. HEATing CUPBOARDS

110

Size of product in the package:

Type of construction Calculation formula, length x depth x height

Length + 10 mm X Depth + 10 mm Х 895 mm - for tables with backsplash 
Length + 10 mm X Depth + 10 mm Х 855 mm - for tables without backsplash

• Steel AISI 430 
• Execution versions: with swing doors; with sliding doors; 
• Welded construction 
• Frame — square tube 40х40 mm
• One perforated intermediate shelf 
• Ventilated internal volume
• Operating temperature: +40...+800C
• Power — 1,2 kW  
• 220 В

85
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• Adjustable feet

• Rear view of backsplash
with safe edge 
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Length, mm Depth, mm Code W, kg Depth, mm Code W, kg

1000 600 042.0US.14256     84,1 700 042.0US.14278 90,5

1100 600 042.0US.14257 91,0 700 042.0US.14279 97,8

1200 600 042.0US.14258 97,9 700 042.0US.14280 105,0

1300 600 042.0US.14259 104,8 700 042.0US.14281 112,3

1400 600 042.0US.14260 111,7 700 042.0US.14282 119,5

1500 600 042.0US.14261 118,6 700 042.0US.14283 126,8

Length, mm Depth, mm Code W, kg Depth, mm Code W, kg

1100 600 142.0US.35414 102,6 700 042.0US.32340  111,2

1200 600 042.0US.06246 109,8 700 042.0US.14275 118,8

1300 600 042.0US.14253 117,0 700 042.0US.14276 126,4

1400 600 042.0US.14254 124,2 700 042.0US.06506 133,9

1500 600 042.0US.14255 131,4 700 042.0US.14277 141,4

1600 600 042.0US.14252 138,6 700 042.0US.14241 149,0

1700 600 042.0US.14274 145,7 700 042.0US.14320 156,5

1800 600 042.0US.14251 152,9 700 042.0US.14321 164,0

Length, mm Depth, mm Code W, kg Depth, mm Code W, kg

1200 600 042.0US.05597 75 700 042.0US.18086   82

1300 600 80 700 042.0US.18131   87

1400 600 042.0US.17570 85 700 042.0US.18270 92

1500 600 042.0US.17797 90 700 042.0US.17893   97

1600 600 95 700 042.0US.05687  102

1700 600 100 700 107

1800 600 105 700 042.0US.05688 112

Length, mm Depth, mm Code W, kg Depth, mm Code W, kg

1200 600 042.0US.06309     109,8 700 042.0US.05379     118,8

1300 600 042.0US.14243     117,0 700 042.0US.14264     126,4

1400 600 042.0US.14244     124,2 700 042.0US.14265     133,9

1500 600 042.0US.14245     131,4 700 042.0US.14266     141,4

1600 600 042.0US.14262     138,6 700 042.0US.06364     149,0

1700 600 042.0US.14273     145,7 700 042.0US.14242     156,5

1800 600 042.0US.16241  152,9 700 042.0US.14263   164,0

Length, mm Depth, mm Code W, kg Depth, mm Code W, kg

1000 600 042.0US.14246 84,1 700 042.0US.14267 90,5

1100 600 042.0US.14247 91,0 700 042.0US.14268 97,8

1200 600 042.0US.14248 97,9 700 042.0US.06205 105,0

1300 600 042.0US.14249 104,8 700 042.0US.14270 112,3

1400 600 042.0US.07467 111,7 700 042.0US.14271 119,5

1500 600 042.0US.06478 118,6 700 042.0US.14272 126,8

HEATing CUPBOARD WITH Backsplash with swing doors

HEATED CUPBOARD WITH Backsplash 
with sliding doors

80 kg

80 kg

80 kg

80 kg

HEATED CUPBOARD WITHOUT Backsplash with swing doors

HEATED CUPBOARD WITHOUT Backsplash 
with sliding doors

HEATED CUPBOARD WITHOUT Backsplash 
with 2 SIDES sliding doors
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54. bain maries

• The worktop and seamless bowl are  
   made of steel AISI 304  
• The body is made of  steel AISI 430 
• Execution versions: with wheels;
   without wheels; drop-in bain maries  
• Welded construction
• Silicon heating element
• Tap for draining water
• Operating temperature:   
   +300...+800 C 
• Power — from 1.6 to 2.4 kW  
• 220 V
 

Length, mm Depth, mm Height, 
mm Code W, kg Note 

Power, kW

UNIVERSAL BAIN MARIE WITH SHELF

900 700 850 054.0US.16713 47,3 for 2 GN1/1 
1,6 kW

1300 700 850 054.0US.16714 61,2 for 3 GN1/1 
2,4 kW

UNIVERSAL BAIN MARIE WITH SHELF WITH WHEELS

1100 600 850 054.0US.16487 53,4 for 3 GN1/1 
2,4 kW

DROP-IN UNIVERSAL BAIN-MARIE

415 610 340 054.0US.37179 14 for 1 GN1/1 
0,8 kW

740 610 340 054.0US.35469 22 for 2 GN1/1 
1,6 kW

1060 610 340 054.0US.34822* 26 for 3 GN1/1 
2,4 kW

1390 610 340 054.0US.35467 32 for 4 GN1/1 
2,4 kW

Length, mm Depth, mm Height, mm Code W, kg

746 718 660 999.0US.34245 61

Heating showcase 

• Steel AISI 304, glass with 8 mm 
   thickness 
• Welded construction 
• LED lighting
• One electric heating element 
• Ventilated internal volume 
• Operating temperature: up to +600 
• Power —1,2 kW  
• 220 V 
 

* Read more on page 136 
in the “Self Service”

• There are wheels  
with D = 100 mm, two  
of them with a brake

85
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• Adjustable feet

• Adjustable feet

• One perforated adjustable,  
removable shelf

• 2 glass swing doors 5 mm

• Drawer drip tray



55. proofers

• Steel AISI 430 
• Welded construction
• Glass swing doors  
• Drip tray 
• 10 levels; 6 levels;
   15 levels 
• Electric heating element  
• Operating temperature —
   +300...+600/+850 

• Power — 1,2 kW;   
• 220 V 
 

Length, mm Depth, mm Height, mm Code W, kg Note

PROOFER FOR GN1/1 15 LEVELS ON WHEELS 

500 650 1820 955.0US.34119 250
GN1/1 

t up to +850

Length, mm Depth, mm Height, mm Code W, kg Note

PROOFER FOR PANS 435/460Х320 10 LEVELS GLASS DOORS

610 540 917 055.0US.30218 37

for pans 
435х320 and 

460х320
t up to +600

Proofers  SIMECO on request can to be completed 
with baking sheets.
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Length, mm Depth, mm Height, mm Code W, kg Note

PROOFER FOR PANS 600Х400 10 LEVELS GLASS DOORS

800 700 917 055.0US.30987 62

for pans 
600х400 and 

GN1/1
t up to +600

Length, mm Depth, mm Code W, kg Note

435 320 999.0US.04121 1 These are accessories for the 
proofers,  

steel AISI 430600 400 999.0US.05515 2

Baking sheet

Length, mm Depth, mm Height, mm Code W, kg Note

PROOFER FOR PANS 600Х400 6 LEVELS GLASS DOORS

860 890 730 055.0US.33512 67

for pans 
600х400 and 

GN1/1 
       180 kg 

t up to +850

The advantage of this model consists in the fact that it has been 
developed for setting under combi-steamers. And it is possible to set up 
two baking pans and gastronorm containers at one level in this proofer. 
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56. heating UPPER UNITS WITH METAL SHELF

• Steel AISI 430 
• Execution versions: single; double  
• Welded construction
• Frame — square tube 20х40 mm 
• Fasteners in a kit 
• The shelves are used two types of heating 
   elements: electric or infrared 
• Operating temperature: up to +600 C 
• 220 В
 

Size of product in the package:

Type of construction Calculation formula, length x depth x height

Length + 10 mm X Depth + 10 mm Х 410 mm — for single 
Length + 10 mm X Depth + 10 mm Х 810 mm — for double

80
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30 kg

30 kg
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HEATING UPPER UNIT WITH 2 METAL SHELVES WITH INFRARED HEATING ELEMENTS

HEATING UPPER UNIT WITH 2 METAL SHELVES WITH electric HEATING ELEMENTS

HEATING UPPER UNIT WITH METAL SHELF WITH INFRARED HEATING ELEMENTS

HEATING UPPER UNIT WITH METAL SHELF WITH electric HEATING ELEMENTS

Length, mm Depth, mm Code W, kg Power, kW Depth, mm Code W, kg Power, kW

800 300 056.0ES.17945 10 0,8 400 056.0ES.17946 11 0,8

900 300 056.0ES.17947 11 0,8 400 056.0ES.17948 12 0,8

1000 300 056.0ES.17298 12 0,8 400 056.0ES.17949 13 0,8

1100 300 056.0ES.17950 13 0,8 400 056.0ES.17951 14 0,8

1200 300 056.0ES.17952 14 0,8 400 056.0ES.17953 15 0,8

1300 300 056.0ES.17954 15 1,2 400 056.0ES.17955 16 1,2

1400 300 056.0ES.17956 16 1,2 400 056.0ES.17957 17 1,2

1500 300 056.0ES.17959 17 1,2 400 056.0ES.17958 18 1,2

1600 300 056.0ES.17960 18 1,6 400 056.0ES.17961 19 1,6

1700 300 056.0ES.17962 19 1,6 400 056.0ES.17963 20 1,6

1800 300 056.0ES.17964 20 1,6 400 056.0ES.17965 21 1,6

Length, mm Depth, mm Code W, kg Power, kW Depth, mm Code W, kg Power, kW

900 300 056.0ES.14285 14 1 400 056.0ES.14291 15 1

1000 300 056.0ES.14286 15 1 400 056.0ES.14292 16 1

1100 300 056.0ES.05832 16 1 400 056.0ES.14293 17 1

1200 300 056.0ES.04941 17 1,25 400 056.0ES.14294 18 1,25

1300 300 056.0ES.14287 18 1,25 400 056.0ES.06566 19 1,25

1400 300 056.0ES.14288 19 1,25 400 056.0ES.14295 20 1,25

1500 300 056.0ES.14289 20 1,25 400 056.0ES.14296 21 1,25

1600 300 056.0ES.17217 21 1,25 400 056.0ES.16912 22 1,25

1700 300 056.0ES.17932 22 1,25 400 056.0ES.14290 23 1,25

1800 300 056.0ES.04386 23 1,25 400 056.0ES.14284 24 1,25

Length, mm Depth, mm Code W, kg Power, kW Depth, mm Code W, kg Power, kW

800 300 056.0ЕS.17884 19 1,6 400 056.0ES.16403 20,5 1,6

900 300 056.0ES.17909 20,5 1,6 400 056.0ES.17910 22 1,6

1000 300 056.0ES.16131 22 1,6 400 056.0ES.17912 23,5 1,6

1100 300 056.0ES.16157 23,5 1,6 400 056.0ES.16137 25 1,6

1200 300 056.0ES.16838 25 1,6 400 056.0ES.15257 26,5 1,6

1300 300 056.0ES.17933 27,5 2,4 400 056.0ES.17934 29 2,4

1400 300 056.0ES.17935 29 2,4 400 056.0ES.17936 30,5 2,4

1500 300 056.0ES.17937 30,5 2,4 400 056.0ES.17938 32 2,4

1600 300 056.0ES.17939 33 3,2 400 056.0ES.17940 34,5 3,2

1700 300 056.0ES.17941 34,5 3,2 400 056.0ES.17942 36 3,2

1800 300 056.0ES.17943 36 3,2 400 056.0ES.17944 37,5 3,2

Length, mm Depth, mm Code W, kg Power, kW Depth, mm Code W, kg Power, kW

900 300 056.0ES.14298  27 2 400 056.0ES.14304 29 2

1000 300 056.0ES.14299 29 2 400 056.0ES.07548 31 2

1100 300 056.0ES.14300   31 2 400 056.0ES.14305 33 2

1200 300 056.0ES.05225 33 2,5 400 056.0ES.01638 35 2,5

1300 300 056.0ES.14301 35 2,5 400 056.0ES.01495     37 2,5

1400 300 056.0ES.14302 37 2,5 400 056.0ES.01592 39 2,5

1500 300 056.0ES.04618 39 2,5 400 056.0ES.14306 41 2,5

1600 300 056.0ES.17695 41 2,5 400 056.0ES.14297     43 2,5

1700 300 056.0ES.17930  43 2,5 400 056.0ES.17931  45 2,5

1800 300 056.0ES.16242 45 2,5 400 056.0ES.14303  47 2,5

30 kg

30 kg

Heating elements 
location
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68, 168. REFRIGERATing TABLES 

• The worktop is made of steel AISI 304 
• The case is made of  steel AISI 430 
• Various domestic options filling: shelves, 
   drawers, guides for GN1 / 1
• Gastronormed
• Automatic defrosting
• Ventilated refrigeration
• Operating temperature: +2...+8 0С
• Power from 0,55 kW
• 220 V 
• Refrigerant gas R404A

All  refrigerating tables SIMECO can be made with swing doors and drawers. There are various 
options for internal filling and custom sizes of products.
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• Adjustable feet or wheels

• The backsplash is 40 mm hight

• The unit is on the side

• The unit is at the bottom

• Condenser cleaning hatch

• Electronic control,  digital display



Length, mm Depth, mm Note

565 - 2500 600-1200 on the worktop - 100 kg for lengths 
less than 1500 mm; 80 kg for 
lengths over 1500 mm; on the 

 shelf - 30 kg; on the drawer - 30 kg.

Length, mm Depth, mm Note

565 - 2500 600-1200 on the worktop - 100 kg for lengths 
less than 1500 mm; 80 kg for 
lengths over 1500 mm; on the 

 shelf - 30 kg; on the drawer - 30 kg

Length, mm Depth, mm Note

900 - 2500 600-1200 on the worktop - 100 kg for lengths 
less than 1500 mm; 80 kg for 
lengths over 1500 mm; on the 

 shelf - 30 kg; on the drawer - 30 kg

• The unit is at the bottom
• Execution versions: with swing doors;  
   with drawers

REFRIGERATing TABLES WITH backsplash / WITHOUT backsplash  
with the UNIT on the SIDE
• The unit or monoblock * is on the side
• Execution versions: with swing doors; with drawers    
* For lengths of 1350 and 1500 mm. 

In case of malfunction the construction with a 
monoblock unit provides a means of changing it on-

site without stopping the working process.

i
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REFRIGERATing TABLES WITH backsplash / WITHOUT backsplash  
with the UNIT at the BOTTOM

• The backsplash is 40 mm hight
• Operating temperature: -18...-22 0С
• Power from 0,55 kW; 220 V

FREEZING TABLES WITH backsplash / WITHOUT backsplash

On the picture:

Length, mm Depth, mm Height, mm Code W, kg Note

1200 700 850 168.0UG.39299 110 2 doors, backsplash, shelf, t from +2 to +8 0С, power - 0,55 kW 

610 630 815 168.0UG.40982 72 1 door, 2 shelves,without backsplash, t from +2 to +4 0С, 2 wheels  
(without brakes) with D=35 мм, power 0,55 kW

On the picture:

Length, mm Depth, mm Height, mm Code W, kg Note

900 700 850 168.0UD.33872 93 1 door, backsplash, shelf, power 0,55 kW
The unit is at the bottom.

700 765 830 168.0UD.40098 87
1 door, 2 shelves,without backsplash, wheels  

(without brakes) with D=35мм, power 0,55 kW.
The unit is at the bottom on the back. 
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• The unit is 
at the bottom
on the back

• The unit is 
at the bottom

• The unit is 
on the side
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• Execution versions:  
   with swing doors; drawers
• Gastronormed
• Operating temperature:  
  +0...+10 0С
• Power from 0.55 kW

 REFRIGERATing PIZZA COUNTERS

Execution versions Length, mm Depth, mm Filling

WITHOUT GLASS WITH 
GRANITE

2 DOORS 1500 700 5 levels of guides for  GN1|1

3 DOORS 1850 700 2х5 levels of guides for  GN1|1

WITH GLASS
2 DOORS 1500 700 5 levels of guides for  GN1|1

3 DOORS 1850 700 2х5 levels of guides for  GN1|1

WITH GLASS WITH GRANITE
2 DOORS 1500 700 5 levels of guides for  GN1|1

3 DOORS 1850 700 2х5 levels of guides for  GN1|1

• Gastronormed
• Operating temperature: +2...+8 0С 
• Power from 0.55 kW 
• 220 V

 REFRIGERATing TABLES WITH double-glazing doors

REFRIGERATing/FREEZING TABLES with fitted for remote unit

         On the picture:     

Length, mm Depth, mm Height, mm Code W, kg Note

2280 600 850  168.0UG.39633 171 8 glass doors (4 sides each), power - 0.75 kW

Length, mm Depth, mm Note

900 - 2500 600-1200
on the worktop - 100 kg for lengths less than 1500 mm; 80 kg for lengths 

over 1500 mm; on the shelf - 30 kg; on the drawer - 30 kg

 

Length, mm Depth, mm Note

565- 2500 600-1200

on the worktop - 100 kg for lengths 
less than 1500 mm; 80 kg for lengths 

over 1500 mm; on the shelf - 30 kg; 
on the drawer - 30 kg

 

• Fitted for remote unit
• Execution versions: refrigerated with swing doors; 
refrigerated drawers; freezing with swing doors; freezing with 
drawers 

• The doors are made  
of double-glazing

• The unit is on the side

• The  refregereting bowl  
is made of steel AISI 304

• The worktop is made 
of natural granite
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• The unit is 
at the bottom
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• The backsplash is 40 mm hight
• Operating temperature: +2...+8 ºС
• Power — 0,55 kW; 220 V 

• The backsplash is 40 mm hight
• Seamless bowl
• Execution versions: with swing doors; with drawers
• Operating temperature: +2...+8 ºС
• Power from 0.55 kW; 220 V 

• The unit is on the right
• Swing doors, on 3 levels of guides for GN1/1
• Wheels (2 wheels with brake) with D = 75 mm
• Operating temperature: +2...+5 ºС
• Power — 0,55 kW; 220 V 

• Monoblock
• Perforated drawers
• 4 wheels (2 wheels with brake) with D = 75 mm
• Operating temperature: +2...+5 ºС
• Power — 0,3 kW; 220 V
• Refrigerant gas  R134A 

REFRIGERATing TABLE WITH backsplash 
WITH COFFEE WASTE COLLECTION DRAWER

REFRIGERATing TABLES WITH SINK

REFRIGERATING BAR TABLE WITH WHEELS

REFRIGERATING BAR TABLE WITH WHEELS

• Gastronormed
• Operating temperature: +2...+8 0С 
• Power from 0.55 kW 
• 220 V

Length, mm Depth, mm Code W, kg

700 600 168.0UG.39483 77

              На фото:

Length, mm Depth, mm Height, mm Code W, kg Note

2000 700 850 168.0UG.33813 160 2 doors, 4 drawers, 
Power - 0.55 kW

Length, mm Depth, mm Code W, kg Note

860 650 168.0UG.40761 75 1 door

1260 650 168.0UG.40736 91 2 doors

Please pay attention to the refrigerating bar tables 650 mm tall. Their main advantages are: 
• The height is less than standard to install under the worktop. 
• It is possible to install additional equipment above to make a fully-featured station. 

i

Length, mm Depth, mm Code W, kg Note

860 650 168.0UG.38069 90 2 drawers; the monoblock is on the right

1260 650 168.0UG.37283 111 5 drawers, the monoblock is on the center

Length, mm Depth, mm Note

900 - 2500 600-1200 on the worktop - 100 kg for lengths less than 1500 mm; 80 kg for lengths 
over 1500 mm; on the shelf - 30 kg; on the drawer - 30 kg..
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• The unit is 
at the bottom

• Swing door

• Coffee waste 
collection drawer
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66. SALAD BARS

• The worktop and welded bowl
   are made of steel AISI 304 
• The case is made of  steel AISI 430 
• Gastronormed
• Welded construction 
• Execution versions: the unit is  
   on the side; the unit is at the bottom; 
   with fitted for remote unit
• Automatic defrosting
• Tap for draining water
• Operating temperature: +2...+8 0С
• Power from 0,3 kW
• 220 V

SIMECO salad bars can be made with 
swing doors and drawers. There are 

various options for internal filling and 
custom sizes of products.

• Electronic control,  digital display

• One welded bowl

• Dividers included

• Adjustable feet or wheels
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SALAD BAR

Length, mm Depth, mm Height, mm Code W, kg Note

415 610 565 066.0UG.34256 43 for 1 GN 1/1

740 610 565 066.0UG.34066 53 for 2 GN 1/1

1060 610 565 066.0UG.32306 65 for 3 GN 1/1

1390 610 565 066.0UG.33324 77 for 4 GN 1/1

DROP-IN SALAD BAR

* Also on page 136 in the SELF SERVICE section

• Execution versions: for 2 GN 1/1 gastronorm containers;  
   for 3 GN 1/1; for 4 GN 1/1
• Operating temperature: +2...+8 0С
• Power from 0,3 kW 
• Refrigerant gas R404A 

• Steel AISI 304 
• Execution versions:  
   for GN 1/1 gastronorm container;  
   for 2 GN 1/1;  
   for 3 GN 1/1*;  
   for 4 GN 1/1; 
• Welded construction 
• Tap for draining water 
• Operating temperature: +2...+8 0С   
• Power from 0,3 kW, 220 V  
• Refrigerant gas R404A

SALAD BAR

Length, mm Depth, mm Height, mm Code W, kg

1350 700 850 066.0UG.34736 115

• 5 GN1/6 (dividers included)  
• Operating temperature: +2...+8 0С   
• Power from 0,55 kW, 220 V  
• Refrigerant gas R404A

Photo: the salad bar is 
on the frame with a glass 
upper unit

Length, mm Depth, mm Height, mm Code W, kg Note

900 700 850 066.0UG.33856 71 1 divider

1100 700 850 066.0UG.33870* 107 2 dividers

1500 700 850 066.0UG.33855 101 3 dividers

* This salad bar has a removable bowl.
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• The backsplash  
is 40 mm hight

• The unit is on the side

• 2 swing doors

• Hinged lid



SALAD BAR with 
pneumatic cover

• Execution versions: 
   for 3 GN 1/1;  for 6 GN 1/1 
• 2 shelves, top shelf  
   with front side h-12 mm
• Operating temperature:  
   +2...+8 0С  
• 220 V  
• Refrigerant gas R404A

SALAD BAR

SALAD BAR FOR SANDWICHES

 
• Operating temperature:  
   +2...+8 0С   
• Power — 1,2 kW, 220 V 
• Refrigerant gas R404A

 
• Operating temperature: +2...+8 0С 
• Power — 0,55 kW, 220 V 
• Refrigerant gas R404A 
 
Other salad bar options
for sandwiches on p.141 in section
FAST FOOD EQUIPMENT
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Length, mm Depth, mm Height, mm Code W, kg Note

1400 895 1600 066.0UG.36727 230 Other finishes are possible.

Length, mm Depth, mm Height, mm Code W, kg Power, kW Note

1230 950 1480 066.0UG.36400 143 0,3 dividers, 2 
shelves, package 

compartment2200 950 1480 066.0UG.33810 217 0,55

Length, mm Depth, mm Height, mm Code W, kg

1550 720 1400 066.0UG.40663 210

• Polypropylene worktop 
is 20 mm thickness

• The unit is on the side

• The unit is on the side

• The unit is on the side

• 9 drawers

• The finish is tyrolean beech

• The worktop is made 
of natural granite

• 12 GN 1/4 gastronorm containers 

• The side windows are 
double-glazing

• 2 refrigerated shelves 
with lighting are made of 
temperated glass 

• Package compartment

• Pneumatic cover

260mm
• Upper unit with side protection screens

• 9 GN 1/9-100 mm 
gastronorm containers  



• Steel AISI 304 
• Execution versions: the worktop is made of stainless 
   steel AISI 304 with 1 mm thickness;  
  the worktop is made of natural granite 
  with 20 mm thickness 
• Welded construction 
• Automatic defrosting
• Operating temperature: +2...+8 0С   
• Power — 0,3 kW, 
• 220 V 
• Refrigerant gas R404A

Length, mm Depth, mm Height, mm Code W, kg Note

900 700 410 064.0UG.40624 41 unit is on the right The worktop 
is made of 

stainless steel 
AISI 304

1100 700 410 064.0UG.41032 45 unit is on the right

1400 700 410 064.0UG.40528 54 unit is on the right

1200 700 433 064.0UG.37561 64 unit is on the right
 The worktop 

is made of 
natural granite

64. DROP-IN COLD PLATE

 
• Operating temperature: +2...+8 0С 
• Power — 0,55 kW, 220 V 
• Refrigerant gas R404A 
 
Other salad bar options
for sandwiches on p.141 in section
FAST FOOD EQUIPMENT
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• The unit is on the side

• Electronic control, 
   digital display



Execution versions Length, mm Depth, mm Height, mm Code W, kg

3 drawers 900 670 1450 165.0UG.35643 154

5 drawers 1200 670 1450 065.0UG.36413 187

Length, mm Depth, mm Height, mm Code W, kg

1200 670 1450 065.0UG.40314 180

• The worktop is made of steel AISI 304
• Steel AISI 430, glass with 8 mm thickness 
• Execution versions: with 3 drawers;  
   with 5 drawers
• Gastronormed GN1/1
• Automatic defrosting
• Ventilated refrigeration
• Operating temperature: +2...+8 0С 
• Power — 0,55 kW, 220 V 
• Refrigerant gas R134A

• The worktop is made of steel AISI 304
• Steel AISI 430, glass with 8 mm thickness 
• Automatic defrosting
• Ventilated refrigeration
• Operating temperature: 
   the counter  — +2...+8 0С;
  1 bain marie — up to +80 0С, 
  2 bain marie — up to +100 0С
• Powers: the counter — 0,55 kW, 
   1 bain marie — 0,8 kW, 
   2 bain marie —1,2 kW
• 220 V 
• Refrigerant gas R404A

* (gastronorm containers are not included)

65. REFRIGERATing COUNTERS

REFRIGERATing COUNTER

REFRIGERATing COUNTER WITH bain marieS

This counter is used for cooking sandwiches and hotdogs. The first bain marie is 
for cooking sausages, the second – for keeping the ingredients warm. The worktop 
underneath is for setting bottles with sauces and prepare hotdogs. The retractable 

board is for cutting ingredients. The box is for storing bread and ingredients.

i

126

In case of malfunction the construction 
with a monoblock unit provides a means 

of changing it on-site without stopping the 
working process.

• DrawersИвнене те

• Monoblock unit 
is on the right

• 1 swing door

• Electronic control, digital display
• The unit is on the right

• 2 drawers

• Electronic control, 
digital display

• Adjustable feet

• Adjustable feet

• Retractable 
polypropylene  
board

• 2 bain maries for 
GN1/1(325х530х150) and 
GN1/2(325х265х150)*

• Retractable  
polypropylene board



• Steel AISI 304, glass  
• Welded construction 
• Execution versions: refrigerating;
   with fitted for remote unit;  
   with glass or polycarbonate screen;
   the neutral tabel without screen
• Frame — square tube 40х40 mm 
• Tap for draining water 
• Tilt adjustment / without tilt adjustment  
 

60,65. REFRIGERATing fish TABLES

• Steel AISI 304, glass / polycarbonate 
• Welded construction
• Tap for draining water 
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Length, mm Depth, mm Height, mm Welding bowl, mm Code W, kg Note

REFRIGERATING FISH TABLE WITH TILT ADJUSTMENT

1200 1000 700-930 1100х900х150 065.0UG.36405 107
The unit is on the right; electronic control, 

digital display; t from -50 to +5 0С;  
power - 0,3 kW;  

220 V; refrigerant  R404A

1500 1000 700-930 1400х900х150 065.0UG.35860 127

1800 1000 700-930 1700х900х150 065.0UG.41079 137

2000 1000 700-930 1900х900х150 065.0UG.31195 213

REFRIGERATING FISH TABLE WITH TILT ADJUSTMENT WITH WHEELS

2000 800 1150 1900х700х150 065.0UG.34277 125 t from +40 to +8 0С, swing doors.

REFRIGERATING FISH TABLE WITH FITTED FOR REMOTE UNIT WITH TILT ADJUSTMENT

1250 1000 700-930 1150х900х150 065.0UG.32257 115 Fitted for remote unit; remote 
control; t from 00 to +3 0С2500 1000 700-930 2400х900х150 065.0UG.32256 210

FISH TABLE WITH TILT ADJUSTMENT (NEUTRAL)

1000 1000 700-930 900х900х150 060.0US. 40964 61

Without screen; tilt adjustment 
mechanism

1200 1000 700-930 1100х900х150 060.0US.41091 69

2000 1000 700-930 1900х900х150 060.0US.22237 175

2400 1000 700-930 2400х900х150 060.0US.22382 100

1200 1500 700-930 1100х1400х150 060.0US.23810 94

1000 2000 700-1002 900х1900х150 060.0US.37636 177 tilt adjustment mechanism in 2 planes

FISH TABLE  (NEUTRAL)

1000 1700 750/1132 900х1600х150 060.0US.20721 97
without tilt adjustment mechanism

2000 1000 750/975 1900х900х150 060.0US.20168 109

1713 709/1000 700/930 h=150 060.0US. 41092 47 corner, without tilt adjustment mechanism

REFRIGERATing DROP-IN UNIT FOR fish

Length, mm Depth, mm Height, mm Welding bowl, mm Code W, kg Note

1000 700 350 900х600х150 065.0UG.34415 70
The unit is in the center;  

electronic control, digital display;  
t from -50 to +5 0С; power - 0,3 kW;  

220 V; refrigerant  R404A

1200 700 350 1100х600х150 065.0UG.38680 75

1500 700 350 1400х600х150 065.0UG.38681 84

1600 700 350 1500х600х150 065.0UG.34416 89
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• Adjustable feet

• One welded bowl

• One welded bowl

• Glass screen

• Removable  
perforated drip tray 

• Removable perforated drip tray 

• Perimeter frame

• Glass screen



• Steel AISI 304; double-glazing; glass with 8 mm thickness 
• Welded construction
• LED lighting
• Automatic defrosting
• Operating temperature: +20...+80 C  
• Power — from 0,4 kW 
• 220 V
• Refrigerant gas R404A

62. Refrigerating showcases

All  refrigerated display cases SIMECO can be made 
with swing doors and drawers. There are various 

options for internal filling and custom sizes of 
products.
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• Electronic control,  
digital display

• Adjustable feet 

• The unit is at the bottom 

• Adjustable shelves 



REFRIGERATING SHOWCASE

REFRIGERATING SHOWCASE

• Without doors 
• Execution versions:  
   4 adjustable shelves;  
   4 shelves with lighting;  
   with fitted for remote unit
• The unit is at the bottom 
• Ventilated refrigeration 
• Operating temperature: +40...+80 C  
 

• Without doors 
• Execution versions:  without coloring; 
    with coloring*; 2 shelves with lighting
• The unit is at the bottom 
• Ventilated refrigeration 
• Operating temperature: +40...+80 C 
• Power — 0,7 kW  

REFRIGERATING SHOWCASE

• Without doors, 
• LED lighting
• Unit — bottom
• Ventilated refrigeration
• Operating temperature: +20...+60   
• Power —1,2 kW  

Length, mm Depth, mm Height, mm Code W, kg Power, kW Note

880 765 1880 962.0UG.34243 177 0,7

880 765 1880 962.0UG.35213 177 0,7 shelves with lightinf

880 765 1880 962.0UG.37295 160 0,7 with fitted for 
remote unit1500 765 1880 962.0UG.37219 235 1,2

Length, mm Depth, mm Height, mm Code W, kg

1335 740 1985 062.0UG.36860 250
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* It is possible to dye with 
any of the RAL palette colours

To save power after closing the shop, at night, on days-off, 
and to avoid spoiling of products during blackout and on 

extremely hot days the show-cases are supplied with thermal 
insulating shutters. 

i

Length, mm Depth, mm Height, mm Code W, kg

REFRIGERATING SHOWCASE 

880 770 1330 962.0UG.34244 147

REFRIGERATING SHOWCASE WIHT LIGHTING

880 770 1330 962.0UG.35212 147

REFRIGERATING SHOWCASE WITH COLORING

880 770 1330 962.0UG.39734 147
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• Thermo insulating 
curtain



• LED lighting
• Ventilated refrigeration 
• Operating temperature:  
   +40...+80C 
• Power — 0,4 kW 

• LED lighting
• Ventilated refrigeration 
• Operating temperature:  
   +40...+80C 
• Power — 0,4 kW 

• Double-glazing 
• LED lighting
• Ventilated refrigeration 
• Operating temperature:  
   +40...+80C 
• Power — 1,2 kW

• Execution versions: without coloring; with coloring* 
• Double-glazing
• LED lighting
• Ventilated refrigeration 
• Operating temperature: +40...+80C 
• Power — 0,55 kW

REFRIGERATING SHOWCASE

REFRIGERATING SHOWCASE 

REFRIGERATING SHOWCASE WITH Double-glazing

REFRIGERATING SHOWCASE  with coloring
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Length, mm Depth, mm Height, mm Code W, kg

745 720 660 962.0UG.40325 83

Length, mm Depth, mm Height, mm Code W, kg

745 720 660 962.0UG.34246 90

Length, mm Depth, mm Height, mm Code W, kg

585 742 1340 062.0UG.39957* 140

Length, mm Depth, mm Height, mm Code W, kg

1500 750 2000 062.0UG.40490 310

* It is possible 
to dye with any 
of the RAL palette 
colours

• The unit is at the bottom 

• The unit is at the bottom 

• The unit is at the bottom 

• Sliding glass doors

• 3 adjustable glass shelves

• Glass swing doors 

• Double-glazing swing doors 

• Adjustable glass shelf 

• Adjustable glass shelf 

• 3 adjustable glass shelves

• One hinged door

• One swing door



• LED lighting
• Ventilated refrigeration 
• Operating temperature:  
   +40...+80C 
• Power — 0,4 kW 

• LED lighting
• Ventilated refrigeration 
• Operating temperature:  
   +40...+80C 
• Power — 0,4 kW 

• 2 glass swing doors
• 2 removable perforated drip trays 
• Sloping bottom 
• LED light
• Static refrigeration 
• Operating temperature: +00...+50 С
• Power — 0,4 kW, 220 V

• Double-glazing
• LED lighting 
• Static refrigeration 
• Operating temperature: +00...+50 С
• Power — 0,4 kW, 220 V 

REFRIGERATING SHOWCASE FOR MEAT

REFRIGERATING SHOWCASE FOR MEAT WITHOUT SHELVES

Length, mm Depth, mm Height, mm Code W, kg

1000 830 1350 062.0UG.36268 125

Length, mm Depth, mm Height, mm Code W, kg

1000 800 1415 962.0UG.35291 163

131

• Double-glazing, glass with 8 mm thickness 
• Without doors 
• LED lighting 
• Ventilated refrigeration 
• Operating temperature: +40...+80C 
• Power — 0,55 kW  
• 220 В

REFRIGERATING DROP-IN SHOWCASE

Length, mm Depth, mm Height, mm Code W, kg

500 700 985 (1500) 962.0UG.34108 93

800 700 985 (1500) 962.0UG.34109 115

• Glass with 8 mm thickness 
• LED lighting 
• Ventilated refrigeration 
• Operating temperature: +40...+80   
• Power — 0,55 kW  
• 220 V

REFRIGERATING DROP-IN SHOWCASE

Length, mm Depth, mm Height, mm Code W, kg

700 660 730 (1245) 962.0UG.34874 95

Other DROP-IN SHOWCASE on p.136 under «Self Service» section
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• Adjustable glass shelves 

• 2 glass swing doors

• 2 glass swing doors

• The unit is on the top

• 2 glass swing doors

• Hooks for hanging carcasses

• 2 removable perforated drip trays

• 2 removable perforated drip trays

• Adjustable glass shelves 



• Execution versions: direct glass; 
   radius glass  
• LED lighting
• The unit is on the side
• Ventilated refrigeration 
• Operating temperature:  
   +4...+10 0С
• Power — 1,2 kW; 220 V 
• Refrigerant gas R404A

• LED lighting
• Ventilated refrigeration 
• Operating temperature:  
   00...+10 0С
• Power — 1,2 kW; 220 V 
• Refrigerant gas R404A

• Open (without doors)   
• LED lighting
• Ventilated refrigeration 
• Operating temperature: 00...+2 0С
• Power — 1,2 kW; 220 V 
• Refrigerant gas R404A
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REFRIGERATING SHOWCASE

REFRIGERATING SHOWCASE
WITH COLORING

REFRIGERATING open SHOWCASE  
WITH COLORING  

Length, mm Depth, mm Height, mm Code W, kg Note

1209 770 1300 062.0UG.39663 170  RAL1036 Gold

Length, mm Depth, mm Height, mm Code W, kg Note

1500 700 1650 062.0UG.33198  225 radius glass

Length, mm Depth, mm Height, mm Code W, kg Note

1209 770 1300 062.0UG.39664 230 RAL1036 Gold

• 2 swing doors

• Front tray guide

• 2 adjustable glass  
shelves with lighting

• The unit is at the bottom 

• The unit is at the bottom 

• Double-glazing rounded sides 

• Flip front glass 

• 3 adjustable shelves 

• 3 adjustable glass shelves 

     One of the advantages of 
this model is the absence of the 

front shutters. However the ideal 
maintenance of temperature 

conditions is preserved within the 
whole inner space! This show-case is 

used for food service counters.

i

• 2 sliding glass doors (double-glazing)
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REFRIGERATING BOXes FOR WASTE

Length, mm Depth, mm Height, mm Code W, kg Power, kW Note

1000 900 1300 168.0UХ.34825 151 0,75 1 door

1810 900 1300  168.0UG.40415 220 1,2 2 doors

Length, mm Depth, mm Height, mm Note

CONTAINER  FOR WASTE COLLECTION

721 900 1300 polyethylene, on wheels, with lid

• Steel AISI 430 
• Welded construction
• Execution versions:  one swing door;  
   two swing doors
• The unit is on the right 
• Automatic defrosting
• Electronic control, 
   digital display
• Ventilated refrigeration
• Operating temperature: +2...+8 0С
• 220 В
• Refrigerant gas R404A
 

Refrigerating boxes for waste is designed for short-term cooling of food waste in trading and 
catering companies, hotels and places where, according to the requirements of food supervision, 
food waste must be kept cooled. It is possible to set the waste cooler even in a small kitchen due 

to its compact size. The upper sliding hatch and the bottom incline plate construction make it 
user-friendly. 

It is possible to produce food waste cooler of «Tropic» 
modification. For installation in places with high temperatures 

(up to 450С)
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• Worktop with sliding hatch 
   for collecting waste

• Inclined step for rolling 
trash can

• One swing door
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SELF SERVICE
BAR AND FAST-FOOD

EQUIPMENT
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SIMECO DISTRIBUTION LINE
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• Steel AISI 304, steel AISI 430, glass with 8 mm thickness
• Welded construction 
• Standard complete set of the line of distribution of dishes includes: a dispenser; salad bar unit;  
   bain-marie unit; refrigeration display case; general purpose table; cash-desk unit.
• Ability to select embedded units (Drop-In) 
• Two versions of frames: open / closed, with socle
• Different facade designs or installation of individual facades
• Various options of internal filling are possible: shelves, guides for trays 
   and gastronorm containers
• Various upper units with illuminated glass shelves
• Swing doors or sliding doors; drawers
• Folding tray slide
• Adjustable feet
• Ability to complete the wheels
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UNITS OF DISTRIBUTION LINE

Length, mm Depth, mm Height, mm Code Description

DISPENSER FOR CUTLERY

600 700 1600 999.0US.38392 • Welded construction
• Frame — tube 40х40 mm
• 2 levels with a slope for 
gastronorm container GN1/1. 
Tube 20х40 mm
• Adjustable feet

DISPENSER TROLLEY

390 690 915 999.0US.34934 • Hydraulic mechanism 
• Shelf + stationary platform for 
trays 360x600mm 
• Handle 
• 4 wheels

HEATING DROP-IN DISPENSER UNIT FOR PLATES

520 520 780 999.0US.35959    • For plates D=220...310mm 
• Capacity up to 55 plates   
• Lid 
• Operating temperature: 
+300... +600 С
• Power - 0,8 kW 
• 220V

FRAME FOR DROP-IN DISPENSER WITHOUT SHELF

600 700 850 open, without lighte, frame on 3 sides, without socle

FRAME FOR  DROP-IN DISPENSER WITHOUT SHELF

600 700 850 front and side walls of stainless steel, frame on 3 sides + socle

TABLE FOR DRINKS WITHOUT SHELF

1200 700 850 open, frame on 3 sides, without socle

CUPBOARD FOR DRINKS WITHOUT SHELF

1200 700 850 front and side walls of stainless steel, frame on 3 sides + socle
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Length, mm Depth, mm Height, mm Code Description

BAIN-MARIE UNIT FOR SOUP 10L (SOUP KETTLE) 

345 345 360 BS-6000S • Mounted on the worktop                                                                                                                                 
• Cover and removable flange                                                      
• Manual water filling                                                                                      
• Operating temperature:  
300...90 0С  
• Power 0,4 kW  
• 220V                                 
(only supplied with frames)

FRAME WITH PANEL AND SHELF FOR DROP-IN BAIN-MARIE UNIT (от 1 до 3)

1200 700 850 open, frame on 3 sides, without socle

FRAME WITH PANEL AND SHELF FOR DROP-IN BAIN-MARIE UNIT (от 1 до 3)

1200 700 850     front wall of stainless steel, frame on 3 sides + socle

BAIN-MARIE UNIVERSAL DROP-IN UNIT

1060 610 340 054.0US.34822 • Steel AISI 304 
• For 3 GN1/1 containers   
• Welded construction 
• One welded bowl 
• Tap for draining water 
• Dividers included
• The thermostat is on the 
right  
• Operating t0: +200...+800С 
• Power — 2,4 kW, 220 V
• The weight is 26 kg

SALAD-BAR DROP-IN UNIT

1060 610 565 066.0UХ.32306 • Steel AISI 304 
• For 3 GN1/1 containers 
• Welded construction 
• One welded bowl 
• The unit is at the bottom 
(left*/right)
• Tap for draining water  
• Dividers included
• Operating t0: +20...+80С 
• Power — 0,3 kW, 220 V  
• The weight is 65 kg 
• Refrigerant gas R404A
* customized

FRAME FOR  DROP-IN BAIN-MARIE or SALAD-BAR UNIT (for 3 GN1/1) WITHOUT SHELF

1200 700 850 open, frame on 3 sides, without socle

FRAME FOR  DROP-IN BAIN-MARIE or SALAD-BAR UNIT (for 3 GN1/1) WITHOUT SHELF

1200 700 850 front wall of stainless steel, frame on 3 sides + socle

REFRIGERATING DROP-IN SHOWCASE

1150 700 900 062.0UХ.36445 • Steel AISI 304; glass 
• Welded construction
• 6 hinged doors (plowing 
up); 2 sliding glass doors; 2 
shelves; lighting 
• The unit is at the bottom 
(left*/right)
• Ventilated refrigeration 
• Automatic defrosting
• Operating t0: +40...+80С 
• Power — 0,7 kW; 220 V
• The weight is 127 kg
• Refrigerant gas R404A 

* customized
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Length, mm Depth, mm Height, mm Code Description

REFRIGERATING DROP-IN SHOWCASE (WITH AIR CURTAIN)

1000 700 810 (1362) 062.0UХ.38165 • Steel AISI 304; glass 
• With air curtain 
• Open from the buyer
• 2 sliding glass doors from the 
seller
• 2 shelves; lighting 
• The unit is at the bottom 
(left*/right)
• Ventilated refrigeration 
• Automatic defrosting
• Operating t0: +20...+100С 
• Power — 1,2 kW; 220 V
• The weight is 130 kg
• Refrigerant gas R404A

* customized

FRAME FOR  DROP-IN SHOWCASE  WITHOUT SHELF

1150 700 850 open, frame on 3 sides, without socle

FRAME FOR  DROP-IN SHOWCASE  WITHOUT SHELF

1150 700 850 front wall of stainless steel, frame on 3 sides + socle

REFRIGERATING DROP-IN SHOWCASE

1500 700 900 (1310) 062.0UG.37171 • Steel AISI 304; glass 8 mm 
• 6 hinged doors (plowing 
up); 2 sliding glass doors; 2 
shelves; lighting
• The unit is at the bottom 
(left*/right) 
• Ventilated refrigeration 
• Automatic defrosting
• Operating t0: +40...+80С   
• Power — 0,7 kW; 220 V
• The weight is 180 kg
• Refrigerant gas R404A
* customized

REFRIGERATING DROP-IN SHOWCASE (WITH AIR CURTAIN)

1500 700 810 (1362) 962.0UG.36211 • Steel AISI 304; glass 8 mm 
• With air curtain 
• Open from the buyer
• 2 sliding glass doors from the 
seller
• 2 shelves; lighting 
• The unit is at the bottom 
(left*/right)
• Ventilated refrigeration 
• Automatic defrosting
• Operating t0: +20...+100С 
• Power — 1,2 кВт; 220 В
• The weight is 180 kg
• Refrigerant gas R404A

* customized

FRAME FOR  DROP-IN SHOWCASE WITHOUT SHELF

1500 700 850 open, frame on 3 sides, without socle

FRAME FOR  DROP-IN SHOWCASE WITHOUT SHELF

1500 700 850 front wall of stainless steel, frame on 3 sides + socle

ANGULAR FRAME WITHOUT SHELF

765 700 850 open, frame on 3 sides, without socle

ANGULAR FRAME WITHOUT SHELF

765 700 850 front and side walls of stainless steel, frame on 3 sides + socle
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Length, mm Depth, mm Height, mm Code Description

UPPER UNIT WITH GLASS SHELF AND GLASS PANEL

1200 250 340 999.0US.33867 • To set over a bain-marie or 
salad-bar units 
• Steel AISI 304, glass 8 mm 
• For 3 GN 1/1   
• Desktop mount 
• It is possible to complete 
the lighting (including LED)

UPPER UNIT WITH GLASS SHELF

1200 400 400

• To set over a bain-marie or 
salad-bar units 
• Steel AISI 304, glass 8 mm 
• For 3 GN 1/1   
• Desktop mount
• It is possible to complete 
the lighting (including LED)

UPPER UNIT WITH GLASS PANEL

1200 630 540 • To set over a bain-marie or 
salad-bar units 
• Steel AISI 304, glass 8 mm
• For 3 GN 1/1   
• Desktop mount 
• It is possible to complete 
the lighting (including LED)

UPPER UNIT WITH CURVED GLASS PANEL

1200 600 490 999.0US.40306 • To set over a bain-marie or 
salad-bar units
• Steel AISI 304, glass 8 mm 
• For 3 GN 1/1   
• Desktop mount 
• It is possible to complete 
the lighting (including LED)

Wheels

set of 4 wheels (2 wheels with brake) d = 100 mm can only be ordered complete with frames

TRAY SLIDE

1000 310 100 999.0US.35460 • Folding  
• Tube D=28 mm (3 pieces)  
• 2 brackets

ANGULAR TRAY SLIDE

785 310 100 • Folding  
• Tube D=28 mm (3 pieces)  
• 2 brackets

On the photo 
shelf with lighting

On the photo 
shelf with lighting



CASH-DESK UNIT WITH PROTECTION

• Steel AISI 430 
• Execution versions: right-hand; left-hand 
• Welded construction
• Frame — square tube 40х40 mm 

Length, mm Depth, mm Height, mm Code W, kg

CASH-DESK UNIT RIGHT-HAND

1200 700 850 060.0US.24692     39

1500 700 850 060.0US.04310 42
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• Adjustable feet

• Drawer



BAR EQUIPMENT

coffee waste collection UNIT
• The worktop is made of steel AISI 304 
• Execution versions: without doors;  
   with swing doors; sliding doors
• Coffee waste collection drawer  
• Options: drawers; equipment cutouts
• Welded construction
• Frame — square tube 40х40 mm
• Backsplash / without backsplash
• Adjustable feet 

COCKTAIL STATIONS

• Steel AISI 430
• Welded construction, closed on the sides
• 4 levels
• Heating element under each shelf
• Lighting
• Operating temperature: up to +60 0С
• Power — 0,64 kW
• 220 V

112142

HEATING SHOWCASE FOR CUPS

Length, mm Depth, mm Height, mm Code W, kg

370 530 540 999.0US.38417   57

Length, mm Depth, mm Height, mm Code W, kg

COFFEE WASTE COLLECTION UNIT WITHOUT BACKSPLASH WITH SWING DOORS 

700 700 900 053.0US.18524 one swing door

800 700 900 053.0US.04860

two swing doors900 700 900 053.0US.04933

1200 700 900 053.0US.07437

COFFEE WASTE COLLECTION UNIT WITH BACKSPLASH WITH SWING DOORS

900 700 900 053.0US.33547
two swing doors

1000 700 900 053.0US.29016

                                                         * REFRIGERATing TABLE with Coffee waste collection drawer на стр.119

Cocktail station is purposed to facilitate barman’s 
work. Cocktail ingredients and bar utensils are 

located within hand reach, which optimizes the work.

• The worktop and the bowls are made  
  of steel AISI 304
• Steel AISI 430
• Options: welded bowl for ice with dividers;  
   bottle rails; gastronorm containers; 
   washing hole; cutting polypropylene board; 
   water jet; washer for glasses; 
   dust-bins
• Welded construction
• Frame — square tube 40х40 mm 
• Tap for draining water  
• Backsplash / without backsplash    
• Adjustable feet
• Dimensions on request, depending on options

Please pay attention to the  
REFRIGERATing BAR TABLE с высотой 650 мм и  

REFRIGERATing TABLES WITH glass doors на стр.118-119.



EQUIPMENT FOR FAST FOOD
WALLside SANDWICH STATION

double sided SANDWICH  
STATION

• The worktop and the bowl are made  
  of steel AISI 304
• Steel AISI 430 
• Various internal fill options
• Gastronormed
• The unit is on the side 
• 4 reinforced wheels with D = 100 mm
• Automatic defrosting
• Electronic control, digital display
• Operating temperature:+2...+8 0С
• Power — 0,7 kW
• 220 V

• Steel AISI 430
• Welded construction, closed on the sides
• 2 levels. Shelves tilted with adjustable dividers from the stainless bar
• LED lighting
• Infrared ceramic emitters  
• Operating temperature: up to 65 0С

• Steel AISI 430
• Welded construction, closed on the sides
• Shelves tilted with adjustable dividers from the stainless bar
• LED lighting
• Adjustable feet 
• One infrared ceramic emitters 
• Operating temperature: up to +60 0С
• 220 V
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HEATING showcase FOR BURGERS

HEATING showcase FOR BURGERS

Length, mm Depth, mm Height, mm Code W, kg Power, kW Note

700 670 655 999.0US.41412     88 1,6 2 emitters at each level

1050 650 700 999.0US.40818 110 2,4 3 emitters at each level

1220 750 845 999.0US.39616 138 2,4 3 emitters at each level

Length, mm Depth, mm Height, mm Code W, kg Power, kW

500 600 390 999.0US.38967   30 0,4

Sandwich stations are purposed for cooking and 
packing prepared sandwiches. This process needs 
short period of keeping used ingredients cooled. 

Sandwich stations are projected individually 
depending on the client’s demands.

• Gastronormed 
• Removable shelves
• 4 reinforced wheels with D = 100 mm
• Automatic defrosting
• Electronic control, digital display
• Operating temperature: +2...+8 0С
• Power — 0,55 кВт
• 220 V
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• Additional side shelf available
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• Steel AISI 430
• Welded construction
• The backsplash is Н=100 mm height  
• One swing door
• Top flip cover

waste collection UNIT

Length, mm Depth, mm Height, mm Code W, kg

600 600 1200 999.0US.32290  45

650 650 1200 999.0US.32570 42

• The worktop and the bowls are made  
  of steel AISI 304
• Steel AISI 430
• Welded construction 
• Radius freezer bowl for storage french fries
• The unit is at the bottom
• Automatic defrosting
• Electronic control, digital display
• Static refrigeration
• Condenser cleaning hatch
• 4 wheels (2 wheels with brake) with D = 75mm
• Operating temperature: -18...-25 0С
• Power — 0,3 kW; 220 V
• Refrigerant gas R404A 

Length, mm Depth, mm Height, mm Code W, kg

605 805 1290 968.0UD.38725 85

FREEZING TABLES FOR FRENCH FRIES ON WHEELS

HEATING CUPBOARD TABLE FOR FRENCH FRIES

• Steel AISI 430, polycarbonate from 2 sides
• Welded construction 
• Frame — square tube 40х40 mm
• Closed from 3 sides  
• 3 infrared ceramic emitters are at the top   
• Bottom shelf 
• Operating temperature: up to +650С 
• Power — 2,4 kW  
• 220 V 
 

Length, mm Depth, mm Height, mm Code W, kg

1010 720 1500 999.0US.39615 128

• Worktop with 
sliding hatch

• Casing

• 2 swing doors

• There is unit with code 
999.0US.32570 without 
backsplash

• 1 GN1/6-150 mm

• Heating drop-in bowl with 
electric heating element

• Organizer for packages

• 2 GN1/3-150 mm

• Adjustable feet



CUSTOM EQUIPMENT
Do you face the problem that standard neutral, warming and refrigerating equipment does not meet 
you requirements in this or that way? 
The important constituent of SIMECO’s success is a flexible approach that allows to quickly respond to 
the client’s specific requirements, whether it is a change in design of a series product or development 
of essentially new equipment. SIMECO can quickly adjust the product to the individual requirements 
of clients without neglecting the quality and reliability, all that sets our production apart.
We are glad to offer you equipment that has a range of advantages:

• Stainless steel of high quality.
• Accessories by world leading manufacturers (Italy, Germany)
• Innovative solutions
• Ergonomic construction that facilitates easy service.
• Large sizes that are limited only by the possibilities of transporting and specifics of the client’s 
placing.

Good example is the detached module with granitic worktop and installed equipment. 

• Steel AISI 304, granite with 30 mm 
   thickness
• One welding bowl
• Drawers
• Shelves
• Drop-in: induction grill, induction 
   over, basin for Sous-Vide cooking, 
   connection kit, control panels, 
   electrical panel with sockets
• The dimensions are 
      2400х1540х900 mm
•    12 wheels

And also a salad bar:
• The worktop and the bowls are made  
  of steel AISI 304
• Steel AISI 430; polypropylene
• 6 GN 1/9 gastronorm containers; 
   6 GN 1/12 gastronorm containers
• 4 drawers
• Welded bowl for ice
• Polypropylene board with cutouts
• The unit is on the right
• Adjustable feet, 2 reinforced wheels  
   without brake with D = 100 mm 
• The dimensions are 1000х700х910 mm
• Operating temperature: +2...+8 ºС 
• Power — 0,5 kW 
• 220 V
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• The worktop and the bowls are made  
  of steel AISI 304
• Steel AISI 430
• Welded construction 
• Radius freezer bowl for storage french fries
• The unit is at the bottom
• Automatic defrosting
• Electronic control, digital display
• Static refrigeration
• Condenser cleaning hatch
• 4 wheels (2 wheels with brake) with D = 75mm
• Operating temperature: -18...-25 0С
• Power — 0,3 kW; 220 V
• Refrigerant gas R404A 

The appliances are made in satin-finishscotch-brite AISI 304 stainles steel.
All the appliances are produced in conformity with current CE norms related to hygiene, cleanliness, safety and fire.

Technical drawing do not bind producer. We recerve the right to change the construction, configuration or technology 
in order to improve the qualities of the product without informing the client in advance. For any  information 

regarding power and voitages other than standard, please contact our technical office.
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ORDERS 
Orders gathered by Simeco’s (Seller) agents and/or employees or which in any 
way arrive at the attention of the former, shall not be held to be binding upon 
the Seller until the same are not fully or partially accepted in writing, even by 
fax. 
The Seller is entitled to suspend and/or cancel, either fully or partially, the 
processing of the orders already accepted, when their processing is rendered 
impossible or made too burdensome by unforeseeable problems and 
independent of his will, such as, for example, strikes, fires, wars, insurgences 
and revolutions, interruptions to the energy supply, earthquakes, floods and 
delays made by his supplier in delivering the wrong materials, finished or 
unfinished components.
THE PRODUCTS CHARACTERISTICS
Product characteristics are subject to change without notice. Any information 
or data on the Products’ charactersitcs and/or technical specifications, 
contained in brochures, price lists, catalogues or similar documents shall 
only be held to be binding in the measure in which said information has been 
explicitly quoted in the contract.
DELIVERY TERMS
Any delivery information supplied by the Seller shall merely be considered to be 
indicative, unless the Seller undertakes to put the same in writing. The periods 
for delivery and installation will be extended by a reasonable period of time if 
the customer requests modifications of or additions to the Products.
The period of delivery begins with the receipt of the order confirmation and the 
advance payment by the Purchaser. However, it does not commence before 
all the details concerning the performance and execution of the order have 
been settled and all other preconditions which the Purchaser must fulfill or 
carry out (e.g. permits, clearances, documents, down payments) have been 
met; the same applies to the delivery date. If the Purchaser requests certain 
modifications or additions, after having placed the order, then a new period of 
delivery shall commence with the Seller’s confirmation of such modifications
If the Purchaser does not take delivery of the goods in due time, then the Seller 
shall be entitled to levy storage charges amounting to 5% of the net value of 
the goods for every month.
When a Purchaser sends an order, they accept that the delivery times are not 
an essential element and renounces to any request for compensation due to 
delays in delivery or cancellation of the order. 
DELIVERY AND CONSIGNMENT - COMPLAINTS 
Unless agreed otherwise, the sale is understood to be made Ex-works, 
(Incoterms 2010), Dubna, Russian Federation and this occurs even when it has 
been agreed that the consignment or a part of the same is dealt with by the 
Seller.
Unless the Seller explicitly accepts different conditions in writing (I) the risk of 
loss or damage to the Products shall be transferred to the Purchaser when the 
Seller delivers the Products to the carrier, suitably packaged for transportation, 
(II) the Seller shall not be bound to provide insurance cover for the Products 
sent, (III) any provisions adopted by the Seller, on the Purchaser’s request, 
with carriers or shipping agents, with reference to the consignment, shall 
be exclusively carried out on behalf of the Purchaser and exclusively at the 
expense and risk of the latter; moreover, (IV) the shipping agent appointed for 
said consignment shall be considered to be the sole party appointed by the 
Purchaser, to all effects.
Any complaints relative to the Product’s state of packaging, quantity, number 
or exterior characteristics must be brought immediately to the attention of the 
carrier in the pertinent transportation documentation and then sent in good 
time to the Seller by registered mail, in order to avoid forfeiting his rights in 
merit, within seven days from receipt of the Products. Any complaints relative to 
defects that cannot be detected after careful checking when the Products are 
received (latent defects), must in any case be brought to the attention of the 
Seller by means of registered mail, at the risk of forfeiting his rights in merit, 
within seven days from the discovery of the defect and, in any case, no later 
than twelve months after delivery.
It is understood that any complaints or disputes shall not entitle the Purchaser 
from suspending or, in any case, delaying payment of the Products, subject to 
disputes, nor payment of other supplies.

PRICES AND PAYMENT CONDITIONS 
Excepting where agreed otherwise, the prices are understood to be in US 
Dollars for unpackaged Products, Ex-works Dubna, Russian Federation, it being 
understood that any further expenses or charges such as packaging other 
than cartons, insurance, freight and any charges for small quantities shall 
be attributed to the Purchaser. All exchange rate risks shall be borne by the 
Purchaser.
Excepting where agreed otherwise, the Seller’s list price shall be applied, less 
VAT, which is in force on the date on which the Agreement is executed and full 
payment shall be required prior to the release of the Products.
For deliveries of Products with a commodity value less than USD 3000, the 
Seller shall charge the Purchaser USD 150 against various minimum handling 
and customs charges. Payment must be made without any deductions in 
compliance with the conditions contained in the order confirmation and/or 
invoice before the release of the Products.
Should there be any delay in payment, the Seller shall be entitled to suspend 
deliveries and may, at his own discretion, terminate the agreement. Without 
any notification given to the Purchaser, the advance payment received will be 
considered as income and will not be returned. 
RETENTION OF TITLE 
The Products supplied shall remain as the Seller’s property until the latter has 
received full payment thereof. The Purchaser is obliged to assist the Seller in 
those measures that the latter wishes to adopt in order to protect his rights 
over the Products supplied. If and when third parties intend establishing and 
confirming a right over the Products, in case of point, the Purchaser must 
immediately inform the Seller, or be obliged to compensate the damage 
sustained by the latter in favour of the third parties or by the latter’s clientele 
due to said non-compliance.
WARRANTY FOR DEFECTS 
The Seller undertakes to remedy any defect, lack of quality or conformity 
found in the Products, which might be attributable to the Seller that arises 
within twelve months from the Product’s delivery, as long as the same have 
been communicated in good time and their existence have been ascertained by 
the Seller himself. The transportation costs incurred by the Products that the 
Purchaser has declared as being defective or lacking in quality or conformity 
shall be charged to the Purchaser. Electrical and electronic parts and those 
parts of the Products that are subject, due to their nature and use, to wear and 
tear or deterioration shall not be included in the warranty. 
Excepting cases of misrepresentation or gross negligence, the Seller, in 
the case of faults, lack of quality or conformity found in the Products, may 
choose to repair or to replace the Products or reimburse the price paid for 
the faulty Products. It is understood that said warranty absorbs and replaces 
the guarantees or liabilities foreseen by law, and excludes any other liability 
attributable to the Seller that might arise out of the Products supplied (for 
example, compensation of damages, loss of earnings, recall campaigns, etc.). 
The Products that are replaced or repaired under warranty shall be covered by 
the same twelve-month warranty from the date of their replacement or repair. 
No Product whatsoever may be returned by the Purchaser unless he has 
received the Seller’s written authorization to do so. 
The Seller does not guarantee the Products’ meeting the particular 
specifications or technical characteristics or their suitability for use and/or 
particular use, except for in the measure that said characteristics have been 
explicitly agreed upon in the Agreement. 
The Seller shall not be held liable for damages that the Purchaser, or third 
parties claiming against the latter, claimed to have sustained from using the 
Products, should it be ascertained that the damages are not dependent on the 
Products’ quality or intrinsic characteristics, but due to the use they have been 
put to by the Purchaser. 
The Purchaser shall forfeit the warranty if the Products are used in a way that 
is not in compliance with the instructions laid down by the Seller; the Purchaser 
shall also forfeit the warranty if he, on his own initiative, without the Seller’s 
authorization and/or control in merit, disassembles, amends or tries to repair 
the Products.

TERMS OF SALE & WARRANTY
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Address: Russia, Moscow.

Tel./Fax: +7 (495) 925-76-76 
E-mail: info@simeco.ru; www.simeco.ru
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